STRATO-THERM Terminals and Splices
t‘lca for High Temperature Applications AP

Electronics Uninsulated Terminals and Splices {Continued)
DIAMOND GRIP e W
High Temgerature _—
Ring Tongue Terminals -
'j_
o
Temperature Rating and " E
Material
Terminal Body — See table, 1200°F
[649°G], Nickel per ASTM B162, Insulation Support
Alymel—, Chromel—
Metallic Sleeve — Nickel Silver per
ASTM B122
Related Product Data
Application Tooling— pages 9022
and 9023
. Tongue § Wire
C;’r‘g:ﬁa?llﬁls Material Stud Démensioni_ L Body %gfgf Insulation Parlfol';:renber
[mm] Thﬁl;r;t.ass Size w Min. Ma. Max. Material Gode Dli"n;iler Plece
_ 8 343 .281 637 811 . A70
5 0;8_354180 033 M4 871 714 1648 2080 Nickel Orange 43 322337
y ' 0.84
1.04-2.62 .343 281 637 811 . 170
L ! 10 871 714 1648 2060 Nickel Orange 35 322338
378 281 815 1.008 i .230
8 953 714 2070 2560 Nickel Orange 5 g4 523749
. M4 375 281 815 1.008 230
516019100 042 953 714 dojo  25gp  Chvomel  Gray 5y 2-323749-1
[2.62-6.64] 1.07 375 281 815  1.008 i 230
0 §53 714 2070 2560 Nickel Orange  Fgy 323750
.375 .281 815 1.008 .230
853 714 2070 2560 Adumet Green 5.84 23287501
1/4 531 468 1.002 1.273 i 230
M6 1349 1189 2545  32.33 Nickel Orange  Zg4 323751
Note: “C” dimension applies from edge of metal wire barrel to center of stud hole.
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Catalog 1308940 Dimensions are in inches and Dimensions are shown for ~ USA: 1-800-522-6752 South America; 55-11-3611-1514
Revised 5-03 millimeters unless otherwise reference purposes anly. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628
specified. Values in brackets Specifications subject Mexico; 01-800-733-8926 Japan: 81-44-844-8013

www.tycoelectronics.com  are metric equivalents. to change. C. America: 52-55-5-729-0425  UK: 44-141-810-8967




