THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
PANDULT MAE%TQBY STUD DIMENSIONS  in. W
PART NUMBER - SI1ZE - . .. .
AND CLASS A ff,oo4v c"™ H% |M Ty WS
HDIA
—AR- MS25036- 111 1.08 .31 .15 .88 .38
PNF10-8R-2K | "=5PASS 2 *6 1 (26.9)| (7291 | (3.8) | (22.3)| (9.7
_an. MS25036 - 156 1.06 .31 .17 .88 .38
PNFI0-BR-2K 1 ™°Class 27 | *B | (26.9)| (7.9) | 4.3) | (22,31 (8.7 TERMINAL
) ) MS25036- 112 1.08 .31 .20 .88 .38
PNF10-10R-2K [ ¥=EPAEe 5 *10 1 26.9)| (770 | (5.1 | (22.31] (9.7
) ) MS25036- 157 w | 1.21 .38 .27 .95 .52
PNFL1O-14R-2K | ™crass 27 | 1747 [ (30,70 9.7) | (8.9 |(Z4.11]| (13.2)
AN e C RAD
PNF 10-56R - 2K MS25036-113 5/16" 1.21 .38 .33 .95 B2 ~L -
CLASS 2 (30.7)| (9.7) | 8.4 [(z4a. |32 | A N [
MS25036- 114 1.29 | .43 39 | 1.00 58 | HOUSING
PNF10-38R-2K ["2erASs 27 ' | 378" | (3278) | (10.9) | (9.9) | (25.4) | (14.7) M
NOTES:
1) UL LISTED AND CSA CERTIFIED FOR: /////AA’SLEHEVE
A. 600V. MAX. VOLTAGE RATING L/
(1000V. MAX. IN SIGNS, FIXTURES & LUMINARIES)
B. 221°F. (105°C) MAX. TEMP. RATING CARRIER
C. #12-10 AWG (2.5-6.0 mm?) SOLID OR STRANDED COPPER WIRE STRIP
2) MATERIAL:
A. STAMPING- .04" (1.02) THK. COPPER, TIN PLATED (CONF IGURAT I'ON
B. HOUSING- NYLON, YELLOW MAY VARY)
C. SLEEVE- BRASS, TIN PLATED
3) WIRE STRIP LENGTH- 11/32" +1/32,-0 (8.7, +.8,-0) 225 (5.72)
. _ MAX WIRE
4) PACKAGE QUANTITY: -2K = 2000 PCS. INSUL. DIA
5) DIMENSIONS IN PARENTHESIS ARE IN MILL IMETERS SD . 135(3.43)
MIN. WIRE
B6) INSTALLATION TOOLS: INSUL DIA
A. PRESSES - CP-851, CP-860, CP-861 LISTED CERTIFIED . .
B. APPLICATOR - CA-800, CA9 587H LR31212
C. DIE INSERTS - CD-800-3, CD9-3B ES2164 sRuEE
Panduit part numbers shown on this drawing meet the material
requirements of RoHS (EUROPEAN DIRECTIVES 2002/95/EC) as
proposed by the Technical Adaptation Committee.
A41143_06
0 | 8706 |IDAWIDAW] ADDED MILITARY PART NO. & CLASS TROO 155 LCA] TRO m
05 |12/00] ED |SKB| FILESPEC WAS: N41143AA_PCD_04 08925 JAC | CCH @@HW CORP. TINLEY PARK, ILLINOIS
UPDATED "A"&"M" DIM.S, AND
04 | 5/99| ED MODIF IED DIMENSIONAL TOLERANCES 07670 TERMO 3PC. CONTINUOUSLY MOLDED NYLON (FUNNEL )
03 | 1797 [oave|RLS| ADDED DIM.& MIN. WIRE INSUL. DIA. 05443 LA |DBH INSULATED, 12-10 BARREL, RINGS
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