


Product Color Information

Plastic Enclosures:

Painted Diecast Aluminum Enclosures:

General Purpose Metal Enclosures:

NOTE: This color chart page is included for reference only. It was created with printers ink and gives

only a representation of the actual colors. Textures of plastic, paint and lighting will shift appearance

of colors. If precise color matching is required please contact us for actual color chip samples.

Beige

Black

Blue

Grey

Black Watertight - 1590Z Series

Grey (RAL 7001)

Black

Blue

Contempra Grey (RAL 7032)

ASA 61 Grey
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Watertight Flat Lid - (1554 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards or DIN rail mounted components.

• Molded in general purpose ABS plastic or polycarbonate material.

• The general purpose ABS plastic carries a UL flammability rating of UL94HB. Not recommended for outdoor use.

• The polycarbonate material carries a UL flammability rating of UL94 5V and is suitable for outdoor use.

• Color is light gray (RAL 7035)

• Gasketed lid with two piece “tongue & groove” construction provides protection against access of oil, dust and water.

• Designed to meet IP66 & NEMA 4, 4X, 12 & 13 ratings

• Gasket is factory poured using high temperature U.L. listed - silicone rubber gasket material.

• Lid is secured with self captivating M4 stainless steel machine screws (included), threaded into integral stainless steel

  bushings (for repetitive assembly & disassembly).

• All stainless steel hardware to avoid corrosion caused by dissimilar metals.

• Lid and mounting holes are located outside of the gasket seal.

• Heavy duty 16 gauge galvanized steel panels available (see chart)

• Internal features are maximized for mounting options:

- Internal DIN rail mounting tabs molded in all except the 1554CGY & 1554C2GY

- Threaded (M3) integral brass inserts & standoffs designed for M3.5 or #6 self tapping screws for P.C. board or

  inner panel mounting in all but the smallest size (1554BGY & 1554B2GY)

- Vertical P.C. card guides (for 1.5 mm thick P.C. boards) are molded in all but the smallest size (1554BGY &

  1554B2GY)

ACCESSORIES

Panels

Heavy duty panel for mounting

components. Galvanized 16 ga.

steel. Includes mounting hardware.

See table (facing page) for part

numbers
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Watertight Flat Lid - (1554 Series)

rebmuNtraP

stinU

snoisnemiD rennIlanoitpO

traPlenaP

rebmuN

stinU

snoisnemiD

SBA
-yloP

etanobrac

htgneL

)L(

htdiW

)W(

)D(htpeDllarevO
htgneL htdiW

delbmessA xoB diL

YGB4551 YG2B4551
hcni 6.2 6.2 6.1 89. 95.

LPB4551
hcni 2.2 2.2

mm 56 56 04 52 51 mm 65 95

YGE4551 YG2E4551
hcni 5.3 5.3 4.2 77.1 95.

LPE4551
hcni 1.3 1.3

mm 09 09 06 54 51 mm 97 97

YGC4551 YG2C4551
hcni 7.4 6.2 6.1 89. 95.

LPC4551
hcni 4.4 1.2

mm 021 56 04 52 51 mm 211 35

YGD4551 YG2D4551
hcni 7.4 6.2 4.2 77.1 95.

LPC4551
hcni 4.4 1.2

mm 021 56 06 54 51 mm 211 35

YGF4551 YG2F4551
hcni 7.4 5.3 4.2 77.1 95.

LPF4551
hcni 3.4 1.3

mm 021 09 06 54 51 mm 901 97

YGG4551 YG2G4551
hcni 7.4 5.3 2.3 65.2 95.

LPF4551
hcni 3.4 1.3

mm 021 09 08 56 51 mm 901 97

YGN4551 YG2N4551
hcni 7.4 7.4 4.2 77.1 95.

LPN4551
hcni 52.4 2.4

mm 021 021 06 54 51 mm 801 701

YGP4551 YG2P4551
hcni 7.4 7.4 51.3 65.2 95.

LPN4551
hcni 52.4 2.4

mm 021 021 08 56 51 mm 801 701

YGJ4551 YG2J4551
hcni 3.6 5.3 4.2 77.1 95.

LPJ4551
hcni 8.5 0.3

mm 061 09 06 54 51 mm 741 67

YGK4551 YG2K4551
hcni 3.6 5.3 5.3 59.2 95.

LPJ4551
hcni 8.5 0.3

mm 061 09 09 57 51 mm 741 67

YGR4551 YG2R4551
hcni 3.6 3.6 4.2 77.1 95.

LPR4551
hcni 49.5 8.5

mm 061 061 06 54 51 mm 151 741

YGS4551 YG2S4551
hcni 3.6 3.6 5.3 59.2 95.

LPR4551
hcni 49.5 8.5

mm 061 061 09 57 51 mm 151 741

YGH4551 YG2H4551
hcni 1.7 7.4 4.2 77.1 95.

LPH4551
hcni 6.6 2.4

mm 081 021 06 54 51 mm 861 701

YGT4551 YG2T4551
hcni 1.7 7.4 5.3 59.2 95.

LPH4551
hcni 6.6 2.4

mm 081 021 09 57 51 mm 861 701

YGU4551 YG2U4551
hcni 9.7 7.4 5.3 59.2 95.

LPU4551
hcni 6.7 2.4

mm 002 021 09 57 51 mm 391 701

YGV4551 YG2V4551
hcni 5.9 3.6 5.3 59.2 95.

LPV4551
hcni 1.9 7.5

mm 042 061 09 57 51 mm 132 541

L

WD
D

Body View Lid View

NOTE: Please refer to our website www.hammondmfg.com for complete drawings & photos of each part number
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Watertight Clear Lid - (1554 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards or DIN rail mounted components.

• Clear polycarbonate lid allows for maximum visibility of protected internal components.

• Molded in polycarbonate material which carries a UL flammability rating of UL94 5V and is suitable for outdoor use.

• Color is light gray (RAL 7035)

• Gasketed lid with two piece “tongue & groove” construction provides protection against access of oil, dust and water.

• Designed to meet IP66 & NEMA 4, 4X, 12 & 13 ratings

• Gasket is factory poured using high temperature U.L. listed - silicone rubber gasket material.

• Lid is secured with self captivating M4 stainless steel machine screws (included), threaded into integral stainless steel

  bushings (for repetitive assembly & disassembly).

• All stainless steel hardware to avoid corrosion caused by dissimilar metals.

• Lid and mounting holes are located outside of the gasket seal.

• Heavy duty 16 gauge galvanized steel panels available (see chart)

• Internal features are maximized for mounting options:

- Internal DIN rail mounting tabs molded in all except the 1554C2GYCL

- Threaded (M3) integral brass inserts & standoffs designed for M3.5 or #6 self tapping screws for P.C. board or

  inner panel mounting in all but the smallest size (1554B2GYCL)

- Vertical P.C. card guides (for 1.5 mm thick P.C. boards) are molded in all but the smallest size (1554B2GYCL)

ACCESSORIES

Panels

Heavy duty panel for mounting

components. Galvanized 16 ga.

steel. Includes mounting hardware.

See table (facing page) for part

numbers
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Watertight Clear Lid - (1554 Series)
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delbmessA delbmessA delbmessA delbmessA delbmessA xoB xoB xoB xoB xoB diL diL diL diL diL

LCYG2B4551 LCYG2B4551 LCYG2B4551 LCYG2B4551 LCYG2B4551
hcni 6.2 6.2 6.1 89. 95.

LPB4551 LPB4551 LPB4551 LPB4551 LPB4551
hcni 2.2 2.2

mm 56 56 04 52 51 mm 65 95

LCYG2E4551 LCYG2E4551 LCYG2E4551 LCYG2E4551 LCYG2E4551
hcni 5.3 5.3 4.2 77.1 95.

LPE4551 LPE4551 LPE4551 LPE4551 LPE4551
hcni 1.3 1.3

mm 09 09 06 54 51 mm 97 97

LCYG2C4551 LCYG2C4551 LCYG2C4551 LCYG2C4551 LCYG2C4551
hcni 7.4 6.2 6.1 89. 95.

LPC4551 LPC4551 LPC4551 LPC4551 LPC4551
hcni 4.4 1.2

mm 021 56 04 52 51 mm 211 35

LCYG2D4551 LCYG2D4551 LCYG2D4551 LCYG2D4551 LCYG2D4551
hcni 7.4 6.2 4.2 77.1 95.

LPC4551 LPC4551 LPC4551 LPC4551 LPC4551
hcni 4.4 1.2

mm 021 56 06 54 51 mm 211 35

LCYG2F4551 LCYG2F4551 LCYG2F4551 LCYG2F4551 LCYG2F4551
hcni 7.4 5.3 4.2 77.1 95.

LPF4551 LPF4551 LPF4551 LPF4551 LPF4551
hcni 3.4 1.3

mm 021 09 06 54 51 mm 901 97

LCYG2G4551 LCYG2G4551 LCYG2G4551 LCYG2G4551 LCYG2G4551
hcni 7.4 5.3 2.3 65.2 95.

LPF4551 LPF4551 LPF4551 LPF4551 LPF4551
hcni 3.4 1.3

mm 021 09 08 56 51 mm 901 97

LCYG2N4551 LCYG2N4551 LCYG2N4551 LCYG2N4551 LCYG2N4551
hcni 7.4 7.4 4.2 77.1 95.

LPN4551 LPN4551 LPN4551 LPN4551 LPN4551
hcni 52.4 2.4

mm 021 021 06 54 51 mm 801 701

LCYG2P4551 LCYG2P4551 LCYG2P4551 LCYG2P4551 LCYG2P4551
hcni 7.4 7.4 51.3 65.2 95.

LPN4551 LPN4551 LPN4551 LPN4551 LPN4551
hcni 52.4 2.4

mm 021 021 08 56 51 mm 801 701

LCYG2J4551 LCYG2J4551 LCYG2J4551 LCYG2J4551 LCYG2J4551
hcni 3.6 5.3 4.2 77.1 95.

LPJ4551 LPJ4551 LPJ4551 LPJ4551 LPJ4551
hcni 8.5 0.3

mm 061 09 06 54 51 mm 741 67

LCYG2K4551 LCYG2K4551 LCYG2K4551 LCYG2K4551 LCYG2K4551
hcni 3.6 5.3 5.3 59.2 95.

LPJ4551 LPJ4551 LPJ4551 LPJ4551 LPJ4551
hcni 8.5 0.3

mm 061 09 09 57 51 mm 741 67

LCYG2R4551 LCYG2R4551 LCYG2R4551 LCYG2R4551 LCYG2R4551
hcni 3.6 3.6 4.2 77.1 95.

LPR4551 LPR4551 LPR4551 LPR4551 LPR4551
hcni 49.5 8.5

mm 061 061 06 54 51 mm 151 741

LCYG2S4551 LCYG2S4551 LCYG2S4551 LCYG2S4551 LCYG2S4551
hcni 3.6 3.6 5.3 59.2 95.

LPR4551 LPR4551 LPR4551 LPR4551 LPR4551
hcni 49.5 8.5

mm 061 061 09 57 51 mm 151 741

LCYG2H4551 LCYG2H4551 LCYG2H4551 LCYG2H4551 LCYG2H4551
hcni 1.7 7.4 4.2 77.1 95.

LPH4551 LPH4551 LPH4551 LPH4551 LPH4551
hcni 6.6 2.4

mm 081 021 06 54 51 mm 861 701

LCYG2T4551 LCYG2T4551 LCYG2T4551 LCYG2T4551 LCYG2T4551
hcni 1.7 7.4 5.3 59.2 95.

LPH4551 LPH4551 LPH4551 LPH4551 LPH4551
hcni 6.6 2.4

mm 081 021 09 57 51 mm 861 701

LCYG2U4551 LCYG2U4551 LCYG2U4551 LCYG2U4551 LCYG2U4551
hcni 9.7 7.4 5.3 59.2 95.

LPU4551 LPU4551 LPU4551 LPU4551 LPU4551
hcni 6.7 2.4

mm 002 021 09 57 51 mm 391 701

LCYG2V4551 LCYG2V4551 LCYG2V4551 LCYG2V4551 LCYG2V4551
hcni 5.9 3.6 5.3 59.2 95.

LPV4551 LPV4551 LPV4551 LPV4551 LPV4551
hcni 1.9 7.5

mm 042 061 09 57 51 mm 132 541

L

WD
D

Body View Lid View

NOTE: Please refer to our website www.hammondmfg.com for complete drawings & photos of each part number
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Watertight Styled Lid - (1555 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards or DIN rail mounted components.

• “Styled” lid version has three main advantages over our flat lid (1554 series)

- Smooth recessed surface on lid for a membrane keypad or label

- Standoffs molded in the interior of the lid (except for the 1555BGY & 1555B2GY) - designed for #6 self tapping

  screws

- More modern “styled” look vs. our traditional flat lid (1554 series)

• Molded in general purpose ABS plastic or polycarbonate material.

• The general purpose ABS plastic carries a UL flammability rating of UL94HB. Not recommended for outdoor use.

• The polycarbonate material carries a UL flammability rating of UL94 5V and is suitable for outdoor use.

• Color is light gray (RAL 7035)

• Gasketed lid with two piece “tongue & groove” construction provides protection against access of oil, dust and water.

• Designed to meet IP66 & NEMA 4, 4X, 12 & 13 ratings

• Gasket is factory poured using high temperature U.L. listed - silicone rubber gasket material.

• Lid is secured with self captivating M4 stainless steel machine screws (included), threaded into integral stainless steel

  bushings (for repetitive assembly & disassembly).

• All stainless steel hardware to avoid corrosion caused by dissimilar metals.

• Lid and mounting holes are located outside of the gasket seal.

• Heavy duty 16 gauge galvanized steel panels available (see chart)

• Internal features are maximized for mounting options:

- Internal DIN rail mounting tabs molded in all except the 1555CGY & 1555C2GY.

- Threaded (M3) integral brass inserts & standoffs designed for M3.5 or #6 self tapping screws for P.C. board

  or inner panel mounting in all but the smallest size (1555BGY & 1555B2GY)

- Vertical P.C. card guides (for 1.5 mm thick P.C. boards) are molded in all but the smallest size (1555BGY &

  1554B2GY)

ACCESSORIES

Panels

Heavy duty panel for mounting

components. Galvanized 16 ga.

steel. Includes mounting hardware.

See table (facing page) for part

numbers
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Watertight Styled Lid - (1555 Series)
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traPlenaP traPlenaP traPlenaP traPlenaP traPlenaP

rebmuN rebmuN rebmuN rebmuN rebmuN
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

SBA SBA SBA SBA SBA
-yloP -yloP -yloP -yloP -yloP

etanobrac etanobrac etanobrac etanobrac etanobrac
htgneL htgneL htgneL htgneL htgneL

)L( )L( )L( )L( )L(
htdiW htdiW htdiW htdiW htdiW

)W( )W( )W( )W( )W(
)D(htpeDllarevO )D(htpeDllarevO )D(htpeDllarevO )D(htpeDllarevO )D(htpeDllarevO

htgneL htgneL htgneL htgneL htgneL htdiW htdiW htdiW htdiW htdiW
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YGB5551 YGB5551 YGB5551 YGB5551 YGB5551 YG2B5551 YG2B5551 YG2B5551 YG2B5551 YG2B5551
hcni 6.2 6.2 6.1 89. 95.

LPB4551 LPB4551 LPB4551 LPB4551 LPB4551
hcni 2.2 2.2

mm 56 56 04 52 51 mm 65 95

YGE5551 YGE5551 YGE5551 YGE5551 YGE5551 YG2E5551 YG2E5551 YG2E5551 YG2E5551 YG2E5551
hcni 5.3 5.3 4.2 77.1 95.

LPE4551 LPE4551 LPE4551 LPE4551 LPE4551
hcni 1.3 1.3

mm 09 09 06 54 51 mm 97 97

YGC5551 YGC5551 YGC5551 YGC5551 YGC5551 YG2C5551 YG2C5551 YG2C5551 YG2C5551 YG2C5551
hcni 7.4 6.2 6.1 89. 95.

LPC4551 LPC4551 LPC4551 LPC4551 LPC4551
hcni 4.4 1.2

mm 021 56 04 52 51 mm 211 35

YGD5551 YGD5551 YGD5551 YGD5551 YGD5551 YG2D5551 YG2D5551 YG2D5551 YG2D5551 YG2D5551
hcni 7.4 6.2 4.2 77.1 95.

LPC4551 LPC4551 LPC4551 LPC4551 LPC4551
hcni 4.4 1.2

mm 021 56 06 54 51 mm 211 35

YGF5551 YGF5551 YGF5551 YGF5551 YGF5551 YG2F5551 YG2F5551 YG2F5551 YG2F5551 YG2F5551
hcni 7.4 5.3 4.2 77.1 95.

LPF4551 LPF4551 LPF4551 LPF4551 LPF4551
hcni 3.4 1.3

mm 021 09 06 54 51 mm 901 97

YGG5551 YGG5551 YGG5551 YGG5551 YGG5551 YG2G5551 YG2G5551 YG2G5551 YG2G5551 YG2G5551
hcni 7.4 5.3 2.3 65.2 95.

LPF4551 LPF4551 LPF4551 LPF4551 LPF4551
hcni 3.4 1.3

mm 021 09 08 56 51 mm 901 97

YGN5551 YGN5551 YGN5551 YGN5551 YGN5551 YG2N5551 YG2N5551 YG2N5551 YG2N5551 YG2N5551
hcni 7.4 7.4 4.2 77.1 95.

LPN4551 LPN4551 LPN4551 LPN4551 LPN4551
hcni 52.4 2.4

mm 021 021 06 54 51 mm 801 701

YGP5551 YGP5551 YGP5551 YGP5551 YGP5551 YG2P5551 YG2P5551 YG2P5551 YG2P5551 YG2P5551
hcni 7.4 7.4 51.3 65.2 95.

LPN4551 LPN4551 LPN4551 LPN4551 LPN4551
hcni 52.4 2.4

mm 021 021 08 56 51 mm 801 701

YGJ5551 YGJ5551 YGJ5551 YGJ5551 YGJ5551 YG2J5551 YG2J5551 YG2J5551 YG2J5551 YG2J5551
hcni 3.6 5.3 4.2 77.1 95.

LPJ4551 LPJ4551 LPJ4551 LPJ4551 LPJ4551
hcni 8.5 0.3

mm 061 09 06 54 51 mm 741 67

YGK5551 YGK5551 YGK5551 YGK5551 YGK5551 YG2K5551 YG2K5551 YG2K5551 YG2K5551 YG2K5551
hcni 3.6 5.3 5.3 59.2 95.

LPJ4551 LPJ4551 LPJ4551 LPJ4551 LPJ4551
hcni 8.5 0.3

mm 061 09 09 57 51 mm 741 67

YGR5551 YGR5551 YGR5551 YGR5551 YGR5551 YG2R5551 YG2R5551 YG2R5551 YG2R5551 YG2R5551
hcni 3.6 3.6 4.2 77.1 95.

LPR4551 LPR4551 LPR4551 LPR4551 LPR4551
hcni 49.5 8.5

mm 061 061 06 54 51 mm 151 741

YGS5551 YGS5551 YGS5551 YGS5551 YGS5551 YG2S5551 YG2S5551 YG2S5551 YG2S5551 YG2S5551
hcni 3.6 3.6 5.3 59.2 95.

LPR4551 LPR4551 LPR4551 LPR4551 LPR4551
hcni 49.5 8.5

mm 061 061 09 57 51 mm 151 741

YGH5551 YGH5551 YGH5551 YGH5551 YGH5551 YG2H5551 YG2H5551 YG2H5551 YG2H5551 YG2H5551
hcni 1.7 7.4 4.2 77.1 95.

LPH4551 LPH4551 LPH4551 LPH4551 LPH4551
hcni 6.6 2.4

mm 081 021 06 54 51 mm 861 701

YGT5551 YGT5551 YGT5551 YGT5551 YGT5551 YG2T5551 YG2T5551 YG2T5551 YG2T5551 YG2T5551
hcni 1.7 7.4 5.3 59.2 95.

LPH4551 LPH4551 LPH4551 LPH4551 LPH4551
hcni 6.6 2.4

mm 081 021 09 57 51 mm 861 701

YGU5551 YGU5551 YGU5551 YGU5551 YGU5551 YG2U5551 YG2U5551 YG2U5551 YG2U5551 YG2U5551
hcni 9.7 7.4 5.3 59.2 95.

LPU4551 LPU4551 LPU4551 LPU4551 LPU4551
hcni 6.7 2.4

mm 002 021 09 57 51 mm 391 701

YGV5551 YGV5551 YGV5551 YGV5551 YGV5551 YG2V5551 YG2V5551 YG2V5551 YG2V5551 YG2V5551
hcni 5.9 3.6 5.3 59.2 95.

LPV4551 LPV4551 LPV4551 LPV4551 LPV4551
hcni 1.9 7.5

mm 042 061 09 57 51 mm 132 541

NOTE: Please refer to our website www.hammondmfg.com for complete drawings & photos of each part number

L

WD
D

Body View Lid View
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Miniature Multipurpose - ABS (1551 Series)

Lap joint construction...

KEY FEATURES

• Miniature electronic enclosures, ideally suited for mounting small printed circuit boards.

• Molded in a choice of black or grey general purpose ABS plastic.

• 2 P.C. board standoffs molded into interior.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Two versions available (with or without key ring kit).

• Models with key ring kit are predrilled in narrow side.

Satin texture finish...

Unit assembled with self-tapping screws...
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Miniature Multipurpose - ABS (1551 Series)

rebmuNtraP
stinU

snoisnemiD

kcalB yerG A B )diLoN(C

KBG1551 YGG1551
hcni 79.1 83.1 76.

mm 05 53 71

KBH1551 YGH1551
hcni 63.2 83.1 76.

mm 06 53 71

KBK1551 YGK1551
hcni 51.3 75.1 76.

mm 08 04 71

rebmuNtraP
stinU

snoisnemiD

kcalB yerG A B )diLoN(C

KBRG1551 YGRG1551
hcni 79.1 83.1 76.

mm 05 53 71

KBRH1551 YGRH1551
hcni 63.2 83.1 76.

mm 06 53 71

KBRK1551 YGRK1551
hcni 51.3 75.1 76.

mm 08 04 71

WITH KEY RING KIT

ACCESSORIES

Replacement Screws

Self-tapping type, #4 x 0.5”, nickel

plated (used with grey

enclosures).

1591TS100 - Package of 100

Replacement Screws

Self-tapping type, #4 x 0.5”, black

oxide (used with black

enclosures).

1591TS100BK - Package of 100

Internal (P.C.B.) Mount Screws

Self-tapping type, #2 x 3/16”,

nickel plated (used to mount P.C.

board).

1551ATS100 - Package of 100

Key Ring Kit

Requires a 0.156” (4 mm) round

hole for mounting. Consists of a

tough black molded nylon post

and a plated 3/4” (19 mm) key

ring. 1427KR

NOTES: - Assembled height = dimension “C” + 0.12” (3.0 mm)

- Average wall thickness: 0.08” (2.0 mm)

C

B

A

B

A

C

WITHOUT KEY RING KIT
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Translucent Polycarbonate (1591 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Ideally suited for modern styling or where internal components need to be visible.

• Molded in flame retardant, easy to machine, translucent polycarbonate (material carries a UL flammability

   rating of 94V-0).

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Ice blue version is almost totally transparent to blue, white and near white LEDs, readouts & displays.

• Crystal Clear version is almost totally transparent

• IR Red version is almost totally transparent to infrared devices.

• Visit our web site for color & detail photos of each part.

• Lid is secured with M3 x 10 mm Philips machine screws, threaded into tapped integral brass bushings.

ACCESSORIES

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Machine screws, nickel plated,

M3 - 0.5 x 10mm

1591MS100 - Package of 100

Flange Kits

Mount to either the rear (using

glue) or can be attached to the lid

using existing lid screws and

holes. See “Accessories

Section” for full details!

Molded in Flame

Retardant Polycarbonate
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Translucent Polycarbonate (1591 Series)

Lid (Inside & Edge View) Top View

Same high quality construction as our

ABS plastic series (brass inserts & machine screws)

for repetitive assembly & disassembly...

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.06” (1.5 mm)

rebmuNtraP

stinU

snoisnemiD
draC.C.P

ecnaraelC

eulBecI deRRI raelClatsyrC A B
C

)diLoN(
F G J K

UBTA1951 DRTA1951 LCTA1951
hcni 9.3 0.2 8.0 4.3 4.1 1.1 1.3

mm 001 05 12 68 63 92 97

UBTB1951 DRTB1951 LCTB1951
hcni 4.4 4.2 1.1 9.3 9.1 6.1 5.3

mm 211 26 72 89 84 14 19

UBTC1951 DRTC1951 LCTC1951
hcni 7.4 6.2 4.1 2.4 0.2 7.1 9.3

mm 021 56 63 601 15 44 99

UBTD1951 DRTD1951 LCTD1951
hcni 9.5 2.3 8.1 4.5 6.2 3.2 0.5

mm 051 08 64 631 66 95 921

UBTE1951 DRTE1951 LCTE1951
hcni 5.7 3.4 2.2 9.6 8.3 5.3 6.6

mm 191 011 75 671 69 98 071
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Multipurpose - ABS (1591 Series)

ACCESSORIES

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Two piece lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Molded in flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings. The black enclosure

   comes with black screws. All others are nickel plated.

Molded in Flame

Retardant ABS

Uses machine screws into

brass bushings...

No “gate” marks on bottom...Brass bushings for repetitive

assembly and disassembly...

Lap joint construction...

Clear Lids

Stocked in prototype quantities -

made of clear, flame retardant

polycarbonate. Lid ONLY.

1591LC - use with 1591L & M

1591AC - use with 1591A

1591BC - use with 1591B

1591CC - use with 1591C

1591DC - use with 1591D

1591EC - use with 1591E

1591GC - use with 1591G

1591HC - use with 1591H

1591SC - use with 1591S

1591TC - use with 1591T

1591UC - use with 1591U

1591VC - use with 1591V

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Machine screws, nickel plated,

M3 - 0.5 x 10mm

1591MS100 - Package of 100

Belt or Pocket Clip

Molded from tough nylon, includes

2 nylon screws (insulated to avoid

internal interference) and mounting

template.

1599CLIP - Black

1599CLIPGY - Grey

Flange Kits

Mount to either the rear (using

glue) or can be attached to the lid

using existing lid screws and

holes. See “Accessories

Section” for full details!

Machine screws, black,

M3 - 0.5 x 10mm

1591MS100BK - Package of 100
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Multipurpose - ABS (1591 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

Lid (Inside & Edge View) Top View

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.06” (1.5 mm)
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Multipurpose - Polystyrene (1591 Series)

ACCESSORIES

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Molded in economical black polystyrene.

• Lid is secured with black anodized self-tapping #4 x 0.5” Philips screws.

No “gate” marks on bottom...

Unit assembled with self-tapping

screws...

Economical black

polystyrene material...

Lap joint construction...

Clear Lids

Stocked in prototype quantities -

made of clear, flame retardant

polycarbonate. Lid ONLY.

1591LC - use with 1591L & M

1591AC - use with 1591A

1591BC - use with 1591B

1591CC - use with 1591C

1591DC - use with 1591D

1591EC - use with 1591E

1591GC - use with 1591G

1591HC - use with 1591H

1591SC - use with 1591S

1591TC - use with 1591T

1591UC - use with 1591U

1591VC - use with 1591V

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Self-tapping  type, black oxide,

#4 x 0.5”

1591TS100BK - Package of 100

Belt or Pocket Clip

Molded from tough nylon, includes

2 nylon screws and mounting

template.

1599CLIP - Black

1599CLIPGY - Grey

Flange Kits

Mount to either the rear (using

glue) or can be attached to the lid

using existing lid screws and

holes. See “Accessories

Section” for full details!
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Multipurpose - Polystyrene (1591 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

Lid (Inside & Edge View) Top View

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.08” (2.0 mm)
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Flanged Lid Version - ABS (1591 Series)

Molded in Flame

Retardant ABS

ACCESSORIES

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Designed for applications where the enclosure needs to be easily wall or shelf mounted.

• Perfect where extra enclosure security is required by restricting access to lid screws.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Molded in flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings. The black enclosure

   comes with black screws. The grey are nickel plated.

Enclosure uses machine screws

into brass bushings...

P.C. board standoffs

molded into lid...

Brass bushings for repetitive

assembly and disassembly...

Lap joint construction...

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Machine screws, nickel plated,

M3 - 0.5 x 10mm

1591MS100 - Package of 100

P.C. Board Screws

Self-tapping type, used for bosses

in the 1591 lid for P.C. board

installation. #4 x 1/4” (6.4 mm)

1593ATS50   - Package  of 50

1593ATS100 - Package  of 100

Machine screws, black,

M3 - 0.5 x 10mm

1591MS100BK - Package of 100
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Flanged Lid Version - ABS (1591 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.06” (1.5 mm)
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Lid (Inside & Edge View) Top View
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Flanged Lid Version - Polystyrene (1591 Series)

ACCESSORIES

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Designed for applications where the enclosure needs to be easily wall or shelf mounted.

• Perfect where extra enclosure security is required by restricting access to lid screws.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Two piece lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Molded in economical black polystyrene.

• Lid is secured with black self-tapping #4 x 0.5” Philips screws.

Unit assembled with self-tapping

screws...

Economical black

polystyrene material...

Lap joint construction...

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Self-tapping  type, black oxide,

#4 x 0.5”

1591TS100BK - Package of 100

P.C. board standoffs

molded into lid...

P.C. Board Screws

Self-tapping type, used for bosses

in the 1591 lid for P.C. board

installation. #4 x 1/4” (6.4 mm)

1593ATS50   - Package  of 50

1593ATS100 - Package  of 100
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Flanged Lid Version - Polystyrene (1591 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com
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NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: 0.08” (2.0 mm)

Lid (Inside & Edge View) Top View
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Multipurpose - With Bottom Flange (1591 Series)

OTHER KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.

• Integral card guides accept 1.5 mm (0.062”) P.C. cards.

• Lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54

• Designed for applications where the enclosure needs to be easily wall or shelf mounted.

• No “gate” (circle) marks on bottom of enclosure

• Available in either flame retardant black ABS plastic (material carries a UL flammability rating of 94V-0) or economical

  black polystyrene.

• Flame retardant ABS version’s lid is secured with black M3 x 10 mm Philips machine screws, threaded into

  integral brass bushings.

• Polystyrene version’s lid is secured with black self-tapping #4 x 0.5” Philips screws.

Flame retardant ABS

version includes

wear resistant brass

bushings...

Available in flame retardant

ABS plastic OR economical

polystyrene (black only)...

Flanges are factory

glued to rear (also

allows easy access

to lid)...

Flange slots allow for

easy cable tie hanging...

Flame retardant ABS version

includes machine  screws

(polystyrene are self-tapping)...

ACCESSORIES

Clear Lids

Stocked in prototype quantities -

made of clear flame retardant

polycarbonate. Lid ONLY.

1591LC - use with 1591L & M

1591AC - use with 1591A

1591BC - use with 1591B

1591CC - use with 1591C

1591DC - use with 1591D

1591EC - use with 1591E

1591GC - use with 1591G

1591HC - use with 1591H

1591SC - use with 1591S

1591TC - use with 1591T

1591UC - use with 1591U

1591VC - use with 1591V

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

Self-tapping  type, black oxide,

#4 x 0.5” (used in the polystyrene

version).

1591TS100BK - Package of 100

Replacement Screws

Machine screws, black, M3 - 0.5 x

10mm (used in the ABS version).

1591MS100BK - Package of 100



23www.hammondmfg.com©

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010

USA
Cheektowaga, NY (716) 651-0086

EUROPE
Basingstoke, UK +44 1256 812812

AUSTRALASIA
Queenstown, SA, Australia +61 8 8240 2244

Multipurpose - With Bottom Flange (1591 Series)

For detailed drawings, CAD

files or color photos visit our

website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.16” (4.0 mm)

- Average wall thickness: Flame retardant ABS=0.06” (1.5 mm), Polystyrene = 0.08” (2.0 mm)

Lid (Inside & Edge View) Top View
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5.12" (130 mm)

3.74" (95 mm)

9.25" (235 mm)

Hand Held Display (1592 Series)

KEY FEATURES

• Ergonomically designed for a comfortable fit into the user’s hand.

• Perfect for instrument or mobile data enclosures requiring a

  keypad and display.

• Available with either a solid display area (1592ETSD) or a

  versatile opening with a clear lens (1592ETCD).

• Molded in flame retardant ABS plastic, choice of black or grey

   (material carries a UL flammability rating of 94V-O)

• 1592ETSD offers a solid display area 122 mm x 85 mm (4.8" x

  3.4") that will accommodate display boards up to 118 mm x 60

  mm (4.6" x 2.37").

• 1592ETCD offers a clear polycarbonate lens 102 mm x 45 mm

  (4.0” x 1.77") and a plain mylar mask kit allowing for installation of

  a wide variety of display boards. The lens fits snugly into the

  case and provides protection from dirt and dust.

• The back of the case has been designed to accept a magnetic

  strip or velcro mounting tab (see accessories).

• The display area has been insert tooled in order to provide the

  capability of custom molding a low-cost display area to specific

  requirements.

Key Pad Area Features

Has been designed to accept

membrane keypads up to 87 mm x

119 mm (3.4" x 4.68"). Insert tooled

in order to provide the capability of

custom molding a low-cost display

area to specific requirements.

Gasket Features

The 1592ET has been designed to

accommodate a gasket, available

as accessory part 1592ETG.  With

proper sealing of the display lens,

other modifications and the use of

the gasket, the unit will provide

protection from dirt, dust and

liquids.

Rubber Feet Features

Designed in order to fit into the

recessed mounting screw areas to

provide both a standoff from the

work surface as well as additional

sealing from dirt and moisture.

Interior Features

A total of eight mounting bosses

have been provided in order to

facilitate the use of P.C. cards and

other components.  These bosses

have been strategically placed to

provide maximum usable space. A

light crosshatch has been provided

in order to facilitate layout design.

The interior of the lid of the 1592ET

has been designed with mounting

bosses to facilitate use of displays

and other components.

Molded in Flame

Retardant ABS
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Hand Held Display (1592 Series)

Lid (Inside & Edge View)

Base (Inside & Edge View)
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ACCESSORIES

Replacement Screws

Package of 100 self-tapping #4 oval head:

1593KS100 .875” (22.2mm) for K, L & X

1593MS100 .625” (15.9mm) for  S & T

1593QS100 .75”” (19.1mm) for J, N, P, Q, D & Y

Hand Held Instrument (1593 Series)

KEY FEATURES

• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.

• Ergonomically designed for a comfortable fit into the user’s hand.

• Two piece lap joint construction provides protection against dust accumulation and splashing water.

• Molded in a choice of black or grey general purpose ABS plastic.

• Unit is secured with self-tapping screws.

Belt or Pocket Clip

Molded from tough nylon, includes 2

nylon screws and mounting template.

Black - 1599CLIP

Grey - 1599CLIPGY

Optional Infrared Panel

Sold in packages of 10

1593DIR10 for 1593D

1593NIR10 for 1593N

1593PIR10 for 1593K, L, P, Q, Y & X

1593SIR10 for 1593S & T

P.C. Board Screws

Self-tapping type, used for bosses in the 1591 lid

for P.C. board installation. #4 x 1/4” (6.4 mm)

1593ATS50   - Package  of 50

1593ATS100 - Package  of 100
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Hand Held Instrument (1593 Series)

Recessed top for membrane

display or pad...

Removable front & rear panels for easy modification

(or replace with optional IR panel) - sized to accept

most popular connectors...

Four P.C. card standoffs molded in bottom...

   Optional Infrared Panel

Sold in packages of 10

1593NIR10 for 1593N

1593PIR10 for 1593K, L & X

Replacement Screws

Package of 100 self-tapping #4 oval head:

1593KS100 .875” (22.2mm) for K, L & X

1593QS100 .75”” (19.1mm) for  N
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NOTE: 1593N is designed to house the smart card readers.

P.C. Board Screws

Self-tapping type, used for bosses in the

1591 lid for P.C. board installation. #4 x 1/4”

(6.4 mm)

1593ATS50   - Package  of 50

1593ATS100 - Package  of 100
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Recessed top for

membrane display or pad...

Four P.C. card standoffs molded in

both halves...

Hand Held Instrument (1593 Series)

B

C

A
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Replacement Screws

Package of 100 self-tapping #4 oval head:

1593QS100 .75”” (19.1mm)

PCB Screws

To mount P.C. boards into standoffs

(#4 x 1/4” pan head screws)

1593ATS100 - Package of 100

1593ATS50 - Package of 50

Replacement Screws

Package of 100 self-tapping #4 oval head:

1593QS100 .75”” (19.1mm)

PCB Screws

To mount P.C. boards into standoffs

(#4 x 1/4” pan head screws)

1593ATS100 - Package of 100

1593ATS50 - Package of 50

   Optional Infrared Panel

 1593DIR10 - Package of 10

B

A

C
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Recessed top for membrane

display or pad...

P.C. card standoffs molded in both halves...

Long life battery door with our

“three snap” location door...

Four vertical P.C. card guides molded in...

Hand Held Instrument (1593 Series)

Removable front panel (or replace with op-

tional IR panel) for easy modification - sized to

accept most popular connectors...

Battery Holder Kits

• Designed for our battery door enclosures.

• Kits include all the parts required to install the batteries

• Kit includes the battery holder, wires, divider and foam

   anti-rattle pad.

NOTES: * Due to their low profile design, the 1593S & 1593T models will not accept batteries

larger than AAA.

Replacement Screws

Package of 100 self-tapping #4 oval head:

1593MS100 .625”” (15.9mm) for 1593S & T

1593QS100 .75”” (19.1mm) for 1593P, Q & Y

PCB Screws

To mount P.C. boards into

standoffs

(#4 x 1/4” pan head screws)

1593ATS100 - Package of 100

1593ATS50 - Package of 50

   Optional Infrared Panel

Package of 10

1593PIR10 - for 1593P, Q & Y

1593SIR10 - for 1593S & T
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Heavy Duty - ABS (1594 Series)

OTHER KEY FEATURES

• Rugged electronic instrument enclosures, designed for mounting printed circuit boards. Heavy duty with an average

  wall thickness of .12” (3.1 mm)

• Molded in flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Designed to meet IP54, watertight version meets IP65.

• Countersunk lid is secured with four M3 x 0.5” x 0.71” (18 mm) Philips machine screws threaded into tapped integral

  brass bushings.

• Stocked in black and grey with matte textured finish.

• Watertight version has a silicon rubber seal.

Molded in Flame

Retardant ABS

ACCESSORIES

P.C. Board Card Guides

Allow for vertical or horizontal

mounting of P.C. board.  Each

part number contains either 25

or 5 “sets”. Each “set” includes

four adaptors (2 - for the short

side, 2 - for the long side).

Molded from black ABS plastic.

Replacement Screws

Machine screw, used in flame

retardant ABS 1594 series

(ie...with brass inserts).

M3 - 0.5 x 20 mm

1594MS100 - Package  of 100

1594WMS100 - Package  of 100

(for watertight version).

Belt or Pocket Clip

Molded from tough nylon, includes 2

nylon screws and mounting template.

Black - 1599CLIP Grey - 1599CLIPGY

Enclosure uses machine screws

into brass bushings...

Brass bushings for repetitive

assembly and disassembly...

Lap joint construction...

Heavy duty - thick wall design...
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Heavy Duty - ABS (1594 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.47” (12.0 mm)

- Average wall thickness: 0.12” (3.1 mm)

Lid

(Inside View)

Body

(Inside View)

Section B-B

Section A-A

Optional P.C.

Card Guides

Detail B

Typical 4 Corners

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

kcalB kcalB kcalB kcalB kcalB yerG yerG yerG yerG yerG
kcalB kcalB kcalB kcalB kcalB

dedleihS dedleihS dedleihS dedleihS dedleihS
kcalB kcalB kcalB kcalB kcalB

thgitretaW thgitretaW thgitretaW thgitretaW thgitretaW
AAAAA BBBBB CCCCC

delbmessA delbmessA delbmessA delbmessA delbmessA
thgieH thgieH thgieH thgieH thgieH

KBA4951 KBA4951 KBA4951 KBA4951 KBA4951 YGA4951 YGA4951 YGA4951 YGA4951 YGA4951 KBAR4951 KBAR4951 KBAR4951 KBAR4951 KBAR4951 KBWA4951 KBWA4951 KBWA4951 KBWA4951 KBWA4951
hcni 2.2 2.2 1.1 6.1

mm 65 65 82 04

KBB4951 KBB4951 KBB4951 KBB4951 KBB4951 YGB4951 YGB4951 YGB4951 YGB4951 YGB4951 KBBR4951 KBBR4951 KBBR4951 KBBR4951 KBBR4951 KBWB4951 KBWB4951 KBWB4951 KBWB4951 KBWB4951
hcni 2.3 2.2 1.1 6.1

mm 18 65 82 04

KBC4951 KBC4951 KBC4951 KBC4951 KBC4951 YGC4951 YGC4951 YGC4951 YGC4951 YGC4951 KBCR4951 KBCR4951 KBCR4951 KBCR4951 KBCR4951 KBWC4951 KBWC4951 KBWC4951 KBWC4951 KBWC4951
hcni 1.4 6.2 3.1 8.1

mm 501 66 33 54

KBD4951 KBD4951 KBD4951 KBD4951 KBD4951 YGD4951 YGD4951 YGD4951 YGD4951 YGD4951 KBDR4951 KBDR4951 KBDR4951 KBDR4951 KBDR4951 KBWD4951 KBWD4951 KBWD4951 KBWD4951 KBWD4951
hcni 2.5 6.2 7.1 2.2

mm 131 66 34 55

KBE4951 KBE4951 KBE4951 KBE4951 KBE4951 YGE4951 YGE4951 YGE4951 YGE4951 YGE4951 KBER4951 KBER4951 KBER4951 KBER4951 KBER4951 KBWE4951 KBWE4951 KBWE4951 KBWE4951 KBWE4951
hcni 6.6 2.4 1.2 6.2

mm 761 701 35 56
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Heavy Duty - Polystyrene (1594 Series)

OTHER KEY FEATURES

• Rugged electronic instrument enclosures, designed for mounting printed circuit boards. Heavy duty with an average

  wall thickness of .12” (3.1 mm)

• Molded in economical high impact polystyrene.

• Designed to meet IP54.

• Countersunk lid is secured with four #4 x 1” (25.4 mm)  self-tapping screws

• Stocked in grey with matte textured finish.

ACCESSORIES

Enclosure uses self-tapping

screws... Lap joint construction...

Heavy duty - thick wall design...
No “gate” marks on bottom ...

traphtiwesU
rebmun

seirosseccA seirosseccA seirosseccA seirosseccA seirosseccA

sediuGdraCCP sediuGdraCCP sediuGdraCCP sediuGdraCCP sediuGdraCCP
tekcoProtleB tekcoProtleB tekcoProtleB tekcoProtleB tekcoProtleB

pilC pilC pilC pilC pilC

tnemecalpeR tnemecalpeR tnemecalpeR tnemecalpeR tnemecalpeR
swercs swercs swercs swercs swercs

)gabrep001( )gabrep001( )gabrep001( )gabrep001( )gabrep001()4fostes52( )4fostes52( )4fostes52( )4fostes52( )4fostes52( )4fostes5( )4fostes5( )4fostes5( )4fostes5( )4fostes5(

YGSA4951 52ZA4951 52ZA4951 52ZA4951 52ZA4951 52ZA4951 5DA4951 5DA4951 5DA4951 5DA4951 5DA4951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 001ST4951 001ST4951 001ST4951 001ST4951 001ST4951

YGSB4951 52ZB4951 52ZB4951 52ZB4951 52ZB4951 52ZB4951 5DB4951 5DB4951 5DB4951 5DB4951 5DB4951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 001ST4951 001ST4951 001ST4951 001ST4951 001ST4951

YGSC4951 52ZC4951 52ZC4951 52ZC4951 52ZC4951 52ZC4951 5DC4951 5DC4951 5DC4951 5DC4951 5DC4951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 001ST4951 001ST4951 001ST4951 001ST4951 001ST4951

YGSD4951 52ZD4951 52ZD4951 52ZD4951 52ZD4951 52ZD4951 5DD4951 5DD4951 5DD4951 5DD4951 5DD4951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 001ST4951 001ST4951 001ST4951 001ST4951 001ST4951

YGSE4951 52ZE4951 52ZE4951 52ZE4951 52ZE4951 52ZE4951 5DE4951 5DE4951 5DE4951 5DE4951 5DE4951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 YGPILC9951 001ST4951 001ST4951 001ST4951 001ST4951 001ST4951

Replacement Screws

Self-tapping type used in

polystyrene type 1594 series

(ie...no brass inserts). #4 x 1”

(25.4 mm)

1594TS100 - Package  of 100

P.C. Board Card Guides

Allow for vertical or horizontal

mounting of P.C. board.  Each

part number contains either 25

or 5 “sets”. Each “set” includes

four adaptors (2 - for the short

side, 2 - for the long side).

Molded in black ABS.

Belt or Pocket Clip

Molded from tough nylon, includes 2

nylon screws and mounting template.

Black - 1599CLIP Grey - 1599CLIPGY



33www.hammondmfg.com©

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010

USA
Cheektowaga, NY (716) 651-0086

EUROPE
Basingstoke, UK +44 1256 812812

AUSTRALASIA
Queenstown, SA, Australia +61 8 8240 2244

Heavy Duty - Polystyrene (1594 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.47” (12.0 mm)

- Average wall thickness: 0.12” (3.1 mm)

Lid

(Inside View)

Body

(Inside View)

Section B-B

Section A-A

Optional P.C.

Card Guides

Detail B

Typical 4 Corners
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Watertight, heavy duty (1590ZGRP Series)

Mounting shelf...

Easy wall mounting via “through

box - blind hole” construction,

outside of gasket protection...

Internal mounting nuts

molded into box...

Self captivated

lid screws...

rebmuNtraP stinU

snoisnemiD

htgneL htdiW
xoB

htpeD

diL

htpeD

180PRGZ0951
hcni 71.3 49.2 85.1 95.0

mm 08 57 04 51

280PRGZ0951
hcni 23.4 49.2 85.1 95.0

mm 011 57 04 51

121PRGZ0951
hcni 27.4 87.4 65.2 89.0

mm 021 221 56 52

380PRGZ0951
hcni 03.6 49.2 85.1 95.0

mm 061 57 04 51

161PRGZ0951
hcni 03.6 03.6 67.2 08.0

mm 061 061 07 02

321PRGZ0951
hcni 66.8 27.4 65.2 89.0

mm 022 021 56 52

261PRGZ0951
hcni 42.01 03.6 67.2 77.0

mm 062 061 07 02

OTHER KEY FEATURES

• Molded in grey, glass reinforced polyester.

• Heavy duty, thick wall design.

• Includes gasketed lid with two piece “tongue and groove” construction.

• Gasket material is Mohogumi rubber (EDPM.) Heat resistance 100-120 degree C, cold -40 degree C.

• Designed to meet IP65.

• North American Mark of Safety - cUL & UL listed. Certified to Nema 4X standards (UL508) - File #E65324

• See our sealed diecast aluminum enclosure section for similar sizes, cast in aluminum.

WidthLength

Box Depth

Lid Depth
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Takachi Wallmount & Handheld (1597 Series)
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KEY FEATURES

• Molded in ABS plastic with unique rounded sides - two piece molded construction. Top & bottom "snap" together

• Includes molded in keyhole knockout areas (2) for mounting either vertically or horizontally.

• Bottom half includes 6 molded in, P.C. board standoffs

KEY FEATURES

• Molded in ABS plastic

• Includes machine screws & brass inserts providing extra strength for repeated assembly and disassembly of lid.

• Bottom & top half include molded in, P.C. board standoffs

KEY FEATURES

• Molded in ABS plastic

• Two piece molded construction. Top & bottom "snap" together
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Hand Held (1599 Series)

OTHER KEY FEATURES

• Attractively styled and ergonomically designed for use as a “hand-held” instrument enclosure.

• Lap joint construction provides protection against access of dust and splashing water.

• Extra deep top and ultra shallow base are specifically designed to enhance the aesthetics of the enclosure and

  provide the user with flexibility and assembly efficiency.

• Designed to meet IP54.

• Flame retardant ABS plastic carries a UL flammability rating of 94 V-O.

• Accessory screws for mounting P.C. boards into standoffs P/N 1593ATS50 (qty. 50), P/N 1593ATS100 (qty. 100).

• Two keyhole knockouts are molded into the inside of the base to facilitate wall mount installation.

Flame retardant ABS version includes

wear resistant brass bushings...

Flame retardant ABS version

includes four machine screws

(polystyrene are self-tapping)...

Recessed top panel for

membrane display or pad...

P.C. card standoffs and vertical

card guides molded in...

Long life battery door option with our

“three snap” location door...

Fire Retardant ABS Plastic High Impact Polystyrene

rebmuNtraP
eziSeeS

trahC
roloC

yrettaB

rooD

tleB

pilC
dedleihS

KBB9951 B9951 kcalB - - -

YGB9951 B9951 yerG - - -

KBBR9951 B9951 kcalB - - seY

TABKBB9951 B9951 kcalB seY - -

TABYGB9951 B9951 yerG seY - -

PCKBB9951 B9951 kcalB - seY -

PCYGB9951 B9951 yerG - seY -

PCTABKBB9951 B9951 kcalB seY seY -

PCTABYGB9951 B9951 yerG seY seY -

KBE9951 E9951 kcalB - - -

YGE9951 E9951 yerG - - -

KBER9951 E9951 kcalB - - seY

TABKBE9951 E9951 kcalB seY - -

TABYGE9951 E9951 yerG seY - -

KBH9951 H9951 kcalB - - -

YGH9951 H9951 yerG - - -

KBHR9951 H9951 kcalB - - seY

TABKBH9951 H9951 kcalB seY - -

TABYGH9951 H9951 yerG seY - -

KBK9951 K9951 kcalB - - -

YGK9951 K9951 yerG - - -

TABKBK9951 K9951 kcalB seY - -

TABYGK9951 K9951 yerG seY - -

rebmuNtraP
eziSeeS

trahC
roloC

yrettaB

rooD

YGSB9951 B9951 yerG -

TABYGSB9951 B9951 yerG seY

YGSE9951 E9951 yerG -

TABYGSE9951 E9951 yerG seY

YGSH9951 H9951 yerG -

TABYGSH9951 H9951 yerG seY

YGSK9951 K9951 yerG -

TABYGSK9951 K9951 yerG seY

Battery Holder Kits

• Kits include all the

  parts required to

  install the batteries

• Kit includes the

  battery holder, wires,

  divider and foam

  anti-rattle pad.

rebmuNtraP
redlohyrettaB

:roftik

TIKWAA1HB lleCAA1

TIKWAA2HB slleCAA2

TIKWAAA1HB lleCAAA1

TIKWAAA2HB slleCAAA2

TIKWAAA3HB slleCAAA3

TIKWAAA4HB slleCAAA4

TIK16SB lleCV9-1
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D

Hand Held (1599 Series)

Body View

Lid View

SIZE CHART

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP stinU stinU stinU stinU stinU
snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

AAAAA BBBBB CCCCC DDDDD FFFFF GGGGG HHHHH QQQQQ EEEEE

B9951 B9951 B9951 B9951 B9951
hcni 21.5 65.2 79.0 96.0 82. 42. 63. 60.2 26.4

mm 031 56 52 5.71 7 6 9 2.25 2.711

E9951 E9951 E9951 E9951 E9951
hcni 07.6 53.3 33.1 20.1 13. 42. 04. 18.2 61.6

mm 071 58 43 62 8 6 01 17 751

H9951 H9951 H9951 H9951 H9951
hcni 66.8 33.4 37.1 83.1 53. 42. 44. 37.3 60.8

mm 022 011 44 53 9 6 11 8.49 8.402

K9951 K9951 K9951 K9951 K9951
hcni 66.8 15.5 85.1 91.1 53. 42. 44. 89.4 11.8

mm 022 041 04 03 9 6 11 621 602
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Short Slope Console (1599 Series)

FEATURES (Fire Retardant - ABS Version)

• Attractively styled and ergonomically designed, molded in flame retardant ABS grey or black plastic (material carries

  a UL flammability rating of 94V-0).

• Rear of units contain one or two (depending on width), removable panels for easy modifications (see our website).

• Two piece lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54.

• P.C. board card bosses are molded in for easy installation (see our website).

• Accessory screws for mounting P.C. boards into standoffs P/N 1593ATS50 (qty. 50), P/N 1593ATS100 (qty. 100).

• Base is secured with machine screws into brass bushings for repetitive assembly and disassembly.

FEATURES (Polystyrene Version)

• Same features as above except molded in economical polystyrene.

• Polystyrene version uses self-tapping screws. Perfect where economy is important and where repetitive assembly and

  disassembly of lid is not vital.

rebmuNtraP
raeR

lenaP

sessoBdraC.C.P

stinU

snoisnemiD

kcalB yerG esaB poT htdiW htgneL
htpeD

)raeR(

htpeD

)tnorF(

KBSTE9951 YGSTE9951 1 6 -
hcni 73.3 96.6 43.1 37.0

mm 5.58 071 1.43 6.81

KBSTH9951 YGSTH9951 2 6 -
hcni 33.4 66.8 75.1 57.0

mm 011 022 04 91

KBSTK9951 YGSTK9951 2 8 8
hcni 15.5 66.8 38.1 28.0

mm 041 022 5.64 7.02

rebmuNtraP roloC
raeR

lenaP

sessoBdraC.C.P

stinU

snoisnemiD

esaB poT htdiW htgneL
htpeD

)raeR(

htpeD

)tnorF(

YGSTSE9951 yerG 1 6 -
hcni 73.3 96.6 43.1 37.0

mm 5.58 071 1.43 6.81

YGSTSH9951 yerG 2 6 -
hcni 33.4 66.8 75.1 57.0

mm 011 022 04 91

YGSTSK9951 yerG 2 8 8
hcni 15.5 66.8 38.1 28.0

mm 041 022 5.64 7.02
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Long Slope Console (1599 Series)

FEATURES (Fire Retardant - ABS Version)

• Attractively styled and ergonomically designed, molded in flame retardant ABS grey or black plastic (material carries

  a UL flammability rating of 94V-0).

• Rear of unit contains one removable panel for easy modifications (see our website).

• Two piece lap joint construction provides protection against access of dust and splashing water.

• Designed to meet IP54.

• P.C. board card bosses are molded in for easy installation (see our website).

• Accessory screws for mounting P.C. boards into standoffs P/N 1593ATS50 (qty. 50), P/N 1593ATS100 (qty. 100).

• Base is secured with machine screws into brass bushings for repetitive assembly and disassembly.

FEATURES (Polystyrene Version)

• Same features as above except molded in economical polystyrene.

• Polystyrene version uses self-tapping screws. Perfect where economy is important and where repetitive assembly and

  disassembly of lid is not vital.

rebmuNtraP
yrettaB

rooD

raeR

lenaP

sessoBdraC.C.P

stinU

snoisnemiD

kcalB yerG esaB poT htdiW htgneL
htpeD

)raeR(

htpeD

)tnorF(

KBLTK9951 YGLTK9951 - 1 8 8
hcni 05.5 66.8 06.1 17.0

mm 041 022 5.04 81

TABKBLTK9951 TABYGLTK9951 seY 1 8 8
hcni 05.5 66.8 06.1 17.0

mm 041 022 5.04 81

rebmuNtraP roloC
yrettaB

rooD

raeR

lenaP

sessoBdraC.C.P

stinU

snoisnemiD

esaB poT htdiW htgneL
htpeD

)raeR(

htpeD

)tnorF(

YGLTSK9951 yerG - 1 8 8
hcni 05.5 66.8 06.1 17.0

mm 041 022 5.04 81

TABYGLTSK9951 yerG seY 1 8 8
hcni 05.5 66.8 06.1 17.0

mm 041 022 5.04 81
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Accessories (1599 Series)

ACCESSORIES

Belt or Pocket Clip (for hand held)

Molded from tough nylon, includes 2 nylon screws and

mounting template.

Black - 1599CLIP

Grey - 1599CLIPGY

Nylon screws for electrical

insulation and strength...

High strength nylon clip for belt or pocket...

Replacement Screws for Polystyrene

Self-tapping type, used in polystyrene

1599BS series (ie...no brass inserts).

 # 4 x 3/4”

1599BTS100 - Package  of 100

Self-tapping type, used in polystyrene

1599ES, HS & KS series (ie...no brass

inserts). # 4 x 5/8”

1598TS100 - Package  of 100

P.C. Board Mounting Screws

Self-tapping type, used for bosses in the 1599 series

for P.C. board installation. # 4 x 1/4” (6.4 mm)

1593ATS50 - Package of 50

1593ATS100 - Package of 100

Replacement Screws for ABS

Machine screw, used in flame retardant ABS

1599B series (ie...with brass inserts).

M3 - 0.5 x 20 mm

1594MS100 - Package  of 100

Machine screw, used in flame retardant ABS

1599E, H & K series (ie...with brass inserts).

M3 - 0.5 x 10 mm

1591MS100 - Package  of 100

Battery Dividers (for hand held)

Grey ABS plastic panel barriers which insert vertically

into the P.C. card guides of the 1599B series.

1599BD5 - Package  of 5

1599BD100 - Package  of 100

Grey ABS plastic panel barriers which insert vertically

into the P.C. card guides of the 1599E series.

1599ED5 - Package  of 5

1599ED100 - Package  of 100

Grey ABS plastic panel barriers which insert vertically

into the P.C. card guides of the 1599H series.

1599HD5 - Package  of 5

1599HD100 - Package  of 100

Battery Holder Kits

• Designed for our battery door enclosures.

• Kits include all the parts required to install

   the battery or batteries.

• Kit includes the battery holder, wires,

   divider and foam anti-rattle pad.

rebmuNtraP
redlohyrettaB

:roftik

yrettaBstiF

erusolcnErooD

:eziS

TIKWAA1HB lleCAA1 K&H,E,B

TIKWAA2HB slleCAA2 K&H,E,B

TIKWAAA1HB lleCAAA1 K&H,E,B

TIKWAAA2HB slleCAAA2 K&H,E,B

TIKWAAA3HB slleCAAA3 K&H,E

TIKWAAA4HB slleCAAA4 K&H,E

TIK16SB lleCV9-1 K&H,E,B
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Instrument Consoles - ABS (1595 Series)

Molded in Flame

Retardant ABS

ACCESSORIES

NOTES: - Average wall thickness: 0.1” (2.5 mm)

Aluminum Lid

Body (Inside View)

Section A-A

Replacement Lid Screws

Machine screws for aluminum lid of 1595 series

M3 - 0.5” x 8 mm

1595MS100 - Package  of 100

Accessory Internal Boss Screws

Self-tapping type screws for 1595 series - #6 x 0.25” (6.4 mm)

1598ATS100 - Package  of 100

KEY FEATURES

• Desk top electronic instrument enclosure, ideally suited for mounting printed circuit boards.

• Molded in fire retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Two piece construction. Integral card guides accept 1.5 mm (0.062”) P.C. cards. 0.20” diameter stand off bosses in the

  base for supporting various subassemblies.

• Integral brass bushings with four M3 x 0.5” x 8 mm (0.31”) Philips pan head machine screws hold recessed

  panel into sloping front of case.

• 1.01 mm (0.04”) aluminum panel with paper on one side.

• Four self-adhesive feet included. Stocked in black and grey.

rebmuNtraP
stinU

snoisnemiD

kcalB yerG A B C D E R

KBC5951 YGC5951
hcni 53.6 87.3 82.2 25.2 66.4 36.0

mm 161 69 85 46 811 9.51

KBE5951 YGE5951
hcni 74.8 21.5 59.2 32.3 87.6 00.1

mm 512 031 57 28 27 4.52
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Instrument Case - ABS (1598 Series)

Molded in Flame

Retardant ABS

OTHER KEY FEATURES

• Desk top electronic instrument enclosure, ideally suited for mounting printed circuit boards.

• Molded in flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).

• Designed to meet IP54.

• Two sets of vertical 1.5 mm (0.062”) P.C. board guides are molded into case halves front and rear.

• Front and rear panels are 1.6 mm (0.064”) brushed aluminum with protective paper on one side.

• Cases halves are secured with M3 x 0.5” x 10 mm (0.39”) Philips machine screws threaded into tapped integral brass

  bushings.

• Integral horizontal P.C. card mounts on Eurocard centers.

• Stocked in matte textured black and grey.

• EMI/RFI shielded cases are stocked in black (see table).

ACCESSORIES

Replacement Screws

Machine screws, used in flame

retardant ABS 1598 series (ie...with

brass inserts). M3 - 0.5” x 10 mm

1591MS100 - Package  of 100

Optional Plastic End Panels

(Black)

Molded from black fire retardant

ABS plastic. Part contains both

front & back panel.

1598PLABK - Use with 1598A

1598PLBBK - Use with 1598B

1598PLBBBK - Use with 1598BB

1598PLCBK - Use with 1598C

1598PLDBK - Use with 1598D

1598PLEBK - Use with 1598E

1598PLFBK - Use with 1598F

1598PLGBK - Use with 1598G

1598PLHBK - Use with 1598H

1598PLJBK - Use with 1598J

For extra strength, front & back

panels are made of aluminum...
Complete with four rubber

feet and hardware...

Positive fit, tongue & groove

construction requires only

two mounting screws...

Molded in P.C. card standoffs

and vertical card guides...

Brass bushings for repetitive

assembly and disassembly...

P.C. Board Screws

Self-tapping type, used in bosses in

the 1598 series for P.C. board

installation. #6 x 1/4” (6.4 mm)

1598ATS100 - Package  of 100

Nylon Circuit Board Standoffs

Self adhesive pad allows placement

anywhere in the enclosure.

1598ZPC25 - Package  of 25

1598ZPC100 - Package  of 100

Tilt Handles

Used as a tilt handle and/or bail - 8

detent positions.

1598TH1 - Use with 1598C,E,F &G

1598TH2 - Use with 1598D, H & J
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Instrument Case - ABS (1598 Series)

Molded in Flame

Retardant ABS

K

L

NOTES: - Average top & bottom wall thickness: 0.125” (3.2 mm)

- Average side wall thickness: 0.18” (4.5 mm)

End View Front or Rear Panel

Aluminum panel thickness:

.064” (1.6 mm)
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Instrument Case - Polystyrene (1598 Series)

Positive fit, tongue & groove

construction requires only

two mounting screws...

Molded in P.C. card standoffs

and vertical card guides...

Two models available, one with easy to

modify ABS black plastic or the other

with strong aluminum end panels...

OTHER KEY FEATURES

• Modern low profile designed instrument enclosure.

• Two sets of vertical 1.5 mm (0.062”) P.C. board guides are molded into case halves, front and rear.

• Molded in economical matte textured grey polystyrene.

• Easy access to interior via shell type construction.

• Designed to meet IP54.

• Integral horizontal P.C. card mounts on Eurocard centers.

Complete with four rubber

feet and hardware...

ACCESSORIES

Replacement Screws

Self-tapping type, used in

polystyrene 1598 series (ie...no

brass inserts). # 4 x 5/8” (15.9 mm)

1598TS100 - Package  of 100

Replacement Plastic End Panels

(Black)

Molded from black fire retardant

ABS plastic. Part contains both

front & back panel.

1598PLABK - Use with 1598A

1598PLBBK - Use with 1598B

1598PLBBBK - Use with 1598BB

1598PLCBK - Use with 1598C

1598PLDBK - Use with 1598D

1598PLEBK - Use with 1598E

1598PLFBK - Use with 1598F

1598PLGBK - Use with 1598G

1598PLHBK - Use with 1598H

1598PLJBK - Use with 1598J

P.C. Board Screws

Self-tapping type, used for bosses

in the 1598 series for P.C. board

installation. # 6 x 1/4” (6.4 mm)

1598ATS100 - Package  of 100

Tilt Handles

Used as a tilt handle and/or bail - 8

detent positions.

1598TH1 - Use with 1598C,E,F &G

1598TH2 - Use with 1598D, H & J

Nylon Circuit Board Standoffs

Self adhesive pad allows placement

anywhere in the enclosure.

1598ZPC25 - Package  of 25

1598ZPC100 - Package  of 100
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Instrument Case - Polystyrene (1598 Series)

K

L

End View Front or Rear Panel

Aluminum panel thickness:

.064” (1.6 mm)

Plastic panel thickness:

.061” (1.5 mm)

NOTES: - Average top & bottom wall thickness: 0.125” (3.2 mm)

- Average side wall thickness: 0.18” (4.5 mm)
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1598 Series Drawings

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

1598A
1598B 1598BB

1598C
1598D

1598H

1598J

1598F

1598G
1598E

P.C. Board Standoff Detail
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Potting Boxes (1596 Series)

KEY FEATURES

• One piece molded construction.

• Molded from black general purpose ABS plastic.

• Temperature rated -20º to +94º C.

• 1.0 mm (0.04”) wall thickness.

C

A

B

rebmuNtraP stinU
snoisnemiD

A B C

901B6951
hcni 64. 64. 53.

mm 21 21 9

011B6951
hcni 58. 55. 64.

mm 22 41 21

101B6951
hcni 89. 97. 95.

mm 52 02 51

211B6951
hcni 89. 89. 89.

mm 52 52 52

201B6951
hcni 81.1 97. 95.

mm 03 02 51

111B6951
hcni 81.1 81.1 97.

mm 03 03 02

301B6951
hcni 75.1 73.1 97.

mm 04 53 02

701B6951
hcni 75.1 75.1 97.

mm 04 04 02

311B6951
hcni 75.1 75.1 51.1

mm 04 04 92

401B6951
hcni 69.1 75.1 81.1

mm 05 04 03

801B6951
hcni 69.1 69.1 81.1

mm 05 05 03

501B6951
hcni 59.2 89.1 93.1

mm 57 05 53

411B6951
hcni 59.2 59.2 75.1

mm 57 57 04

511B6951
hcni 05.3 25.2 82.1

mm 98 46 5.23

601B6951
hcni 39.3 63.2 99.

mm 001 06 52



Diecast Aluminum
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Contents - Diecast Aluminum

Natural or Painted Finish

Pages 50-51

Flanged Lid

Pages 52-53

Bottom Flange

Pages 54-55

Internal P.C. Card Guides

Pages 56-58
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Natural & Painted (1590 Series)

OTHER KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Lap joint construction provides protection against access of dust and splashing water. Also provides for improved

  EMI/RFI shielding.

• Painted version (shown below) is painted with tough polyester powder paint for a lasting finish, even after machining.

• Four (or 6 in 1590D, 1590DD & 1590E, 8 in 1590F) 6-32 x 1/2” machine screws secure lid - into tapped holes.

• Designed to meet IP54.

• Replacement screws for natural finish series, nickel plated, 6-32 x 1/2” - 1590MS100 - Package  of 100

• Replacement screws for black painted series, 6-32 x 1/2” - 1590MS50BK - Package  of 50

Enclosure uses machine screws

into drilled & tapped holes

matched to enclosure color...

Lap joint construction - lip

masked to ensure good EMI/RFI

connection to base...

Nickel plated machine screws for

superior corrosion protection...

Lap joint construction...

Countersunk lid with

machine screws into

drilled and tapped holes...

Vibra finished for a smooth

surface with no sharp edges,

then painted with tough

polyester powder paint...

Countersunk lid with

machine screws into

drilled and tapped holes...

Vibra finished for a smooth

surface with no sharp edges...

Low draft angle for easy

P.C. board mounting...
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Natural & Painted (1590 Series)

Notes: Assembled height =

dimension “C” + .16” (4.0 mm). Wall &

lid thickness is roughly .08” (2 mm)

and varies with draft due to part being

cast. Posts “X” exist on parts 1590D,

1590DD & 1590E. Posts “X” & “Y” exist

on part 1590F.

For detailed drawings, CAD files or

color photos visit our website at:

www.hammondmfg.com

Base Detail Lid Detail

rebmuNtraP

stinU

snoisnemiD
.xpA

tfarDdetniapnU kcalB A B
C

)diLoN(
E F

BLL0951 KBBLL0951
hcni 79.1 79.1 38. 22.1 22.1

'51°1
mm 05 05 12 13 13

BL0951 KBBL0951
hcni 99.1 99.1 60.1 63.1 63.1

'51°1
mm 5.05 5.05 72 5.43 5.43

H0951 KBH0951
hcni 70.2 05.1 60.1 14.1 68.

'51°1
mm 5.25 83 72 9.53 8.12

Y0951 KBY0951
hcni 26.3 26.3 05.1 07.2 07.2

'51°1
mm 29 29 83 96 96

A0951 KBA0951
hcni 46.3 25.1 60.1 10.3 98.

'51°1
mm 5.29 5.83 72 5.67 5.22

G0951 KBG0951
hcni 49.3 79.1 38.0 13.3 43.1

'51°1
mm 001 05 12 48 43

S0951 KBS0951
hcni 53.4 12.3 75.1 27.3 85.2

'51°1
mm 5.011 5.18 04 5.49 5.56

B0951 KBB0951
hcni 93.4 43.2 60.1 67.3 17.1

'51°1
mm 5.111 5.95 72 5.59 5.34

BB0951 KBBB0951
hcni 76.4 86.3 81.1 40.4 50.3

'51°1
mm 5.811 5.39 03 5.201 5.77

U0951 KBU0951
hcni 07.4 07.4 71.2 70.4 70.4

'51°1
mm 5.911 5.911 55 5.301 5.301

V0951 KBV0951
hcni 07.4 07.4 45.3 70.4 70.4

'51°1
mm 5.911 5.911 09 5.301 5.301

C0951 KBC0951
hcni 27.4 07.3 70.2 90.4 70.3

°2
mm 021 49 5.25 401 87

Q0951 KBQ0951
hcni 27.4 27.4 81.1 90.4 90.4

'51°1
mm 021 021 03 401 401

T0951 KBT0951
hcni 47.4 31.3 71.2 11.4 05.2

'51°1
mm 5.021 5.97 55 5.401 5.36

1N0951 KB1N0951
hcni 77.4 06.2 93.1 90.4 29.1

'51°1
mm 1.121 66 3.53 8.301 7.84

KK0951 KBKK0951
hcni 29.4 29.4 01.2 31.4 31.4

'51°1
mm 521 521 35 501 501

K0951 KBK0951
hcni 29.4 29.4 59.2 72.4 72.4

'51°1
mm 521 521 57 5.801 5.801

J0951 KBJ0951
hcni 17.5 47.3 77.1 60.5 90.3

°2
mm 541 59 54 5.821 5.87

1P0951 KB1P0951
hcni 10.6 42.3 18.1 83.5 84.2

°2
mm 351 28 64 731 36

DD0951 KBDD0951
hcni 83.7 07.4 03.1 77.6 70.4

mm 5.781 5.911 33 271 5.301 '51°1

D0951 KBD0951
hcni 83.7 07.4 50.2 57.6 70.4

°2
mm 5.781 5.911 25 5.171 5.301

E0951 KBE0951
hcni 83.7 07.4 70.3 57.6 70.4

°2
mm 5.781 5.911 87 5.171 5.301

F0951 KBF0951
hcni 83.7 83.7 84.2 57.6 57.6

°2
mm 5.781 5.781 36 5.171 5.171

1R0951 KB1R0951
hcni 55.7 83.4 42.2 29.6 67.3

°2
mm 291 111 75 671 4.59
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Natural & Painted Flanged Lid (1590 Series)

KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Lap joint construction provides protection against access of dust and splashing water. Also provides for improved

  EMI/RFI shielding.

• Flanged lid allows for easy mounting to walls or shelves.

• These enclosures share the same body and features as our regular type 1590 enclosure except the lid is extended and

  four countersunk holes are cast into the flanges.

• The flanged lid allows for added security as the lid screws are hidden against the wall or shelf.

• Painted version is painted with tough polyester powder paint for a lasting finish, even after machining.

• Four (or 6 in 1590D, 1590DD & 1590E, 8 in 1590F) 6-32 x 1/2” machine screws secure lid - into tapped holes.

• Designed to meet IP54.

• Replacement screws for natural finish series, nickel plated, 6-32 x 1/2” - 1590MS100 - Package  of 100

• Replacement black chromate screws for black series, 6-32 x 1/2” - 1590MS50BK - Package  of 50

Vibra finished for a smooth

surface with no sharp edges...

Countersunk lid with

machine screws into

drilled and tapped holes...

Low draft angle for easy

P.C. board mounting...

Lap joint construction...

Lid screws are hidden against wall

or shelf for extra security...

Enclosure uses machine screws

into drilled & tapped holes

matched to enclosure color...

Lap joint construction - lip

masked to ensure good EMI/RFI

connection to base...

Vibra finished for a smooth surface with

no sharp edges, then painted with tough

polyester powder paint...
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Natural & Painted Flanged Lid (1590 Series)

Base Detail
Lid Detail

Notes: Assembled height = dimension “C” + .16” (4.0 mm). Wall & lid thickness is roughly .08” (2 mm) and varies with draft

due to part being cast. Posts “X” exist on parts 1590D, 1590DD & 1590E. Posts “X” & “Y” exist on part 1590F. For detailed

drawings, CAD files or color photos visit our website at: www.hammondmfg.com

rebmuNtraP

stinU

snoisnemiD
.xpA

tfarDdetniapnU kcalB A B
C

)diLoN(
E F G H

LFBL0951 KBLFBL0951
hcni 99.1 99.1 60.1 63.1 63.1 40.1 75.2

'51°1
mm 5.05 5.05 72 5.43 5.43 62 56

LFA0951 KBLFA0951
hcni 46.3 25.1 60.1 10.3 98. 45. 23.4

'51°1
mm 5.29 5.83 72 5.67 5.22 41 011

LFG0951 KBLFG0951
hcni 49.3 79.1 38.0 13.3 43.1 99.0 54.4

'51°1
mm 001 05 12 48 43 3.52 311

LFS0951 KBLFS0951
hcni 53.4 12.3 75.1 27.3 85.2 62.2 30.5

'51°1
mm 5.011 5.18 04 5.49 5.56 75 821

LFB0951 KBLFB0951
hcni 93.4 43.2 60.1 67.3 17.1 04.1 99.4

'51°1
mm 5.111 5.95 72 5.59 5.34 6.53 721

LFBB0951 KBLFBB0951
hcni 76.4 86.3 81.1 40.4 50.3 37.2 83.5

'51°1
mm 5.811 5.39 03 5.201 5.77 96 731

LFU0951 KBLFU0951
hcni 07.4 07.4 71.2 70.4 70.4 77.3 24.5

'51°1
mm 5.911 5.911 55 5.301 5.301 69 831

LFV0951 KBLFV0951
hcni 07.4 07.4 45.3 70.4 70.4 37.3 24.5

'51°1
mm 5.911 5.911 09 5.301 5.301 69 831

LFC0951 KBLFC0951
hcni 27.4 07.3 70.2 90.4 70.3 37.2 83.5

°2
mm 021 49 5.25 401 87 96 731

LFQ0951 KBLFQ0951
hcni 27.4 27.4 81.1 90.4 90.4 37.2 40.8

'51°1
mm 021 021 03 401 401 96 402

LFT0951 KBLFT0951
hcni 47.4 31.3 71.2 11.4 05.2 91.2 24.5

'51°1
mm 5.021 5.97 55 5.401 5.36 65 831

LF1N0951 KBLF1N0951
hcni 77.4 06.2 93.1 90.4 29.1 25.1 53.5

'51°1
mm 1.121 66 3.53 8.301 7.84 5.83 8.531

LF1P0951 KBLF1P0951
hcni 10.6 42.3 18.1 83.5 84.2 02.2 26.6

°2
mm 351 28 64 731 36 65 861

LFDD0951 KBLFDD0951
hcni 83.7 07.4 03.1 77.6 70.4 37.3 80.8

'51°1
mm 5.781 5.911 33 271 5.301 59 502

LFD0951 KBLFD0951
hcni 83.7 07.4 50.2 57.6 70.4 37.3 80.8

°2
mm 5.781 5.911 25 5.171 5.301 69 502

LFE0951 KBLFE0951
hcni 83.7 07.4 70.3 57.6 70.4 37.3 80.8

°2
mm 5.781 5.911 87 5.171 5.301 69 502

LFF0951 KBLFF0951
hcni 83.7 83.7 84.2 57.6 57.6 34.6 80.8

°2
mm 5.781 5.781 36 5.171 5.171 361 502

LF1R0951 KBLF1R0951
hcni 55.7 83.4 42.2 29.6 67.3 31.3 50.8

°2
mm 291 111 75 671 4.59 4.97 402
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Natural & Painted With Flange (1590 Series)

OTHER KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Lap joint construction provides protection against access of dust and splashing water. Also provides for improved

  EMI/RFI shielding.

• Painted version (shown below) is painted with tough polyester powder paint for a lasting finish, even after machining.

• Four (or 6 in 1590D, 1590DD & 1590E, 8 in 1590F) 6-32 x 1/2” machine screws secure lid - into tapped holes.

• Designed to meet IP54

• Replacement screws for natural finish series, nickel plated, 6-32 x 1/2” - 1590MS100 - Package  of 100

• Replacement black chromate screws for black series, 6-32 x 1/2” - 1590MS50BK - Package  of 50

Countersunk lid with

machine screws into

drilled and tapped holes...

Bottom flange is an aluminum

plate, welded onto the base of

the enclosure...

Vibra finished for a smooth

surface with no sharp edges...

Enclosure uses machine screws

into drilled & tapped holes

matched to enclosure color...

Lap joint construction - lip

masked to ensure good

EMI/RFI connection to

base...

Vibra finished for a

smooth surface with no

sharp edges, then

painted with tough

polyester powder paint...

Bottom flange is an aluminum

plate, welded onto the base of

the enclosure...

Lid screws are exposed for

easy enclosure access...
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 Natural & Painted With Flange (1590 Series)

Notes: Assembled height = dimension

“C” + .16” (4.0 mm). Wall & lid

thickness is roughly .08” (2 mm) and

varies with draft due to part being cast.

Posts “X” exist on parts 1590D,

1590DD & 1590E. Posts “X” & “Y” exist

on part 1590F. For detailed drawings,

CAD files or color photos visit our

website at: www.hammondmfg.com

Lid DetailBase Detail

rebmuNtraP

stinU

snoisnemiD
.xpA

tfarDdetniapnU kcalB A B
C

)diLoN(
E F

FBLL0951 KBFBLL0951
hcni 79.1 79.1 38.0 22.1 22.1

'51°1
mm 05 05 12 13 13

FBL0951 KBFBL0951
hcni 99.1 99.1 60.1 63.1 63.1

'51°1
mm 5.05 5.05 72 5.43 5.43

FH0951 KBFH0951
hcni 70.2 05.1 60.1 14.1 68.

'51°1
mm 5.25 83 72 9.53 8.12

FY0951 KBFY0951
hcni 26.3 26.3 05.1 07.2 07.2

'51°1
mm 29 29 83 96 96

FA0951 KBFA0951
hcni 46.3 25.1 60.1 10.3 98.

'51°1
mm 5.29 5.83 72 5.67 5.22

FG0951 KBFG0951
hcni 49.3 79.1 38.0 13.3 43.1

'51°1
mm 001 05 12 48 43

FS0951 KBFS0951
hcni 53.4 12.3 75.1 27.3 85.2

'51°1
mm 5.011 5.18 04 5.49 5.56

FB0951 KBFB0951
hcni 93.4 43.2 60.1 67.3 17.1

'51°1
mm 5.111 5.95 72 5.59 5.34

FBB0951 KBFBB0951
hcni 76.4 86.3 81.1 40.4 50.3

'51°1
mm 5.811 5.39 03 5.201 5.77

FU0951 KBFU0951
hcni 07.4 07.4 71.2 70.4 70.4

'51°1
mm 5.911 5.911 55 5.301 5.301

FV0951 KBFV0951
hcni 07.4 07.4 45.3 70.4 70.4

'51°1
mm 5.911 5.911 09 5.301 5.301

FC0951 KBFC0951
hcni 27.4 07.3 70.2 90.4 70.3

°2
mm 021 49 5.25 401 87

FQ0951 KBFQ0951
hcni 27.4 27.4 81.1 90.4 90.4

'51°1
mm 021 021 03 401 401

FT0951 KBFT0951
hcni 47.4 31.3 71.2 11.4 05.2

'51°1
mm 5.021 5.97 55 5.401 5.36

F1N0951 KBF1N0951
hcni 77.4 06.2 93.1 90.4 29.1

'51°1
mm 1.121 66 3.53 8.301 7.84

FKK0951 KBFKK0951
hcni 29.4 29.4 01.2 31.4 31.4

'51°1
mm 521 521 35 501 501

FK0951 KBFK0951
hcni 29.4 29.4 59.2 72.4 72.4

'51°1
mm 521 521 57 5.801 5.801

FJ0951 KBFJ0951
hcni 17.5 47.3 77.1 60.5 90.3

°2
mm 541 59 54 5.821 5.87

F1P0951 KBF1P0951
hcni 10.6 42.3 18.1 83.5 84.2

°2
mm 351 28 64 731 36

FDD0951 KBFDD0951
hcni 83.7 07.4 03.1 77.6 70.4 '51°1

mm 5.781 5.911 33 271 5.301

FD0951 KBFD0951
hcni 83.7 07.4 50.2 57.6 70.4

°2
mm 5.781 5.911 25 5.171 5.301

FE0951 KBFE0951
hcni 83.7 07.4 70.3 57.6 70.4

°2
mm 5.781 5.911 87 5.171 5.301

FF0951 KBFF0951
hcni 83.7 83.7 84.2 57.6 57.6

°2
mm 5.781 5.781 36 5.171 5.171

F1R0951 KBF1R0951
hcni 55.7 83.4 42.2 29.6 67.3

°2
mm 291 111 75 671 4.59
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P.C. Card Guide (1590 Series)

OTHER KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Lap joint construction provides protection against access of dust and splashing water. Also provides for improved

  EMI/RFI shielding.

• Painted version is painted with tough powder paint for a lasting finish, even after machining.

• Designed to meet IP54.

• Integral card guides cast in, accept 1.5 mm (0.062”) P.C. cards.

ACCESSORIES

Enclosure uses machine screws

into threaded holes...

Lap joint construction...

Countersunk lid with

machine screws into

drilled and tapped holes...

Vibra finished for a smooth

surface with no sharp edges...

Low draft angle for easy

P.C. board mounting...

Notes: - Assembled height = dimension “C” + .16” (4.0 mm)

- Wall & lid thickness is roughly .08” (2 mm) and varies with draft due to part being cast.

- For detailed drawings, CAD files or color photos visit our website at: www.hammondmfg.com

Base Detail Lid Detail

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). See “Accessories

Section” for full details!

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100

Replacement Screws

See Parts Table (next page)
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P.C. Card Guide (1590 Series)

Flanged Version

KEY FEATURES

• Same as previous page.

• Factory installed flanges.

• Lid screws are exposed for easy enclosure

  access.

• Designed to meet  IP54.

rebmuNtraP

stinU

snoisnemiD

.xpA

tfarD

wercS

daerhT

rebmuNtraP

detniapnU kcalB
degnalF

)detniapnU(

diLdegnalF

)detniapnU(
A B

C

oN(

)diL

tnemecalpeR

)001.gkP(swercS

L0951 KBL0951 FL0951 -
hcni 69.3 89.1 38.

°2 mm01x5.0-3M 001SM1951
mm 101 05 12

M0951 KBM0951 FM0951 -
hcni 84.4 94.2 60.1

°2 mm01x5.0-3M 001SM1951
mm 411 36 72

N0951 KBN0951 FN0951 LFN0951
hcni 57.4 16.2 24.1

°2 "2/1x23-6 001SM0951
mm 121 66 63

P0951 KBP0951 FP0951 LFP0951
hcni 10.6 42.3 18.1

°2 "2/1x23-6 001SM0951
mm 351 28 64

R0951 KBR0951 FR0951 -
hcni 55.7 83.4 42.2

°2 "2/1x23-6 001SM0951
mm 291 111 75

Flanged Lid Version

KEY FEATURES

• Same as previous page.

• Lid screws are hidden against wall or shelf for

  extra security.

• Designed to meet  IP54.

Notes: Assembled height = dimension “C” + .16” (4.0 mm). Wall & lid thickness is roughly .08” (2 mm) and varies with draft due to part

being cast. For detailed drawings, CAD files or color photos visit our website at: www.hammondmfg.com
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P.C. Card Guide (1590 Series)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD
.xpA .xpA .xpA .xpA .xpA
tfarD tfarD tfarD tfarD tfarDdetniapnU detniapnU detniapnU detniapnU detniapnU kcalB kcalB kcalB kcalB kcalB AAAAA BBBBB

CCCCC
)diLoN( )diLoN( )diLoN( )diLoN( )diLoN(

NW0951 NW0951 NW0951 NW0951 NW0951 KBNW0951 KBNW0951 KBNW0951 KBNW0951 KBNW0951
hcni 57.4 16.2 24.1

°2
mm 121 66 63

PW0951 PW0951 PW0951 PW0951 PW0951 KBPW0951 KBPW0951 KBPW0951 KBPW0951 KBPW0951
hcni 10.6 42.3 18.1

°2
mm 351 28 64

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD
.xpA .xpA .xpA .xpA .xpA
tfarD tfarD tfarD tfarD tfarDdetniapnU detniapnU detniapnU detniapnU detniapnU kcalB kcalB kcalB kcalB kcalB AAAAA BBBBB

CCCCC
)diLoN( )diLoN( )diLoN( )diLoN( )diLoN(

LFNW0951 LFNW0951 LFNW0951 LFNW0951 LFNW0951 KBLFNW0951 KBLFNW0951 KBLFNW0951 KBLFNW0951 KBLFNW0951
hcni 57.4 16.2 24.1

°2
mm 121 66 63

LFPW0951 LFPW0951 LFPW0951 LFPW0951 LFPW0951 KBLFPW0951 KBLFPW0951 KBLFPW0951 KBLFPW0951 KBLFPW0951
hcni 10.6 42.3 18.1

°2
mm 351 28 64

Watertight Version

Watertight Flanged Lid Version

KEY FEATURES

• Same as previous page.

• Bead of silicone rubber around lid perimeter.

• Designed to meet  IP65.

• Painted version uses tough powder paint on exterior only.

KEY FEATURES

• Same as previous page.

• Lid screws are hidden against wall or shelf for extra

  security.

• Bead of silicone rubber around lid perimeter.

• Designed to meet  IP65.

• Painted version uses tough powder paint on exterior only.

Watertight Flanged Version
KEY FEATURES

• Same as previous page.

• Bead of silicone rubber around lid perimeter.

• Designed to meet  IP65.

• Painted version uses tough powder paint on exterior only.

rebmuNtraP

stinU

snoisnemiD
.xpA

tfarDdetniapnU kcalB A B
C

)diLoN(

FNW0951 KBFNW0951
hcni 57.4 16.2 24.1

°2
mm 121 66 63

FPW0951 KBFPW0951
hcni 10.6 42.3 18.1

°2
mm 351 28 64
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Accessories (1590 Series)

Replacement Screws

As used in the natural finish 1590 diecast series (except

1590L, 1590LBK, 1590LGY, 1590M, 1590MBK, 1590MGY

use 1591MS100 below)

Machine screw, nickel plated. 6-32 x 1/2”

1590MS100 - Package  of 100

As used in the 1590 diecast series 1590L, 1590LBK,

1590LGY, 1590M, 1590MBK, 1590MGY only.

Machine screw, nickel plated. M3 - 0.5 x 10 mm

1591MS100 - Package  of 100

Machine screw, black oxide finish, as used in the black 1590

diecast series.

6-32 x 1/2”

1590MS50BK - Package  of 50

Stainless steel, machine screw as used

in the watertight 1590 diecast series.

6-32 x 1/2”

1590WMS100 - Package  of 100

Black stainless steel (not painted, black oxide finished),

machine screw as used in the black watertight 1590 diecast

series.

6-32 x 1/2”

1590WMS100BK - Package  of 100



Sealed Diecast
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Contents - Sealed Diecast Aluminum

Natural or Painted Finish

Pages 62-63

Flanged Lid

Pages 64-65

Bottom Flange

Pages 66-67

Heavy Duty - Thick Wall

Pages 68-71
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Natural & Painted Watertight (1590W Series)

OTHER KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Two piece lap joint construction with a bead of silicone rubber around the perimeter provides protection against

  access of dust and water. Silicone rubber remains usable from -62 to +232ºC (-80 to +450 ºF)

• Painted version is painted with tough polyester powder paint for a lasting finish, even after  machining.

• 4 (or 6 in 1590D, DD & E, 8 in 1590F) 6-32 x 1/2” stainless steel machine screws secure lid - into tapped holes.

• Designed to meet IP65.

• Replacement screws for natural finish series, stainless steel, 6-32 x 1/2” - 1590WMS100

• Replacement black oxide screws for black finish, stainless steel, 6-32 x1/2” -  1590WMS100BK

Enclosure uses black stainless steel

machine  screws into drilled & tapped

holes with individual rubber “O” rings...

Enclosure uses stainless steel

machine screws into threaded holes

with individual neoprene “O” rings...

Lap joint construction with a

bead of silicone rubber around

the lid perimeter...

Countersunk lid with

machine screws into

drilled and tapped holes...

Vibra finished for a smooth

surface with no sharp edges,

then painted with tough

polyester powder paint...

Countersunk lid with

machine screws into

drilled and tapped holes...

Vibra finished for a smooth

surface with no sharp edges...

Low draft angle for easy

P.C. board mounting...

Lap joint construction with a

bead of silicone rubber around

the lid perimeter...
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Natural & Painted Watertight (1590W Series)

Notes: Assembled height =

dimension “C” + .16” (4.0 mm). Wall &

lid thickness is roughly .08” (2 mm)

and varies with draft due to part being

cast. Posts “X” exist on parts 1590D,

1590DD & 1590E. Posts “X” & “Y”

exist on part 1590F. For detailed

drawings, CAD files or color photos

visit our website at:

www.hammondmfg.com

Base Detail Lid Detail

rebmuNtraP

stinU

snoisnemiD
.xpA

tfarDdetniapnU kcalB A B
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)diLoN(
E F

BLLW0951 KBBLLW0951
hcni 79.1 79.1 38.0 22.1 22.1

'51°1
mm 05 05 12 13 13

BLW0951 KBBLW0951
hcni 99.1 99.1 60.1 63.1 63.1

'51°1
mm 5.05 5.05 72 5.43 5.43

HW0951 KBHW0951
hcni 70.2 05.1 60.1 14.1 68.

'51°1
mm 5.25 83 72 9.53 8.12

YW0951 KBYW0951
hcni 26.3 26.3 05.1 07.2 07.2

'51°1
mm 29 29 83 96 96

AW0951 KBAW0951
hcni 46.3 25.1 60.1 10.3 98.

'51°1
mm 5.29 5.83 72 5.67 5.22

GW0951 KBGW0951
hcni 49.3 79.1 38.0 13.3 43.1

'51°1
mm 001 05 12 48 43

SW0951 KBSW0951
hcni 53.4 12.3 75.1 27.3 85.2

'51°1
mm 5.011 5.18 04 5.49 5.56

BW0951 KBBW0951
hcni 93.4 43.2 60.1 67.3 17.1

'51°1
mm 5.111 5.95 72 5.59 5.34

BBW0951 KBBBW0951
hcni 76.4 86.3 81.1 40.4 50.3

'51°1
mm 5.811 5.39 03 5.201 5.77

UW0951 KBUW0951
hcni 07.4 07.4 71.2 70.4 70.4

'51°1
mm 5.911 5.911 55 5.301 5.301

VW0951 KBVW0951
hcni 07.4 07.4 45.3 70.4 70.4

'51°1
mm 5.911 5.911 09 5.301 5.301

CW0951 KBCW0951
hcni 27.4 07.3 70.2 90.4 70.3

°2
mm 021 49 5.25 401 87

QW0951 KBQW0951
hcni 27.4 27.4 81.1 90.4 90.4

'51°1
mm 021 021 03 401 401

TW0951 KBTW0951
hcni 47.4 31.3 71.2 11.4 05.2

'51°1
mm 5.021 5.97 55 5.401 5.36

1NW0951 KB1NW0951
hcni 77.4 06.2 93.1 90.4 29.1

'51°1
mm 1.121 66 3.53 8.301 7.84

KKW0951 KBKKW0951
hcni 29.4 29.4 01.2 31.4 31.4

'51°1
mm 521 521 35 501 501

KW0951 KBKW0951
hcni 29.4 29.4 59.2 72.4 72.4

'51°1
mm 521 521 57 5.801 5.801

JW0951 KBJW0951
hcni 17.5 47.3 77.1 60.5 90.3

°2
mm 541 59 54 5.821 5.87

1PW0951 KB1PW0951
hcni 10.6 42.3 18.1 83.5 84.2

°2
mm 351 28 64 731 36

DDW0951 KBDDW0951
hcni 83.7 07.4 03.1 77.6 70.4

'51°1
mm 5.781 5.911 33 271 5.301

DW0951 KBDW0951
hcni 83.7 07.4 50.2 57.6 70.4

°2
mm 5.781 5.911 25 5.171 5.301

EW0951 KBEW0951
hcni 83.7 07.4 70.3 57.6 70.4

°2
mm 5.781 5.911 87 5.171 5.301

FW0951 KBFW0951
hcni 83.7 83.7 84.2 57.6 57.6

°2
mm 5.781 5.781 36 5.171 5.171

1RW0951 KB1RW0951
hcni 55.7 83.4 42.2 29.6 67.3

°2
mm 291 111 75 671 4.59
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Watertight With Flanged Lid (1590W Series)

KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Two piece lap joint construction with a bead of silicone rubber around the perimeter provides protection against

  access of dust and water. Silicone rubber remains usable from -62 to +232ºC (-80 to +450 ºF)•

• Flanged lid allows for easy mounting to walls or shelves.

• These enclosures share the same body and features as our regular type 1590 enclosure except the lid is

  extended and four countersunk holes are cast into the flanges.

• The flanged lid allows for added security as the lid screws are hidden against the wall or shelf.

• Painted version is painted with tough polyester powder paint for a lasting finish, even after machining.

• Four (or 6 in 1590D, 1590DD & 1590E, 8 in 1590F) 6-32 x 1/2” machine screws secure lid - into tapped holes.

• Designed to meet IP65

• Replacement screws for natural finish series, stainless steel, 6-32 x 1/2” - 1590WMS100

• Replacement black oxide screws for black finish, stainless steel, 6-32 x1/2” -  1590WMS100BK

Vibra finished for a smooth

surface with no sharp edges...Countersunk lid with stainless steel ma-

chine screws into drilled and tapped holes

with individual neoprene “O” rings...

Lid screws are hidden against wall

or shelf for extra security...
Lap joint construction with a

bead of silicone rubber around

the lid perimeter...

Low draft angle for easy

P.C. board mounting...

Enclosure uses black stainless steel

machine  screws into drilled & tapped

holes painted to match enclosure with

individual rubber “O” rings...

Vibra finished for a smooth surface with no

sharp edges, then painted with tough

polyester powder paint...

Lap joint construction with a

bead of silicone rubber around

the lid perimeter...
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Watertight With Flanged Lid (1590W Series)

Base Detail

Lid Detail

Notes: Assembled height = dimension “C” + .16” (4.0 mm). Wall & lid thickness is roughly .08” (2 mm) and varies with draft

due to part being cast. Posts “X” exist on parts 1590D, 1590DD & 1590E. Posts “X” & “Y” exist on part 1590F. For detailed

drawings, CAD files or color photos visit our website at: www.hammondmfg.com
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LFBLW0951 KBLFBLW0951
hcni 99.1 99.1 60.1 63.1 63.1 40.1 75.2

'51°1
mm 5.05 5.05 72 5.43 5.43 62 56

LFAW0951 KBLFAW0951
hcni 46.3 25.1 60.1 10.3 98. 45. 23.4

'51°1
mm 5.29 5.83 72 5.67 5.22 41 011

LFGW0951 KBLFGW0951
hcni 49.3 79.1 38.0 13.3 43.1 99.0 54.4

'51°1
mm 001 05 12 48 43 3.52 311

LFSW0951 KBLFSW0951
hcni 53.4 12.3 75.1 27.3 85.2 62.2 30.5

'51°1
mm 5.011 5.18 04 5.49 5.56 75 821

LFBW0951 KBLFBW0951
hcni 93.4 43.2 60.1 67.3 17.1 04.1 99.4

'51°1
mm 5.111 5.95 72 5.59 5.34 6.53 721

LFBBW0951 KBLFBBW0951
hcni 76.4 86.3 81.1 40.4 50.3 37.2 83.5

'51°1
mm 5.811 5.39 03 5.201 5.77 96 731

LFUW0951 KBLFUW0951
hcni 07.4 07.4 71.2 70.4 70.4 77.3 24.5

'51°1
mm 5.911 5.911 55 5.301 5.301 69 831

LFVW0951 KBLFVW0951
hcni 07.4 07.4 45.3 70.4 70.4 37.3 24.5

'51°1
mm 5.911 5.911 09 5.301 5.301 69 831

LFCW0951 KBLFCW0951
hcni 27.4 07.3 70.2 90.4 70.3 37.2 83.5

°2
mm 021 49 5.25 401 87 96 731

LFQW0951 KBLFQW0951
hcni 27.4 27.4 81.1 90.4 90.4 37.2 40.8

'51°1
mm 021 021 03 401 401 96 402

LFTW0951 KBLFTW0951
hcni 47.4 31.3 71.2 11.4 05.2 91.2 24.5

'51°1
mm 5.021 5.97 55 5.401 5.36 65 831

LF1NW0951 KBLF1NW0951
hcni 77.4 06.2 93.1 90.4 29.1 25.1 53.5

'51°1
mm 1.121 66 3.53 8.301 7.84 5.83 8.531

LF1PW0951 KBLF1PW0951
hcni 10.6 42.3 18.1 83.5 84.2 02.2 26.6

°2
mm 351 28 64 731 36 65 861

LFDDW0951 KBLFDDW0951
hcni 83.7 07.4 03.1 77.6 70.4 37.3 80.8

'51°1
mm 5.781 5.911 33 271 5.301 59 502

LFDW0951 KBLFDW0951
hcni 83.7 07.4 50.2 57.6 70.4 37.3 80.8

°2
mm 5.781 5.911 25 5.171 5.301 69 502

LFEW0951 KBLFEW0951
hcni 83.7 07.4 70.3 57.6 70.4 37.3 80.8

°2
mm 5.781 5.911 87 5.171 5.301 69 502

LFFW0951 KBLFFW0951
hcni 83.7 83.7 84.2 57.6 57.6 34.6 80.8

°2
mm 5.781 5.781 36 5.171 5.171 361 502

LF1RW0951 KBLF1RW0951
hcni 55.7 83.4 42.2 29.6 67.3 31.3 50.8

°2
mm 291 111 75 671 4.59 4.97 402
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Watertight With Bottom Flange (1590W Series)

OTHER KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• Two piece lap joint construction with a bead of silicone rubber around the perimeter provides protection against

  access of dust and water. Silicone rubber remains usable from -62 to +232ºC (-80 to +450 ºF)

• Painted version is painted with tough polyester powder paint for a lasting finish, even after machining.

• Four (or 6 in 1590D, 1590DD & 1590E, 8 in 1590F) 6-32 x 1/2” stainless steel machine screws secure lid - into

  tapped holes.

• Low side wall draft angle (2 degrees or less) for easy P.C. board mounting.

• Designed to meet IP65

• Replacement screws for natural finish series, stainless steel, 6-32 x 1/2” - 1590WMS100

• Replacement black oxide screws for black finish, stainless steel, 6-32 x1/2” -  1590WMS100BK

Countersunk lid with stainless steel machine

screws into drilled and tapped holes with

individual neoprene “O” rings...

Bottom flange is an aluminum

plate, welded onto the base of

the enclosure...

Vibra finished for a smooth

surface with no sharp edges...

Lid screws are exposed for

easy enclosure access...

Lap joint construction with a

bead of silicone rubber around

the lid perimeter...

Enclosure uses black stainless steel

machine  screws into drilled & tapped

holes with individual rubber “O” rings...

Lap joint construction with a

bead of silicone rubber around

the lid perimeter...

Vibra finished for a smooth surface with

no sharp edges, then painted with

tough polyester powder paint...



67www.hammondmfg.com©

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010

USA
Cheektowaga, NY (716) 651-0086

EUROPE
Basingstoke, UK +44 1256 812812

AUSTRALASIA
Queenstown, SA, Australia +61 8 8240 2244

Watertight With Bottom Flange (1590W Series)

Base Detail

Notes: Assembled height =

dimension “C” + .16” (4.0 mm). Wall &

lid thickness is roughly .08” (2 mm)

and varies with draft due to part being

cast. Posts “X” exist on parts 1590D,

1590DD & 1590E. Posts “X” & “Y”

exist on part 1590F. For detailed

drawings, CAD files or color phots visit

our website at:

www.hammondmfg.com

Lid Detail
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FBLLW0951 KBFBLLW0951
hcni 79.1 79.1 38.0 22.1 22.1

'51°1
mm 05 05 12 13 13

FBLW0951 KBFBLW0951
hcni 99.1 99.1 60.1 63.1 63.1

'51°1
mm 5.05 5.05 72 5.43 5.43

FHW0951 KBFHW0951
hcni 70.2 05.1 60.1 14.1 68.

'51°1
mm 5.25 83 72 9.53 8.12

FYW0951 KBFYW0951
hcni 26.3 26.3 05.1 07.2 07.2

'51°1
mm 29 29 83 96 96

FAW0951 KBFAW0951
hcni 46.3 25.1 60.1 10.3 98.

'51°1
mm 5.29 5.83 72 5.67 5.22

FGW0951 KBFGW0951
hcni 49.3 79.1 38.0 13.3 43.1

'51°1
mm 001 05 12 48 43

FSW0951 KBFSW0951
hcni 53.4 12.3 75.1 27.3 85.2

'51°1
mm 5.011 5.18 04 5.49 5.56

FBW0951 KBFBW0951
hcni 93.4 43.2 60.1 67.3 17.1

'51°1
mm 5.111 5.95 72 5.59 5.34

FBBW0951 KBFBBW0951
hcni 76.4 86.3 81.1 40.4 50.3

'51°1
mm 5.811 5.39 03 5.201 5.77

FUW0951 KBFUW0951
hcni 07.4 07.4 71.2 70.4 70.4

'51°1
mm 5.911 5.911 55 5.301 5.301

FVW0951 KBFVW0951
hcni 07.4 07.4 45.3 70.4 70.4

'51°1
mm 5.911 5.911 09 5.301 5.301

FCW0951 KBFCW0951
hcni 27.4 07.3 70.2 90.4 70.3

°2
mm 021 49 5.25 401 87

FQW0951 KBFQW0951
hcni 27.4 27.4 81.1 90.4 90.4

'51°1
mm 021 021 03 401 401

FTW0951 KBFTW0951
hcni 47.4 31.3 71.2 11.4 05.2

'51°1
mm 5.021 5.97 55 5.401 5.36

F1NW0951 KBF1NW0951
hcni 77.4 06.2 93.1 90.4 29.1

'51°1
mm 1.121 66 3.53 8.301 7.84

FKKW0951 KBFKKW0951
hcni 29.4 29.4 01.2 31.4 31.4

'51°1
mm 521 521 35 501 501

FKW0951 KBFKW0951
hcni 29.4 29.4 59.2 72.4 72.4

'51°1
mm 521 521 57 5.801 5.801

FJW0951 KBFJW0951
hcni 17.5 47.3 77.1 60.5 90.3

°2
mm 541 59 54 5.821 5.87

F1PW0951 KBF1PW0951
hcni 10.6 42.3 18.1 83.5 84.2

°2
mm 351 28 64 731 36

FDDW0951 KBFDDW0951
hcni 83.7 07.4 03.1 77.6 70.4

'51°1
mm 5.781 5.911 33 271 5.301

FDW0951 KBFDW0951
hcni 83.7 07.4 50.2 57.6 70.4

°2
mm 5.781 5.911 25 5.171 5.301

FEW0951 KBFEW0951
hcni 83.7 07.4 70.3 57.6 70.4

°2
mm 5.781 5.911 87 5.171 5.301

FFW0951 KBFFW0951
hcni 83.7 83.7 84.2 57.6 57.6

°2
mm 5.781 5.781 36 5.171 5.171

F1RW0951 KBF1RW0951
hcni 55.7 83.4 42.2 29.6 67.3

°2
mm 291 111 75 671 4.59
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Watertight, heavy duty - thick wall (1590Z Series)

Natural aluminum with a

smooth brushed finish...
Mounting shelf

Easy wall mounting via “through

box - blind hole” construction,

outside of gasket protection...

Molded, one piece silicone rubber

gasket mounts into cast lid groove,

compressed by box tongue...

Copper ground screws & washers...

Stainless steel captivated

machine screws  ...

KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• “Tongue & groove” construction to provide protection against  access of dust and water. Ideal for repetitive opening

   and closing.

• Unpainted version comes with an installed preformed silicone rubber gasket.

• Painted versions have a poured in silicone rubber gasket.

• Four recessed stainless steel machine screws secure lid into tapped holes. Screws are self captivating.

• Designed to meet IP65.

• North American Mark of Safety - cUL & UL listed. Certified to Nema 4X standards (UL508) - File #E65324.

• Painted version is designed for outdoor applications, painted inside and out with a tough polyester powder paint.

  Choice of grey (RAL 7001) or black.

With Mounting Shelf

Painted versions are powder

painted inside and out...

Painted versions include a poured

in silicone rubber gasket...

Ground points are

left unpainted...
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Watertight, heavy duty - thick wall (1590Z Series)

Lid

(Inside View)

Body

(Inside View)

For detailed drawings, CAD

files or color photos visit our

website at:

www.hammondmfg.com

With Mounting Shelf

With Mounting Shelf
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001Z0951 KB001Z0951 YG001Z0951
hcni 49.2 41.3 75.1 94.2 86.2 74. 46.2 48.2

oN seY
mm 57 08 04 36 86 21 76 27

911Z0951 KB911Z0951 YG911Z0951
hcni 08.4 27.4 63.2 41.4 90.4 08. 54.4 63.4

seY seY
mm 221 021 06 501 401 02 311 111

021Z0951 KB021Z0951 YG021Z0951
hcni 29.4 51.3 27.1 64.4 86.2 26. 16.4 48.2

oN seY
mm 521 08 34 311 86 51 711 27

061Z0951 KB061Z0951 YG061Z0951
hcni 03.6 03.6 67.2 55.5 55.5 97. 89.5 89.5

seY seY
mm 061 061 07 141 141 02 251 251

132Z0951 KB132Z0951 YG132Z0951
hcni 88.7 50.9 36.3 01.7 82.8 08. 26.7 54.8

seY seY
mm 002 032 29 081 012 02 491 512

051Z0951 KB051Z0951 YG051Z0951
hcni 07.8 67.4 93.2 70.8 90.4 97. 13.8 73.4

oN seY
mm 022 021 06 502 401 02 112 111

261Z0951 KB261Z0951 YG261Z0951
hcni 42.01 52.6 57.2 83.9 05.5 97. 38.9 49.5

seY seY
mm 062 951 07 832 041 02 942 151

661Z0951 KB661Z0951 YG661Z0951
hcni 71.41 03.6 67.2 83.31 43.4 97. 7.31 78.5

seY seY
mm 063 061 07 043 011 02 943 941
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Watertight, heavy duty - thick wall (1590Z Series)

Holes for mounting or grounding...

Without Mounting Shelf

KEY FEATURES

• Rugged, diecast aluminum alloy (tough yet easy to machine), electronic instrument enclosure.

• “Tongue & groove” construction provides protection against access of dust and water. Ideal for repetitive opening

   and closing.

• Unpainted version comes with an installed preformed silicone rubber gasket.

• Painted versions have a poured in silicone rubber gasket.

• Four recessed stainless steel machine screws secure lid into tapped holes. Screws are self captivating.

• Designed to meet IP65.

• North American Mark of Safety - cUL & UL listed. Certified to Nema 4X standards (UL508) - File #E65324.

• Painted version is designed for outdoor applications, painted inside and out with a tough polyester powder paint.

  Choice of grey (RAL 7001) or black

Natural aluminum with a

smooth brushed finish...

Molded, one piece silicone rubber

gasket mounts into cast lid groove,

compressed by box tongue...

Copper ground screws & washers...

Stainless steel captivated machine

screws...

Easy wall mounting via

“through box - blind hole”

construction, outside of gasket

protection...

Painted versions are powder

painted inside and out...

Painted versions include poured in

silicone rubber gasket...

Ground points are

left unpainted...
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Lid

(Inside View)

Body

(Inside View)

Watertight, heavy duty - thick wall (1590Z Series)

For detailed drawings, CAD

files or color photos visit our

website at:

www.hammondmfg.com

Without Mounting Shelf

Without Mounting Shelf
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Metal
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Rack Mount Instrument (RMCS & RMCV Series)

KEY FEATURES

• Perfect for rack mount or table top applications or both!

• Shipped knocked down to avoid shipping damage.

• Uses all PEM nut construction, perfect for applications where repetitive assembly and disassembly are

  required.

• Strong construction using folded .062” (1.58 mm) top, bottom, front & back panels and .125” (3.18 mm) side

  panels and horizontal support bars.

• Light weight design by using aluminum panels.

• .125” (3.18 mm) side panels and horizontal support bars.

• Can be used with or without rack mounting brackets (included).

• Front and rear panels are interchangeable (one is off white, the other is smooth black) powder paint.

• Enclosure is finished in rugged textured black powder paint.

• Includes top, bottom, sides, feet, rackmount brackets and all hardware.

• Easy access to inside, as only 4 screws need to be removed from any of the 6 panels.

• Aluminum chassis panel is optional.

• Available in both 19” rack mount and half width.

• Available in both vented and unvented versions.

DETAIL OF RACK 
MOUNTING 
BRACKETS  

TYPICAL EACH 
SIDE 

W

H

D
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Rack Mount Instrument (RMCS & RMCV Series)

19” RACK MOUNT (SOLID TOP & BOTTOM)

19” RACK MOUNT (VENTILATED TOP & BOTTOM)

HALF WIDTH - RACK MOUNT (SOLID TOP & BOTTOM)

HALF WIDTH - RACK MOUNT (VENTILATED TOP & BOTTOM)

CHASSIS PANELS

• Holes provided for bottom mounting.

• Panel is aluminum with an alodine finish.
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1KB81091SCMR 57.1 1 71 8 oN 8091PMR "18.0 GC1PCMR KB1PCMR

1KB311091SCMR 57.1 1 71 31 oN 3191PMR "18.0 GC1PCMR KB1PCMR

1KB83091SCMR 05.3 2 71 8 P7241 8091PMR "65.2 GC3PCMR KB3PCMR

1KB313091SCMR 05.3 2 71 31 P7241 3191PMR "65.2 GC3PCMR KB3PCMR

1KB315091SCMR 52.5 3 71 31 N7241 3191PMR "13.4 GC5PCMR KB5PCMR

1KB317091SCMR 00.7 4 71 31 M7241 3191PMR "60.6 GC7PCMR KB7PCMR

1KB318091SCMR 57.8 5 71 31 M7241 3191PMR "18.7 GC8PCMR KB8PCMR

1KB310191SCMR 05.01 6 71 31 L7241 3191PMR "65.9 GC01PCMR KB01PCMR

1KB510191SCMR 05.01 6 71 51 L7241 5191PMR "65.9 GC01PCMR KB01PCMR
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1KB81091VCMR 57.1 1 71 8 oN 8091PMR "18.0 GC1PCMR KB1PCMR

1KB311091VCMR 57.1 1 71 31 oN 3191PMR "18.0 GC1PCMR KB1PCMR

1KB83091VCMR 05.3 2 71 8 P7241 8091PMR "65.2 GC3PCMR KB3PCMR

1KB313091VCMR 05.3 2 71 31 P7241 3191PMR "65.2 GC3PCMR KB3PCMR

1KB315091VCMR 52.5 3 71 31 N7241 3191PMR "13.4 GC5PCMR KB5PCMR

1KB317091VCMR 00.7 4 71 31 M7241 3191PMR "60.6 GC7PCMR KB7PCMR

1KB318091VCMR 57.8 5 71 31 M7241 3191PMR "18.7 GC8PCMR KB8PCMR

1KB310191VCMR 05.01 6 71 31 L7241 3191PMR "65.9 GC01PCMR KB01PCMR

1KB510191VCMR 05.01 6 71 51 L7241 5191PMR "65.9 GC01PCMR KB01PCMR
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1KB8109VCMR 57.1 1 5.8 8 oN 809PMR "18.0

1KB8309VCMR 05.3 2 5.8 8 P7241 809PMR "65.2

1KB8509VCMR 52.5 3 5.8 8 P7241 809PMR "13.4
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Instrument Case (1402 Series)

KEY FEATURES

• Top and bottom made from 12 gauge aluminum finished in contempra grey powder paint.

• Top and bottom are attached to an internal aluminum extrusion which contains mounting slots for printed

  circuit boards or panels.

• Front and rear panels are natural aluminum (paper coated one side) which are attached with screws to the

  aluminum mounting extrusion.

• Panels can be easily removed for access to components.

• Tops and bottoms are available in solid or with vent slots.

• All hardware and self-adhesive rubber feet are included.

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD stiF stiF stiF stiF stiF
dracoruE dracoruE dracoruE dracoruE dracoruE

seziS seziS seziS seziS seziS
poTdiloS poTdiloS poTdiloS poTdiloS poTdiloS
esaBdna esaBdna esaBdna esaBdna esaBdna

poTdetneV poTdetneV poTdetneV poTdetneV poTdetneV
esaBdna esaBdna esaBdna esaBdna esaBdna

AAAAA BBBBB CCCCC DDDDD EEEEE FFFFF GGGGG

B2041 B2041 B2041 B2041 B2041 VB2041 VB2041 VB2041 VB2041 VB2041
hcni 4.2 1.7 9.4 43.6 61.6 39.3

01 001x061
mm 06 181 211 161 5.651 28.99

D2041 D2041 D2041 D2041 D2041 VD2041 VD2041 VD2041 VD2041 VD2041
hcni 4.2 1.7 3.7 43.6 61.6 86.5

41 061x061
mm 06 181 581 161 5.651 72.441

F2041 F2041 F2041 F2041 F2041 VF2041 VF2041 VF2041 VF2041 VF2041
hcni 1.3 1.7 3.01 43.6 61.6 81.9

22 432x061
mm 08 181 162 161 5.651 2.332

H2041 H2041 H2041 H2041 H2041 VH2041 VH2041 VH2041 VH2041 VH2041
hcni 9.3 0.01 3.7 52.9 70.9 86.5

41 061x432
mm 99 452 581 532 4.032 3.441

K2041 K2041 K2041 K2041 K2041 VK2041 VK2041 VK2041 VK2041 VK2041
hcni 9.3 0.01 6.9 52.9 70.9 03.8

02 022x432
mm 99 452 442 532 4.032 8.012
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.047" 1.2 mm

.075" 1.9 mm

0.21"
5.3 mm

0.14" 3.6 mm
0.50"
12.7 mm

0.80"
20.3 mm

1.25"
31.8 mm

1.5"
38.1 mm

0.40" 10.2 mm

0.10" 2.5 mm

25 25

4 25

37

25

J

K

L

H

Instrument Case (1402 Series)

Front & Rear Panel Detail

Front View - Panel Mounted

Side View (Vented)

Top View - (Vented)

Front View - Panel Removed

Right & Left Side Extrusion Detail
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Instrument Case (1401 Series)

KEY FEATURES

• 18 gauge steel top & bottom halves finished in contempra grey powder paint.

• 0.064” (1.6 mm) thick aluminum panels, front finished in satin black and vented back finished in contempra grey powder

  paint.

• Rear panel is vented top and bottom.

• 6-32 Philips nickel plated screws and self-adhesive rubber feet included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head screws).
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Instrument Case (1426 Series)

KEY FEATURES

• Top and bottom made in 20 gauge steel (for strength) finished in

  contempra grey or satin gulf blue powder paint.

• Easy to machine 0.064” (1.6 mm) thick aluminum panels front

  and rear.

• Rear panel and bottom of enclosure is vented.

• Front panel is satin black powder paint, rear panel matches case

  color.

• 6-32 Philips nickel plated screws and self-adhesive rubber feet

  included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head

  screws).
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Instrument Case (1452 Series)

KEY FEATURES

• 20 gauge steel cover and 18 gauge base and frame (for strength) finished in contempra grey powder paint.

• Easy to machine .064” (1.6 mm) thick aluminum panel painted satin black one side only.

• Philips nickel plated screws and self-adhesive rubber feet included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head screws).
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Instrument Case (1454 Series)

KEY FEATURES

• Made of strong, economical 20 gauge steel.

• Contempra grey panels with textured black covers

  (powder paint).

• Choice of sloping or vertical front panels by reversing

  case.

• 6-32 Philips nickel plated screws and self-adhesive

  rubber feet included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips

  head screws).

Notes: - Models with “B” dimension less than

  5” (127 mm) have only one hole per

  side, centered in “B”.

rebmuNtraP stinU
snoisnemiD

A B C

C4541
hcni 4 5.2 2

mm 201 46 15

J4541
hcni 4 3 4

mm 201 67 201

M4541
hcni 4 3 6

mm 201 67 251

E4541
hcni 4 5 2

mm 201 721 15

F4541
hcni 4 6 3

mm 201 251 67

R4541
hcni 5 5 5.7

mm 721 721 191

L4541
hcni 5 6 4

mm 721 251 201

H4541
hcni 5 5.7 5.2

mm 721 191 46

D4541
hcni 578.5 4 521.2

mm 941 201 45

DD4541
hcni 578.5 781.5 57.2

mm 941 231 07

G4541
hcni 6 5.2 2

mm 251 46 15

K4541
hcni 8 5.3 5.2

mm 302 98 46

N4541
hcni 8 6 3

mm 302 302 67

P4541
hcni 01 5 5.3

mm 452 721 98

S4541
hcni 01 6 3

mm 452 302 67

W4541
hcni 21 8 3

mm 503 302 67
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Extruded With Metal End Plates (1455 Series)

KEY FEATURES

• Designed to house P.C. boards or for equipment interfacing.

• P.C. boards mount horizontally by sliding into internal slots extruded into the enclosure body.

• Visit our web site for drawings of these extrusions for complete detail by part number.

• Rugged body constructed from extruded aluminum with a minimum thickness of .06” (1.5 mm).

• Extruded body includes a sliding removable “belly” plate - except in the smaller “C” sizes (ie: 1455C801 & 1455C1201)

• Available in a clear or black anodized finish.

• Includes two aluminum end panels (matched to aluminum body finish) and two black plastic bezels. These

  plastic bezels can be optionally installed to create a modern look.

• Hardware and self-adhesive rubber feet included.

• Replacement screws for clear anodized version - 1455MS100 - Package  of 100

• Replacement screws for black anodized version - 1455MS100BK - Package  of 100

Clear Anodized Version

(Open View)

Black Anodized Version

(Assembled View)
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Extruded With Metal End Plates (1455 Series)

B

A

C

Accessory Flange Kits

• Designed to convert the enclosures where shelf or

  wall mounting is required.

• Flanges are .064” (1.6mm) thick aluminum foot “L”

  brackets and attach to each end, replacing the plastic

  and/or aluminum end panels. Finish available in both

  clear & black to match enclosure.

• Sold in pairs.

rebmuNtraP
htiwesU

seireS
stinU

snoisnemiD

raelC

dezidonA

kcalB

dezidonA
thgieH htdiW

FC5541 KBFC5541 C5541
hcni 42.1 521.2

mm 23 45

FJ5541 KBFJ5541 J5541
hcni 93.1 70.3

mm 53 87

FK5541 KBFK5541 K5541
hcni 20.2 70.3

mm 15 87

FL5541 KBFL5541 L5541
hcni 35.1 60.4

mm 93 301

FN5541 KBFN5541 N5541
hcni 24.2 60.4

mm 26 301

FR5541 KBFR5541 R5541
hcni 35.1 03.6

mm 93 061

FT5541 KBFT5541 T5541
hcni 34.2 03.6

mm 26 061

rebmuNtraP
stinU

snoisnemiD

dezidonAraelC dezidonAkcalB A B C

108C5541 KB108C5541
hcni 51.3 521.2 19.0

mm 08 45 32

1021C5541 KB1021C5541
hcni 27.4 521.2 19.0

mm 021 45 32

1021J5541 KB1021J5541
hcni 27.4 70.3 60.1

mm 021 87 72

1021K5541 KB1021K5541
hcni 27.4 70.3 96.1

mm 021 87 34

1021L5541 KB1021L5541
hcni 27.4 60.4 02.1

mm 021 301 5.03

1021N5541 KB1021N5541
hcni 27.4 60.4 90.2

mm 021 301 35

1061J5541 KB1061J5541
hcni 03.6 70.3 60.1

mm 061 87 72

1061K5541 KB1061K5541
hcni 03.6 70.3 96.1

mm 061 87 34

1061L5541 KB1061L5541
hcni 03.6 60.4 02.1

mm 061 301 5.03

1061N5541 KB1061N5541
hcni 03.6 60.4 90.2

mm 061 301 35

1061R5541 KB1061R5541
hcni 03.6 03.6 02.1

mm 061 061 5.03

1061T5541 KB1061T5541
hcni 03.6 03.6 01.2

mm 061 061 5.15

1022L5541 KB1022L5541
hcni 66.8 60.4 02.1

mm 022 301 5.03

1022N5541 KB1022N5541
hcni 66.8 60.4 90.2

mm 022 301 35

1022R5541 KB1022R5541
hcni 66.8 03.6 02.1

mm 022 061 5.03

1022T5541 KB1022T5541
hcni 66.8 03.6 01.2

mm 022 061 5.15
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Extruded With Plastic End Panels (1455 Series)

KEY FEATURES

• Designed to house P.C. boards or for equipment interfacing.

• P.C. boards mount horizontally by sliding into internal slots extruded into the enclosure body.

• Visit our web site for drawings of these extrusions for complete detail by part number.

• Rugged body constructed from extruded aluminum with a minimum thickness of .06” (1.5 mm).

• Extruded body includes a sliding removable “belly” plate - except in the smaller “C” sizes (ie: 1455C802 & 1455C1202)

• Available in a clear or black anodized finish.

• Includes two easy to machine, black solid ABS plastic end panels. Panels are one piece with integral bezel.

• Hardware and self-adhesive rubber feet included.

• Replacement screws for clear anodized version - 1455MS100 - Package  of 100

• Replacement screws for black anodized version - 1455MS100BK - Package  of 100

Clear Anodized Version

(Open View)

Black Anodized Version

(Assembled View)
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Extruded With Plastic End Panels (1455 Series)

B

A

C

Accessory Flange Kits

• Designed to convert the enclosures where shelf or

  wall mounting is required.

• Flanges are .064” (1.6mm) thick aluminum foot “L”

  brackets and attach to each end, replacing the plastic

  and/or aluminum end panels. Finish available in both

  clear & black to match enclosure.

• Sold in pairs.

rebmuNtraP
htiwesU

seireS
stinU

snoisnemiD

raelC

dezidonA

kcalB

dezidonA
thgieH htdiW

FC5541 KBFC5541 C5541
hcni 42.1 521.2

mm 23 45

FJ5541 KBFJ5541 J5541
hcni 93.1 70.3

mm 53 87

FK5541 KBFK5541 K5541
hcni 20.2 70.3

mm 15 87

FL5541 KBFL5541 L5541
hcni 35.1 60.4

mm 93 301

FN5541 KBFN5541 N5541
hcni 24.2 60.4

mm 26 301

FR5541 KBFR5541 R5541
hcni 35.1 03.6

mm 93 061

FT5541 KBFT5541 T5541
hcni 34.2 03.6

mm 26 061

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD
dezidonAraelC dezidonAraelC dezidonAraelC dezidonAraelC dezidonAraelC dezidonAkcalB dezidonAkcalB dezidonAkcalB dezidonAkcalB dezidonAkcalB AAAAA BBBBB CCCCC

208C5541 208C5541 208C5541 208C5541 208C5541 KB208C5541 KB208C5541 KB208C5541 KB208C5541 KB208C5541
hcni 51.3 521.2 19.0

mm 08 45 32

2021C5541 2021C5541 2021C5541 2021C5541 2021C5541 KB2021C5541 KB2021C5541 KB2021C5541 KB2021C5541 KB2021C5541
hcni 27.4 521.2 19.0

mm 021 45 32

2021J5541 2021J5541 2021J5541 2021J5541 2021J5541 KB2021J5541 KB2021J5541 KB2021J5541 KB2021J5541 KB2021J5541
hcni 27.4 70.3 60.1

mm 021 87 72

2021K5541 2021K5541 2021K5541 2021K5541 2021K5541 KB2021K5541 KB2021K5541 KB2021K5541 KB2021K5541 KB2021K5541
hcni 27.4 70.3 96.1

mm 021 87 34

2021L5541 2021L5541 2021L5541 2021L5541 2021L5541 KB2021L5541 KB2021L5541 KB2021L5541 KB2021L5541 KB2021L5541
hcni 27.4 60.4 02.1

mm 021 301 5.03

2021N5541 2021N5541 2021N5541 2021N5541 2021N5541 KB2021N5541 KB2021N5541 KB2021N5541 KB2021N5541 KB2021N5541
hcni 27.4 60.4 90.2

mm 021 301 35

2061J5541 2061J5541 2061J5541 2061J5541 2061J5541 KB2061J5541 KB2061J5541 KB2061J5541 KB2061J5541 KB2061J5541
hcni 03.6 70.3 60.1

mm 061 87 72

2061K5541 2061K5541 2061K5541 2061K5541 2061K5541 KB2061K5541 KB2061K5541 KB2061K5541 KB2061K5541 KB2061K5541
hcni 03.6 70.3 96.1

mm 061 87 34

2061L5541 2061L5541 2061L5541 2061L5541 2061L5541 KB2061L5541 KB2061L5541 KB2061L5541 KB2061L5541 KB2061L5541
hcni 03.6 60.4 02.1

mm 061 301 5.03

2061N5541 2061N5541 2061N5541 2061N5541 2061N5541 KB2061N5541 KB2061N5541 KB2061N5541 KB2061N5541 KB2061N5541
hcni 03.6 60.4 90.2

mm 061 301 35

2061R5541 2061R5541 2061R5541 2061R5541 2061R5541 KB2061R5541 KB2061R5541 KB2061R5541 KB2061R5541 KB2061R5541
hcni 03.6 03.6 02.1

mm 061 061 5.03

2061T5541 2061T5541 2061T5541 2061T5541 2061T5541 KB2061T5541 KB2061T5541 KB2061T5541 KB2061T5541 KB2061T5541
hcni 03.6 03.6 01.2

mm 061 061 5.15

2022L5541 2022L5541 2022L5541 2022L5541 2022L5541 KB2022L5541 KB2022L5541 KB2022L5541 KB2022L5541 KB2022L5541
hcni 66.8 60.4 02.1

mm 022 301 5.03

2022N5541 2022N5541 2022N5541 2022N5541 2022N5541 KB2022N5541 KB2022N5541 KB2022N5541 KB2022N5541 KB2022N5541
hcni 66.8 60.4 90.2

mm 022 301 35

2022R5541 2022R5541 2022R5541 2022R5541 2022R5541 KB2022R5541 KB2022R5541 KB2022R5541 KB2022R5541 KB2022R5541
hcni 66.8 03.6 02.1

mm 022 061 5.03

2022T5541 2022T5541 2022T5541 2022T5541 2022T5541 KB2022T5541 KB2022T5541 KB2022T5541 KB2022T5541 KB2022T5541
hcni 66.8 03.6 01.2

mm 022 061 5.15
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Instrument Case (1458 Series)

KEY FEATURES

• 18 gauge steel case with black or gulf blue satin finish.

• Easy to machine 0.064” (1.6 mm) thick aluminum panels front

  and rear panels (one satin black and one contempra grey for

  each case).

• Symmetrical design - end panels are interchangeable.

• 6-32 Philips nickel plated screws and self-adhesive rubber feet

  included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head

  screws).
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Heavy Duty Steel Instrument (1453 Series)

KEY FEATURES

• All steel, heavy duty construction designed to house heavy, heat producing items (example...power supplies).

• Bottom of unit is 16 gauge steel, top is 18 gauge steel.

• Finished in a rugged, contempra grey, textured powder finish.

• Top half is of an upside down “U” shape design for easy removal, bottom half is also “U” shaped but includes a fold

  on all sides including front & back for extra strength and mounting of top case.

• Top case section is heavily ventilated for excellent air circulation with an attractive slant (also doubles as a lifting

  area - both front & back). Top lip extends 0.75”  (19 mm) on both sides adding 1.5” (38 mm) to the total depth.

• Bottom is solid except for 4 holes for mounting heavy duty rubber feet.

• Includes nickel plated self-tapping screws and screw on 0.75” (19 mm) high, rubber feet (1421T7).
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Aluminum Instrument (1455 & 1456 Series)

KEY FEATURES

• Aluminum case 0.081” (2 mm) thick aluminum.

• Aluminum top panel is 0.064” (1.6 mm) thick aluminum.

• Sold pre-assembled with a textured blue case and a

  choice of a contempra grey or a black top panel.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips

  head screws).
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KEY FEATURES

• Designed to house electronics or for equipment interfacing where shelf or wall mounting is required.

• Consists an aluminum “U” shaped extrusion and a slide-in flat aluminum bottom plate. Steel foot “L” brackets are

  attached to each end. “L” brackets are punched with 0.31” (7.9 mm) diameter keyholes for easy mounting of enclosure.

• Visit our web site for drawings and complete detail by part number.

• Rugged body constructed from extruded aluminum, minimum thickness of .06” (1.5 mm).

• Available in clear or black anodized finish. The bottom slide-in plate is finished to match. The “L” brackets are finished

  in a textured black powder paint.

• All assembly hardware is included.

rebmuNtraP

stinU

snoisnemiD

raelC

dezidonA

kcalB

dezidonA
A B C

1061TZ5541 KB1061TZ5541
hcni 03.6 05.3 02.2

mm 061 9.88 65

1022TZ5541 KB1022TZ5541
hcni 66.8 05.3 02.2

mm 022 9.88 65
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KEY FEATURES

(Aluminum Top and Case)

• Aluminum cases 0.081” (2 mm) thick aluminum.

• Aluminum top panel sizes to 14” wide are 0.064” thick

  aluminum.  Larger sizes are 0.081” thick.

• Sold pre-assembled with a textured blue case and a

  choice of a contempra grey (beige) or a black top panel.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32

  Philips head screws).

KEY FEATURES

(Aluminum Top and Walnut Case)

• Solid oiled walnut sides on a black, ventilated steel

   base with contempra grey (beige) aluminum top panel.

• Aluminum top panel sizes to 14” wide are 0.064” thick

  aluminum.  Larger sizes are 0.081” thick.

• Comes with self adhesive rubber feet and required

  mounting hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32

  Philips head screws).

10º Sloped Consoles (1456 Series)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP

stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna

AAAAA BBBBB CCCCC DDDDD EEEEE

UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBHW1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541 UBKB1EF6541
hcni 5.6 5.5 5.2 5.1 6.5

mm 561 041 46 83 241

UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBHW1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 UBKB1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541 WWCHW1HP6541
hcni 41 3.8 3 5.1 5.8

mm 653 112 67 83 612

UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBHW1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541 UBKB1LR6541
hcni 71 3.11 5.3 5.1 5.11

mm 234 782 98 83 292

UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBHW1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541 UBKB1LW6541
hcni 02 3.11 5.3 5.1 5.11

mm 805 782 98 83 292
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15º Sloped Consoles  (1456 Series)

KEY FEATURES

Aluminum Top and Case
Same as 10 º series (see page 89)

KEY FEATURES

Aluminum Top and Walnut Case
Same as 10 º series (see page 89)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB
esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna

poTegieB poTegieB poTegieB poTegieB poTegieB
esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna

AAAAA BBBBB CCCCC DDDDD EEEEE FFFFF

UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBHW2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 UBKB2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541 WWCHW2EC6541
hcni 4 5.5 2 1.1 3.3 2.2

mm 201 041 15 82 48 65

UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBHW2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541 UBKB2EF6541
hcni 5.6 5.5 2 1.1 3.3 2.2

mm 561 041 15 82 48 65

UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBHW3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541 UBKB3HF6541
hcni 5.6 3.8 3 3.1 3.6 2.2

mm 561 112 67 33 061 65

UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBHW2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 UBKB2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541 WWCHW2HF6541
hcni 5.6 5.8 2 1.1 3.3 2.5

mm 561 612 15 82 48 231

UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBHW3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 UBKB3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541 WWCHW3HK6541
hcni 01 3.8 3 3.1 3.6 2.2

mm 452 112 67 33 061 65

UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBHW3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541 UBKB3LK6541
hcni 01 3.11 3 3.1 3.6 2.5

mm 452 782 67 33 061 231

UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBHW3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 UBKB3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541 WWCHW3HP6541
hcni 41 3.8 3 3.1 3.6 2.2

mm 653 112 67 33 061 65

UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBHW3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 UBKB3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541 WWCHW3LP6541
hcni 41 3.11 3 3.1 3.6 2.5

mm 653 782 67 33 061 231

UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBHW3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541 UBKB3HR6541
hcni 71 3.8 3 3.1 3.6 2.2

mm 234 112 67 33 061 65

UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBHW3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541 UBKB3LR6541
hcni 71 3.11 3 3.1 3.6 2.5

mm 234 782 67 33 061 231

UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBHW3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541 UBKB3HW6541
hcni 02 3.8 3 3.1 3.6 2.2

mm 805 112 67 33 061 65

UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBHW3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541 UBKB3LW6541
hcni 02 3.11 3 3.1 3.6 2.5

mm 805 782 67 33 061 231
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30º Sloped Consoles  (1456 Series)

KEY FEATURES

Aluminum Top and Case
Same as 10 º series (see page 89)

KEY FEATURES

Aluminum Top and Walnut Case
Same as 10 º series (see page 89)

rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP rebmuNtraP
stinU stinU stinU stinU stinU

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD
poTegieB poTegieB poTegieB poTegieB poTegieB

esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna
poTkcalB poTkcalB poTkcalB poTkcalB poTkcalB

esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna esaCeulBdna
poTegieB poTegieB poTegieB poTegieB poTegieB

esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna esaCtunlaWdna
AAAAA BBBBB CCCCC DDDDD EEEEE FFFFF

UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBHW3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 UBKB3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541 WWCHW3EC6541
hcni 4 5.5 3 1.1 7.3 2.2

mm 201 041 67 82 49 65

UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBHW3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541 UBKB3EF6541
hcni 5.6 5.5 3 1.1 7.3 2.2

mm 561 041 67 82 49 65

UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBHW4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541 UBKB4GF6541
hcni 5.6 2.7 4 1.1 7.5 2.2

mm 561 381 201 82 541 65

UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBHW3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541 UBKB3EK6541
hcni 01 5.5 3 1.1 7.3 2.2

mm 452 041 67 82 49 65

UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBHW4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541 UBKB4GK6541
hcni 01 2.7 4 1.1 7.5 2.2

mm 452 381 201 82 541 65

UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBHW4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 UBKB4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541 WWCHW4KK6541
hcni 01 2.01 4 1.1 7.5 2.5

mm 452 952 201 82 541 231

UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBHW4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541 UBKB4GP6541
hcni 41 2.7 4 1.1 7.5 2.2

mm 653 381 201 82 541 65

UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBHW4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 UBKB4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541 WWCHW4KP6541
hcni 41 2.01 4 1.1 7.5 2.5

mm 653 952 201 82 541 231

UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBHW4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541 UBKB4KR6541
hcni 71 2.01 4 1.1 7.5 2.5

mm 234 952 201 82 541 231

UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBHW4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541 UBKB4KW6541
hcni 02 2.01 4 1.1 7.5 2.5

mm 805 952 201 82 541 231
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15º & 30º Sloped Consoles  (500 & 519 Series)

KEY FEATURES

• 18 ga. steel base for extra strength with vertical rows in sides for ventilation.

• Easy to machine - aluminum top panels are 0.064” (1.6 mm) thick aluminum.

• Sold pre-assembled with a two tone grey powder paint finish (base is dark satin gray, slope top is smooth light grey).

• Comes with four self adhesive rubber feet and required hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head screws).

15º - Steel Base & Back

Aluminum Top

15º - Steel Base

Aluminum Back & Top

30º - Steel Base

Aluminum Back & Top

rebmuNtraP
epolS

elgnA
stinU

snoisnemiD

kcaBleetS

poTmunimulA

munimulA

poT&kcaB
A B C D E F

0390-005 º51
hcni 0.7 0.7 31.2 2.1 2.4 9.2

mm 871 871 45 03 701 47

0490-005 º51
hcni 6.7 0.7 87.3 68.2 2.4 9.2

mm 091 871 69 37 701 47

0590-005 º51
hcni 7.11 38.7 31.2 2.1 2.4 7.3

mm 792 991 45 03 701 49

0190-515 º51
hcni 5.4 0.6 31.2 31.1 6.3 5.2

mm 411 251 45 92 19 46

0290-515 º51
hcni 0.6 0.6 31.2 31.1 6.3 5.2

mm 251 251 45 92 19 46

0390-515 º51
hcni 4.7 0.6 31.2 31.1 6.3 5.2

mm 881 251 45 92 19 46

0490-515 º51
hcni 4.7 0.6 87.3 87.2 6.3 5.2

mm 881 251 69 17 19 46

0590-515 º51
hcni 7.11 7.7 31.2 2.1 2.4 5.3

mm 792 691 45 03 701 98

0190-915 º03
hcni 5.8 7.5 87.3 68.1 7.3 5.2

mm 612 541 69 74 49 46

0290-915 º03
hcni 7.31 9.6 87.3 68.1 0.4 4.3

mm 843 571 69 74 201 68

or 30

B + 0.2

C + 0.15
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Heavy Duty Instrument (511-518 Series)

KEY FEATURES
• 18 ga. steel base and top (front & back panel will not push in from mounted buttons, controls, connectors etc.).

• Sides include two horizontal rows of ventilation.

• Choice of sloping or vertical sides by reversing case.

• Sold pre-assembled with powder paint finish. Top is dark satin grey. Bottom, front & back is smooth light grey.

• Comes with four self adhesive rubber feet and required hardware.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head screws).

rebmuNtraP stinU

snoisnemiD

htdiW
htgneL

)poT(

htgneL

)mottoB(
thgieH

0090-215
hcni 0.3 52.5 578.4 0.2

mm 67 331 421 15

0090-115
hcni 36.3 0.7 5.6 57.2

mm 29 871 561 07

0090-315
hcni 57.4 36.8 578.7 5.3

mm 121 912 002 98

rebmuNtraP stinU

snoisnemiD

htdiW
htgneL

)poT(

htgneL

)mottoB(
thgieH

019-815
hcni 57.7 60.11 57.9 57.4

mm 791 182 842 121

029-815
hcni 57.11 36.9 57.7 52.6

mm 892 542 791 951

KEY FEATURES
• 18 ga. steel base and top (front & back panel will not push in from mounted buttons, controls, connectors etc.).

• Sides include one horizontal row of louvers for ventilation.

• Choice of sloping or vertical sides by reversing case.

• Includes our handle (part number 1427C1) & holes in the top for mounting. Includes plastic plugs if handle is not used.

• Sold pre-assembled with powder paint finish. Top is dark satin grey. Bottom, front & back is smooth light grey.

• Comes with four self adhesive rubber feet and required hardware.

• Assembled with 8 machine screws into weld-nuts for repetitive assembly & disassembly.

rebmuNtraP stinU
snoisnemiD

htdiW htgneL thgieH

0100-615
hcni 5.8 83.41 52.9

mm 612 563 532

KEY FEATURES
• Heavy duty 0.1” (2.54mm) thick aluminum base and top - for extra strength (front & back panel will not push in from

  mounted buttons, controls connectors, etc.). Sides include for horizontal rows of louvers for ventilation.

• Includes heavy duty 0.1” (2.54 mm) thick aluminum - raised mounting panel. Mounting surface includes 8 press nuts for

  mounting and a 5” (127 mm) x 8.63” (219 mm) area.

• Front & back is recessed near the top with flange - to act as built in lifting handles.

• Comes with three cord grommets for front & rear holes and required assembly hardware.

• Sold pre-assembled in a light textured - dark grey powder paint finish.
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Sloped Instrument Consoles  (SCEM Series)

KEY FEATURES

• Convection ventilation is provided by slots in the bottom and

  removable rear panels.

• Aluminum case is finished in satin blue with a contempra grey

  panel.

• Supplied with hardware and rubber feet.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head

  screws).
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Aluminum & Steel Utility (1411 & 1412 Series)

Painted aluminum version...

rebmuNtraP

stinU

snoisnemiD

yerG16ASA

munimulA

larutaN

munimulA

yerG16ASA

leetS
A B C

B1141 UB1141 -
hcni 7.2 2.2 6.1

mm 96 65 14

C1141 UC1141 -
hcni 2.3 2.2 1.1

mm 18 65 82

D1141 UD1141 -
hcni 2.3 2.2 6.1

mm 18 65 14

G1141 UG1141 -
hcni 0.4 2.2 6.1

mm 201 65 14

H1141 UH1141 -
hcni 0.4 2.2 2.2

mm 201 65 65

F1141 UF1141 -
hcni 0.4 2.2 0.3

mm 201 65 67

J1141 UJ1141 J2141
hcni 0.4 0.4 0.2

mm 201 201 15

K1141 UK1141 -
hcni 0.5 2.2 2.2

mm 721 65 65

N1141 UN1141 -
hcni 0.5 0.3 2.2

mm 721 67 65

L1141 UL1141 -
hcni 0.5 0.4 0.3

mm 721 201 67

M1141 UM1141 -
hcni 0.6 0.3 0.3

mm 251 67 67

PP1141 UPP1141 PP2141
hcni 0.6 0.4 0.2

mm 251 67 15

P1141 UP1141 -
hcni 0.6 0.5 0.4

mm 251 721 201

Q1141 UQ1141 -
hcni 0.7 0.5 0.3

mm 871 721 67

SS1141 USS1141 SS2141
hcni 0.8 0.4 0.2

mm 302 201 15

S1141 US1141 -
hcni 0.8 0.4 0.3

mm 302 201 67

RR1141 URR1141 RR2141
hcni 0.8 0.6 0.2

mm 302 251 15

R1141 UR1141 -
hcni 0.8 0.6 5.3

mm 302 251 98

T1141 UT1141 -
hcni 0.01 2.2 6.1

mm 452 65 14

TT1141 UTT1141 TT2141
hcni 0.01 0.6 0.2

mm 452 251 15

U1141 UU1141 -
hcni 0.01 0.6 5.3

mm 452 251 98

W1141 UW1141 -
hcni 0.21 0.3 2.2

mm 503 67 65

X1141 UX1141 X2141
hcni 0.21 0.7 0.4

mm 503 871 201

V1141 UV1141 V2141
hcni 0.21 0.8 0.3

mm 503 302 67

Y1141 UY1141 Y2141
hcni 0.61 0.8 0.3

mm 604 302 67

Z1141 UZ1141 -
hcni 0.71 0.5 0.4

mm 234 721 201

KEY FEATURES

• .040” (1 mm) thick aluminum or 20 gauge steel

• Four self-tapping screws included.

• Natural aluminum or ASA 61 grey powder paint

  finish (outside only).

• Natural aluminum version is protected through

  manufacturing and shipping with a plastic skin

  cover to ensure a high quality finish.

• Replacement screws 1421J6 (Pkg. 6, 6-32

  Philips head screws).
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Steel Utility (1415 Series)

KEY FEATURES

• Sizes A to E are 20 gauge 0.036” thick steel.

• Sizes F to J are 18 gauge 0.048” thick steel.

• Self-tapping screws included.

• ASA 61 grey powder paint finish.

• Replacement screws 1421J6 (Pkg. of 6, 6-32

  Philips head screws).

• Lid mounting holes are 3/16” diameter
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Steel Chassis (1441 & 1431 Series)

"D" & "E" Dimensions are
     hole center to center

KEY FEATURES

• Spot welded heavy duty

  construction chassis.

• Finished in ASA 61 smooth

  grey or satin black powder

  paint.

• Cover holes are punched

  with 4 holes – 3/16”

  diameter. Hardware not

  provided, please order

  separately - Part number

  1421J6 (Pkg. of 6, 6-32

  Philips head screws).

rebmuNtraP

eguaG stinU

snoisnemiD

yerG

sissahC

yerG

revoC

kcalB

sissahC

kcalB

revoC
A B C D E

6-1441 6-1341 3KB6-1441 3KB6-1341 02
hcni 4 4 2 6.3 3

mm 201 201 15 29 67

8-1441 8-1341 3KB8-1441 3KB8-1341 02
hcni 6 4 2 6.5 3

mm 251 201 15 341 67

21-1441 21-1341 3KB21-1441 3KB21-1341 02
hcni 7 5 2 6.6 3

mm 871 721 15 861 67

9-1441 01-1341 3KB9-1441 3KB01-1341 02
hcni 8 4 1 6.7 3

mm 302 201 52 491 67

01-1441 01-1341 3KB01-1441 3KB01-1341 02
hcni 8 4 2 6.7 3

mm 302 201 15 491 67

41-1441 41-1341 3KB41-1441 3KB41-1341 02
hcni 9 5 2 6.8 3

mm 922 721 15 912 67

51-1441 61-1341 3KB51-1441 3KB61-1341 02
hcni 01 6 1 6.9 4

mm 452 251 52 442 201

61-1441 61-1341 3KB61-1441 3KB61-1341 02
hcni 01 6 2 6.9 4

mm 452 251 15 442 201

22-1441 22-1341 3KB22-1441 3KB22-1341 02
hcni 21 8 2 6.11 6

mm 503 302 15 592 251

42-1441 22-1341 3KB42-1441 3KB22-1341 02
hcni 21 8 3 6.11 6

mm 503 302 67 592 251

92-1441 92-1341 3KB92-1441 3KB92-1341 02
hcni 21 01 2 6.11 8

mm 503 452 15 592 302

81-1441 81-1341 3KB81-1441 3KB81-1341 02
hcni 5.31 5 2 1.31 3

mm 343 721 15 333 67

62-1441 62-1341 3KB62-1441 3KB62-1341 02
hcni 61 8 2 6.51 6

mm 604 302 15 793 251

82-1441 62-1341 3KB82-1441 3KB62-1341 02
hcni 61 8 3 6.51 6

mm 604 302 67 793 251

02-1441 02-1341 3KB02-1441 3KB02-1341 02
hcni 71 4 3 6.61 3

mm 234 201 67 224 67

03-1441 03-1341 3KB03-1441 3KB03-1341 02
hcni 71 01 2 6.61 8

mm 234 452 15 224 302

23-1441 03-1341 3KB23-1441 3KB03-1341 02
hcni 71 01 3 6.61 8

mm 234 452 67 224 302

33-1441 03-1341 3KB33-1441 3KB03-1341 02
hcni 71 01 4 6.61 8

mm 234 452 201 224 302

43-1441 43-1341 3KB43-1441 3KB43-1341 81
hcni 71 21 2 6.61 01

mm 234 503 15 224 452

63-1441 43-1341 3KB63-1441 3KB43-1341 81
hcni 71 21 3 6.61 01

mm 234 503 67 224 452

83-1441 83-1341 3KB83-1441 3KB83-1341 81
hcni 71 41 3 6.61 21

mm 234 653 67 224 503

04-1441 83-1341 3KB04-1441 3KB83-1341 81
hcni 71 41 4 6.61 21

mm 234 653 201 224 503

24-1441 83-1341 3KB24-1441 3KB83-1341 81
hcni 71 41 5 6.61 21

mm 234 653 721 224 503
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Aluminum Chassis (1444 & 1434 Series)

"D" & "E" Dimensions are
     hole center to center

KEY FEATURES

• Spot welded heavy duty construction chassis.

• Natural finish (as shown above - right group)

• Cover holes are punched with 4 holes – 3/16”

  diameter. Hardware not provided, please order

  separately - Part number 1421J6 (Pkg. of 6,

  6-32 Philips head screws).

rebmuNtraP
.nI

kcihT
stinU

snoisnemiD

munimulA

sissahC
revoC A B C D E

6-4441 6-4341 040.
hcni 4 4 2 6.3 3

mm 201 201 15 29 67

8-4441 8-4341 040.
hcni 6 4 2 6.5 3

mm 251 201 15 341 67

21-4441 21-4341 040.
hcni 7 5 2 6.6 3

mm 871 721 15 861 67

9-4441 01-4341 040.
hcni 8 4 1 6.7 3

mm 302 201 52 491 67

01-4441 01-4341 040.
hcni 8 4 2 6.7 3

mm 302 201 15 491 67

41-4441 41-4341 040.
hcni 9 5 2 6.8 3

mm 922 721 15 912 67

51-4441 61-4341 040.
hcni 01 6 1 6.9 4

mm 452 251 52 442 201

61-4441 61-4341 040.
hcni 01 6 2 6.9 4

mm 452 251 15 442 201

22-4441 22-4341 150.
hcni 21 8 2 6.11 6

mm 503 302 15 592 251

42-4441 22-4341 150.
hcni 21 8 3 6.11 6

mm 503 302 67 592 251

92-4441 92-4341 150.
hcni 21 01 2 6.11 8

mm 503 452 15 592 302

81-4441 81-4341 040.
hcni 5.31 5 2 1.31 3

mm 343 721 15 333 67

62-4441 62-4341 150.
hcni 61 8 2 6.51 6

mm 604 302 15 793 251

82-4441 62-4341 150.
hcni 61 8 3 6.51 6

mm 604 302 67 793 251

02-4441 02-4341 040.
hcni 71 4 3 6.61 3

mm 234 201 67 224 67

03-4441 03-4341 150.
hcni 71 01 2 6.61 8

mm 234 452 15 224 302

23-4441 03-4341 150.
hcni 71 01 3 6.61 8

mm 234 452 67 224 302

33-4441 03-4341 150.
hcni 71 01 4 6.61 8

mm 234 452 201 224 302
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Steel Chassis Cover (1451 Series)

KEY FEATURES

• For use with the 1441 and 1444 series chassis.

• 20 gauge steel ends welded to a perforated steel wrapper.

• ASA 61 grey baked enamel finish.

• 4 self-tapping screws included.

• Replacement screws 1421J6 (Pkg. of 6, 6-32 Philips head screws).

rebmuNtraP
stinU

snoisnemiD htiwesU

sissahC
yarG16ASA kcalBnitaS A B C

01-1541 3KB01-1541
hcni 8 4 2.5

8x4
mm 302 201 231

41-1541 3KB41-1541
hcni 9 5 2.5

9x5
mm 822 721 231

61-1541 3KB61-1541
hcni 01 6 2.5

01x6
mm 452 251 231

92-1541 3KB92-1541
hcni 01 21 2.5

21x01
mm 452 503 231

22-1541 3KB22-1541
hcni 21 8 2.5

21x8
mm 503 302 231

62-1541 3KB62-1541
hcni 61 8 2.5

61x8
mm 604 302 231

03-1541 3KB03-1541
hcni 71 01 2.5

71x01
mm 234 452 231



Accessories



101www.hammondmfg.com©

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010

USA
Cheektowaga, NY (716) 651-0086

EUROPE
Basingstoke, UK +44 1256 812812

AUSTRALASIA
Queenstown, SA, Australia +61 8 8240 2244

Handles

traP

rebmuN
stinU

snoisnemiD

rofdengiseD

thgieHlenaP

eldnaH

gnitnuoM

eloH

sretneC

thgieH
wercS

daerhT

daerhT

htpeD

eldnaH

retemaiD

B7241
hcni 52.1 526.0

04-4
651.0 781.0

)U1("57.1
mm 8.13 9.51 69.3 57.4

2B7241
hcni 52.1 00.1

23-6
52.0 781.0

)U1("57.1
mm 8.13 4.52 53.6 57.4

D7241
hcni 57.1 57.0

04-4
52.0 781.0

)U3("52.5
mm 5.44 1.91 53.6 57.4

E7241
hcni 00.2 00.1

23-6
52.0 781.0

)U3("52.5
mm 8.05 4.52 53.6 57.4

Q7241
hcni 03.2 59.0

23-6
573.0

35.9

52.0
)U3("52.5

mm 4.85 8.32 53.6

P7241
hcni 8.2 59.0

23-6
573.0

35.9

52.0
)U3("52.5

mm 1.17 8.32 53.6

G7241
hcni 00.3 57.1

23-8
265.0 52.0

)U5("57.8
mm 2.67 5.44 72.41 53.6

N7241
hcni 05.3 02.1

23-01
573.0

35.9

573.0
)U5("57.8

mm 9.88 5.03 35.9

2N7241
hcni 05.3 05.1

23-8
265.0 52.0

)U5("57.8
mm 9.88 1.83 72.41 53.6

1C7241
hcni 00.4 03.1

23-01
265.0 573.0

)U5("57.8
mm 6.101 33 72.41 35.9

S7241
hcni 00.4 05.1

23-8
265.0 52.0

)U5("57.8
mm 6.101 1.83 72.41 53.6

2S7241
hcni 00.4 57.1

23-8
265.0 52.0

)U5("57.8
mm 6.101 5.44 72.41 53.6

T7241
hcni 00.5 05.1

23-8
265.0 52.0

)U7("52.21
mm 721 1.83 72.41 53.6

2T7241
hcni 00.5 57.1

23-8
265.0 52.0

)U7("52.21
mm 721 5.44 72.41 53.6

M7241
hcni 03.5 02.1

23-01
573.0

35.9

573.0
)U7("52.21

mm 6.431 5.03 35.9

W7241
hcni 00.6 05.1

23-8
265.0 52.0

)U7("52.21
mm 4.251 1.83 72.41 53.6

2W7241
hcni 00.6 57.1

23-8
265.0 52.0

)U7("52.21
mm 4.251 5.44 72.41 53.6

L7241
hcni 00.7 03.1

23-01
573.0 573.0

)U8("00.41
mm 8.771 33 35.9 35.9

Key Features:
• Chrome plated round steel

• Sold singly

• Hardware included

Key Features:
• Modern style.

• Rugged endposts made of Polyamid with

  30% reinforced glass fiber and molded-in

  brass inserts.

• Heavy duty extruded anodized aluminum

  bar handle.

• Sold singly.

• Hardware included

• Three color version available for each

  size.

rebmuNtraP

stinU

snoisnemiD

dnEkcalB

raelC/tsoP

munimulA

dnEkcalB

kcalB/tsoP

munimulA

dnEyerG

raelC/tsoP

munimulA

eldnaH

gnitnuoM

eloH

sretneC

thgieH
wercS

daerhT

eldnaH

htdiW

CBG7241 BBG7241 CGG7241
hcni 00.3 46.1

01x4M
25.0

mm 2.67 7.14 2.31

CBN7241 BBN7241 CGN7241
hcni 05.3 46.1

01x4M
25.0

mm 9.88 7.14 2.31

CBS7241 BBS7241 CGS7241
hcni 00.4 46.1

01x4M
25.0

mm 6.101 7.14 2.31

CBT7241 BBT7241 CGT7241
hcni 00.5 46.1

01x4M
25.0

mm 721 7.14 2.31

CBM7241 BBM7241 CGM7241
hcni 03.5 46.1

01x4M
25.0

mm 6.431 7.14 2.31

CBW7241 BBW7241 CGW7241
hcni 00.6 46.1

01x4M
25.0

mm 4.251 7.14 2.31

CBL7241 BBL7241 CGL7241
hcni 00.7 46.1

01x4M
25.0

mm 8.771 7.14 2.31
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Handles

1427C2
• 4” (102mm) hole to hole

  mounting centers

• 4.4” (111mm) length

• 1.3” (33mm) height

• 5/8” x 9/32” (15.9 x

  7.14mm) oval, satin nickel

  finished brass

• 10-32 hardware included

• thread depth is 1/2”

  (12.7mm)

1427C5
• 4” (102mm) hole to hole

  mounting centers

• 4.2” (108mm) length

• 1.3” (34mm) height

• 1/4” x 7/8” (6.35 x 22.2mm)

  rectangular, clear anodized

  brushed finish aluminum

• 8-32 hardware included

• thread depth is 7/16”

  (11.11mm)

M268-2
• 3.5” (88mm) hole to hole

  mounting centers

• 4” (102mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .48” (12mm) width

M268-3
• 4.8” (121mm) hole to

hole

  mounting centers

• 5.3” (134mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .48” (12mm) width

1427C6
• 2.7” (70mm) hole to hole

  mounting centers

• 3.5” (89mm) length

• 1.5” (38mm) height

• clear anodized satin finish

  aluminum

• 8-32 hardware included

• thread depth is 7/16”

  (11.11mm)

M268-4
• 7.1” (181mm) hole to hole

  mounting centers

• 7.6” (194mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .48” (12mm) width

M268-5
• 9.3” (237mm) hole to hole

  mounting centers

• 9.8” (249mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .48” (12mm) width

M3299-1131
• 1.3” (32mm) hole to hole

  mounting centers

• 1.7” (42mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .30” (8mm) width
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Handles

M286-6
• 3.9” (99mm) hole to hole

  mounting centers

• 4.6” (118mm) length

• 1.7” (42mm) height

• spring-locked, chrome

  plated steel folding handle

• carry capacity of 220 lbs.

  (100kg) per pair

• hardware included

• sold in pairs

M250-663
• 2.7” (67mm) hole to hole

  mounting centers

• 3” (75mm) length

• 1.3” (32mm) height

• black nylon carry handles

• hardware included

M250-1003
• 4” (102mm) hole to hole

  mounting centers

• 4.4” (111mm) length

• 1.4” (36mm) height

• black nylon carry handle

• 55 lb. load capacity

• hardware included

• .52” (13mm) width

M250-1393
• 5.6” (141mm) hole to hole

  mounting centers

• 6.1” (154mm) length

• 1.7” (42mm) height

• black nylon carry handle

• 132 lb. load capacity

• hardware included

• .79” (20mm) width

1427F
• 3.7” (94mm) hole to hole

  mounting centers

• 4.9” (124mm) length

• 2.2” (56mm) height

• black, scratch resistant,

  light weight polystyrene

  handle

• 60 lb. load capacity

• nickel plated steel

  support posts

• hardware included

• .43” (11mm) width

M3299-1231
• 3” (75mm) hole to hole

  mounting centers

• 3.4” (87mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .30” (8mm) width

M3299-1301
• 4.7” (119mm) hole to hole

  mounting centers

• 5.2” (131mm) length

• 1.6” (40mm) height

• matte clear anodized

  aluminum handle

• hardware included

• .30” (8mm) width

1427C4
• 4.4” (111mm) hole to hole

  mounting centers

• 5” (127mm) length

• 1” (25mm) height

• black anodized satin finish

  aluminum

• 8-32 hardware included

• thread depth is 3/8”

  (9.5mm)
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1427J
• 8.5” (216mm) long

• .77” (20mm) width

• .19” (5mm) height

• 7.25” (184mm) mounting

  centers

• chrome caps on a fluted

  soft vinyl strap with a

  spring steel core

• 50 lb. (23 kg) load capacity

• hardware included

1427K
• 5” (128mm) length

• 3.5” (90mm) height

• .68” (17mm) depth

• black plastic tray with grey

  plastic folding handle

• handle is 4.1” (104mm) wide

  and 2.5” (63mm) high

• steady load capacity of 75

  lbs. per handle

• simple installation: secured

  by 2 clips (included)

 M262-01
• 5.9” (150mm) length

• 4.1” (105mm) height

• .65” (17mm) depth

• galvanized steel, flush

  mount screw down tray

• polished aluminum handle

• handle is 4.7” (120mm)

  wide and 3” (77mm) high

• steady load capacity of 330

  lbs. per pair

• hardware included

• sold in pairs

M263-1
• 5.1” (130mm) length

• 3.6” (91mm) height

• .79” (20mm) depth

• black steel tray

• folding, spring loaded

  polished steel handle

• handle is 4” (102mm)

  wide and 2.3” (59mm)

  high

• steady load capacity

  of 275 lbs. per pair

• hardware not included

• sold in pairs

M3255-2001
• 7.6” (194mm) length

• 3” (76mm) height

• .83” (21mm) depth

• silver steel tray

• folding black matte handle

• handle is 6.4” (164mm)

  wide and 2.3” (59mm) high

• carry capacity of 220 lbs.

  per pair

• hardware not included

• sold in pairs

M797-24
• 1.1” (27mm) length

• .64” (16mm) height

• .55” (14mm) depth

• black polyamic fixed rear

  legs

• hardware included

• sold in pairs

M3784-7001
• 2.6” (67mm) length (in

  closed position)

• 1.8  (46mm) height (in open

  position)

• black polyamide spring

  locked folding legs

• hardware included

• sold in pairs

1427X
• 2.5” (63mm) length (in

  closed position)

• 1.35” (34mm) height (in

  open position)

• white ABS plastic folding

  legs

• sold in pairs

Handles & Feet
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M795
• 4.8” (122mm) overall length

• grey plastic cord wrap

• simple installation: secured

  by two clips each (in-

  cluded)

• sold in pairs

M795-2
• 5” (126mm) overall length

• zinc plated cord wrap

• mounting hardware not

  included

• sold in pairs

Cable Wraps, Rubber Feet & Bails

RUBBER FEET

1421T2 1421T3 1421T4

1421T7

1421T5CL

1421T6CL 1421T8BK 1421T9BK
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Hardware

HARDWARE

rebmuNtraP .gkprep.ytQ seirosseccAerawdraH

TIKWAA1HB 1 seiresE&B9951rofllecAA1roftikredlohyrettaB

TIKWAA2HB 1 seiresE&B9951rofllecAA2roftikredlohyrettaB

TIKWAAA1HB 1 seiresE&B9951rofllecAAA1roftikredlohyrettaB

TIKWAAA2HB 1 seiresE&B9951rofllecAAA2roftikredlohyrettaB

TIKWAAA3HB 1 seiresE9951rofllecAAA3roftikredlohyrettaB

TIKWAAA4HB 1 seiresE9951rofllecAAA4roftikredlohyrettaB

TIK16SB 1 seiresE&B9951rofllecV9-1roftikredlohyrettaB

RK7241 1 seires1551roftikgniryeK

02A8441 02 sliar8441rofswercsdnaspilc,selgnA

6R8441 1 )mm241-"6.5(seires8541&1041rofsliargnitnuoM

8R8441 1 )mm391-"6.7(seires8541&1041rofsliargnitnuoM

01R8441 1 )mm442-"6.9(seires8541&1041rofsliargnitnuoM

21R8441 1 )mm592-"6.11(seires8541&1041rofsliargnitnuoM

41R8441 1 )mm543-"6.31seires8541&1041rofsliargnitnuoM

001-GNIRO0951 001 seires0951thgitretawrofgnir"O"

CA1951 1 seiresA1951rofdilcitsalpraelC

CB1951 1 seiresB1951rofdilcitsalpraelC

CC1951 1 seiresC1951rofdilcitsalpraelC

CD1951 1 seiresD1951rofdilcitsalpraelC

CE1951 1 seiresE1951rofdilcitsalpraelC

CG1951 1 seiresG1951rofdilcitsalpraelC

CH1951 1 seiresH1951rofdilcitsalpraelC

CL1951 1 seiresL1951rofdilcitsalpraelC

CS1951 1 seiresS1951rofdilcitsalpraelC

CT1951 1 seiresT1951rofdilcitsalpraelC

CU1951 1 seiresU1951rofdilcitsalpraelC

CV1951 1 seiresV1951rofdilcitsalpraelC

6Z1951 6 seires1951&)R-L(0951rofsrotpadadrac.C.P

05Z1951 05 seires1951&)R-L(0951rofsrotpadadrac.C.P

001Z1951 001 seires1951&)R-L(0951rofsrotpadadrac.C.P

GTE2951 1 esac"T"2951roftikteksaG

MTE2951 1 esac"T"2951foraerrofdap"3citengaM

FRTE2951 6 esac"T"2951rofteefrebbuR

VTE2951 1 esac"T"2951rofdapgnitnuomorcleV

01RID3951 01 D3951rofslenapderarfnI

01RIN3951 01 N3951rofslenapderarfnI

01RIP3951 01 X&Y,Q,P,L,K3951rofslenapderarfnI

01RIS3951 01 T&S3951rofslenapderarfnI

52ZA4951 stes52 seiresA4951rofsediugdrac.C.P

5DA4951 stes5 seiresA4951rofsediugdrac.C.P

52ZB4951 stes52 seiresB4951rofsediugdrac.C.P

5DB4951 stes5 seiresB4951rofsediugdrac.C.P

52ZC4951 stes52 seiresC4951rofsediugdrac.C.P

5DC4951 stes5 seiresC4951rofsediugdrac.C.P

52ZD4951 stes52 seiresD4951rofsediugdrac.C.P

5DD4951 stes5 seiresD4951rofsediugdrac.C.P

52ZE4951 stes52 seiresE4951rofsediugdrac.C.P

5DE4951 stes5 seiresE4951rofsediugdrac.C.P

KBALP8951 2 seiresA8951rofslenapdnecitsalpkcalB

KBBLP8951 2 seiresB8951rofslenapdnecitsalpkcalB

KBBBLP8951 2 seiresBB8951rofslenapdnecitsalpkcalB

KBCLP8951 2 seiresC8951rofslenapdnecitsalpkcalB

KBDLP8951 2 seiresD8951rofslenapdnecitsalpkcalB

KBELP8951 2 seiresE8951rofslenapdnecitsalpkcalB

KBFLP8951 2 eiresF8951rofslenapdnecitsalpkcalB

KBGLP8951 2 eiresG8951rofslenapdnecitsalpkcalB

KBHLP8951 2 seiresH8951rofslenapdnecitsalpkcalB

KBJLP8951 2 seiresJ8951rofslenapdnecitsalpkcalB
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Hardware & Screws

SCREWS

HARDWARE con’t.

1427DINCLIP
• Designed for mounting enclosures to DIN rails

• Includes hardware (Qty. 4 of a #5 self tapping screw) & drilling template

• Center to center hole spacing is 1.18” (30mm)

• Material is a rugged glass filled, black nylon (UL94-VO flammability

  rating)

• Units are 1.8” (45.7mm) long, 0.4” (10.0mm) wide - overall

• Sold in packages of 2

DIN CLIPS

rebmuNtraP .gkprep.ytQ seirosseccAerawdraH

1HT8951 1 G&F,E,C8951rofeldnahtliT

2HT8951 1 J&H8951rofeldnahtliT

52CPZ8951 52 seires8951rofspilcdraobtiucriC

001CPZ8951 001 seires8951rofspilcdraobtiucrIC

5DB9951 5 seiresB9951rofsredividyrettabcitsalP

001DB9951 001 seiresB9951rofsredividyrettabcitsalP

PILC9951 1 erawdrahhtiwpilctekcoprotlebnolynkcalB

YGPILC9951 1 erawdrahhtiwpilctekcoprotlebnolynyerG

5DE9951 5 seiresE9951rofsredividyrettabcitsalP

001DE9951 001 seiresE9951rofsredividyrettabcitsalP

5DH9951 5 seiresH9951rofsredividyrettabcitsalP

001DH9951 001 seiresH9951rofsredividyrettabcitsalP

rebmuNtraP
repytQ

.gkp
swercSyrosseccA&tnemecalpeR eziSwercS

6J1241 6 seiresesaclatemtsomrofgnippatfleS detalplekcin,spilihp23-6

001SM5541 001 seires5541dezidonaraelcrofswercsenihcaM -

KB001SM5541 001 seires5541dezidonakcalbrofswercsenihcaM -

001STA1551 001 seires1551rofepytgnippatfleS detalplekcin"61/3x2#

001SM0951 001 seires)R&M,Ltpecxe(0951rofepytenihcaM detalplekcin"½x23-6

KB05SM0951 05 seires0951rofepytenihcamkcalB "½x23-6

UB05SM0951 05 seires0951rofepytenihcameulB "½x23-6

YG05SM0951 05 seires0951rofepytenihcamyerG "½x23-6

001SMW0951 001 sieresthgitretaw0951rofwercsenihcamleetssselniatS "½x23-6

KB001SMW0951 001 eresthgitretaw0951rofwercsenihcamleetssselniatskcalB "½x23-6

001SM1951 001 seires8951&1951rofepytenihcaM mm01x5.0-3M

KB001SM1951 001 seires8951&1951rofepytenihcamkcalB mm01x5.0-3M

001ST1951 001 seires1551dnaeneryts1951rofepytgnippatfleS detalplekcin"5.0x4#

KB001ST1951 001 seires1551dnaeneryts1951rofepytgnippatfleskcalB "5.0x4#

05STA3951 05 seires9951&dilegnalf1951,3951rofdaehnapgnippatfleS x4# "4/1 )mm4.6(

001STA3951 001 eires9951&dilegnalf1951,3951rofdaehnapgnippatfleS x4# "4/1 )mm4.6(

001SK3951 001 seiresX&L,K3951rofdaehlavo,gnippatfleS x4# "578.0 )mm2.22(

001SM3951 001 seiresT&S3951rofdaehlavo,gnippatfleS )mm9.51("526.0x4#

001SM4951 001 seires2951dna,B9951,4951rofepytenihcaM mm81x5.0-3M

001SQ4951 001 seiresY&D,Q,P,N,J3951rofdaehlavo,gnippatfleS )mm1.91("57.0x4#

001ST4951 001 seiresenerytsSE9951&4951rofgnippatfleS )"1(mm4.52x4#

001SMW4951 001 E9951&seiresthgitretaw4951rofepytenihcaM mm52x5.0-3M

001SM5951 001 seires5951rofepytenihcaM mm8x5.0-3M

001STA8951 001 8951&5951nisessobffo-dnatsrofswercS x6# "4/1 )mm4.6(

001ST8951 001 seireseneryts8951rofgnippatfleS x4# 8/5 "

001STB9951 001 seiresenerytsSB9951rofgnippatfleS "¾x4#
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Flange Kits & P.C. Board Adaptors

Flange kits can be screwed to

the lid of our 1591 series...
Three sizes cover our entire

1591 series...

Molded in the same high

quality, high strength, fire

retardant  ABS plastic (black

only) as our 1591 series.

Flange slots allow

for easy cable tie

hanging...

Flange kits mount to the rear of

our 1591 series  (using glue)...

NOTE: When gluing flanges to

ABS plastic boxes we recom-

mend standard ABS cement. To

glue flanges to our styrene

enclosures we recommend a

faster setting glue like Loctite’s

“Quick Tite”

PLASTIC FLANGE KITS

SOLD IN PACKS OF 10 SOLD IN PACKS OF 10
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Box Mount Lid Mount

P. C. CARD ADAPTORS

P.C. Board Card Adaptors

Allows horizontal mounting of P.C.

board(s). For the 1591 and

ribbed 1590 series only.

1591Z6 - Package of 6

1591Z50 - Package of 50

1591Z100 - Package of 100
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Our Website

www.hammondmfg.com

We have attempted to make this one of the easiest catalogs in the industry to use! By doing

so, we decided not to print all - part by part  “detail” dimensions of each model. We are focusing on

our website as THE central location for this type of information. Our goal, is that it will become one of

your favorite tools when choosing enclosures, transformers & outlet strips! A summary of what is

available on our site:

Individual part number dimension drawings in color,

downloadable in Adobe Reader PDF format . Readable and

printable in high resolution!

Individual part number dimension drawings in AutoCAD formats...

- Color photo tables with thumbnail previews for each part number...

- Distributor locations and links - we have teamed up with the best in the industry to bring you

  our products fast. Many complete with “on-line” order entry...

- NEW products, technical data, engineering bulletins, etc. for fast downloading...

- FAST e-mail links to our marketing department to order our other product catalogs...

- Links to other Hammond Manufacturing divisions...

- and much, much more....even a link to the fascinating Hammond “Museum of Radio”

AND
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Technical Information

94 V-O

Test samples are extinguished within

5 seconds average time. None of the

test samples burn longer than 10

seconds. No test samples emit

burning particles.

94 V-1

Test samples are extinguished within

25 seconds average time. None of

the test samples burn longer than 60

seconds. No test samples emit

burning particles.

94 V-2

Similar to 94 V-1, except test

samples emit burning particles during

the test. The test sample is

extinguished in all cases mentioned

above. If the sample continues to

burn after 25 seconds a horizontal

test can be performed to meet

classification.

slairetaMcitsalPfoseitreporP slairetaMcitsalPfoseitreporP slairetaMcitsalPfoseitreporP slairetaMcitsalPfoseitreporP slairetaMcitsalPfoseitreporP

ytreporP ytreporP ytreporP ytreporP ytreporP stinU stinU stinU stinU stinU
tseT tseT tseT tseT tseT

dohteM dohteM dohteM dohteM dohteM
SBA SBA SBA SBA SBA

SBA SBA SBA SBA SBA
emalF emalF emalF emalF emalF

tnadrateR tnadrateR tnadrateR tnadrateR tnadrateR
enerytsyloP enerytsyloP enerytsyloP enerytsyloP enerytsyloP

-yloP -yloP -yloP -yloP -yloP
etanobrac etanobrac etanobrac etanobrac etanobrac

rebiF rebiF rebiF rebiF rebiF
decrofnieR decrofnieR decrofnieR decrofnieR decrofnieR
retseyloP retseyloP retseyloP retseyloP retseyloP

seitreporPlacinahceM seitreporPlacinahceM seitreporPlacinahceM seitreporPlacinahceM seitreporPlacinahceM
dleiy@htgnertselisneT ISP 836DMTSA 0985 0525 0023 00001 0006

kaerb@noitagnoleelisneT % 836DMTSA 22 51 05 001 5.0
suludomelisneT ISP 836DMTSA 000,092 000,062 000,582 000,018 000,006,1
suludomlaruxelF ISP 097DMTSA 000,092 000,062 000,582 000,018 000,006,1
htgnertSlaruxelF ISP 097DMTSA 0028 0086 00181 00071 00051

dehcton-)"8/1(tcapminozI NI/BLTF 652DMTSA 5.4 9.3 1.2 61 5.4
dilos-ytivargcificepS _ 297DMTSA 40.1 22.1 71.1 2.1 59.1
RllewkcoR,ssendraH R 587DMTSA 001 001 04 811 04

)elacSlocreB(
seitreporPlamrehT seitreporPlamrehT seitreporPlamrehT seitreporPlamrehT seitreporPlamrehT

xednitleM
-01/MG

NIM
8821DMTSA 3 4 3 7 -

pmeTnoitcelfeDtaeH
APK554@ º )C(F 846DMTSA )69(502 )58(581 )78(881 )041(482 )002(293

APK0281@ º )C(F 846DMTSA )38(181 )47(561 - )131(862 -
erutarepmetgninetfosnaciV º )C(F 5251DMTSA )301(712 )88(091 )59(302 )451(013 -

scitsiretcarahcemalF - 49LU BH OV BH BH OV
ytivitcudnoclamrehT C.M/W 771CMTSA 91.0 - 61.0 91.0 100.0
seitreporPlacirtcelE seitreporPlacirtcelE seitreporPlacirtcelE seitreporPlacirtcelE seitreporPlacirtcelE

ecnatsiseremulovcificepS mc/mhO 752DMTSA 51E01 31E01 61E01 61E01 51E01
htgnertscirtceleiD LIM/V 941DMTSA 041 004 512 061 004

seitreporPrehtO seitreporPrehtO seitreporPrehtO seitreporPrehtO seitreporPrehtO
noitbrosbaretaW % 075DMTSA 3.0 - 1.0 51.0 61.0

!elbitsubmocsiBH49deifissalclairetaM*
srerutcafunamlairetamneewtebyravyamseulavesehT.ylnoecnereferrofseulavlacipyteraevobadetonseulaV

.secnarelotgnirutcafunamlamronnihtiwdna

Flammability Rating
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Technical Information

Degree of protection - “IP” Codes Information

Example:
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Picture your product in...

a factory modified Hammond enclosure!

Easy to quote and order!

- Mark up the drawings in this catalog & fax or mail, or....

- Mark up our PDF drawings downloadable from our website, or...

- Modify our AutoCAD files downloadable from our website...

- and e-mail us at: modifieds@hammondmfg.com

- Fast turnaround on prototypes...

- Start-up quantities through full “production” runs...
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Part Number Color Soft Side 
Grip

Battery
Door Units

Dimensions Max P.C. Board

Length Width Depth Length Width
  1553BBK
  1553BGY
  1553BBKBK
  1553BTBUBK
  1553BRDBK
  1553BYLBK

Black
Grey 
Black

Translucent Blue
Red

Yellow

Grey
Grey
Black
Black
Black
Black

No inch
mm

4.62
117

3.11
79

0.95
24

4.30
109

2.40
61

  1553DBK
  1553DGY
  1553DBKBK
  1553DTBUBK
  1553DRDBK
  1553DYLBK

Black
Grey
Black

Translucent Blue
Red

Yellow

Grey
Grey
Black
Black
Black
Black

No inch
mm

5.8
147

3.5
89

0.98
24

5.48
139

2.65
67

  1553BBKBAT
  1553BGYBAT
  1553BBKBKBAT
  1553BTBUBKBAT
  1553BRDBKBAT
  1553BYLBKBAT

Black
Grey
Black

Translucent Blue
Red

Yellow

Grey
Grey
Black
Black
Black
Black

Yes inch
mm

4.62
117

3.11
79

0.95
24

3.08
78

2.40
61

  1553DBKBAT
  1553DGYBAT
  1553DBKBKBAT
  1553DTBUBKBAT
  1553DRDBKBAT
  1553DYLBKBAT

Black
Grey
Black

Translucent Blue
Red

Yellow

Grey
Grey
Black
Black
Black
Black

Yes inch
mm

5.8
147

3.5
89

0.98
24

4.21
107

2.65
67
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USA
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ABS Plastic - Soft Sided Hand Held (1553 Series)

KEY FEATURES

• Choice of two versions (with or without battery door and compartment) - in two sizes - in six color combinations.
• Molded in general purpose ABS plastic with a soft grey or black overmold soft plastic grip.
• Top cover is recessed for membrane display or keypad.
• P.C. board standoffs are molded into case.
• Includes removable front panel (for easy modifications) and assembly hardware.
• Battery door & compartment version includes 4 battery clips (for 2 - AA batteries) and a 9 volt (PP3) battery clip.
• Choice of five enclosure colors: light grey, black, red, yellow and translucent blue.
• Choice of two soft side grip colors (grey and black).



Part Number Color Removable 
Panels

Battery
Door Units

Dimensions
A

Length
B

Width
C

Depth

1593KTBU TransBlue 2 No inch
mm

2.6
66

2.6
66

1.1
28

1593LTBU TransBlue 2 No inch
mm

3.6
92

2.6
66

1.1
28

1593NTBU TransBlue 2 No inch
mm

4.3
110

2.9
75

1.0
25

1593XTBU TransBlue 2 No inch
mm

5.5
140

2.6
66

1.1
28

EUROPE
Basingstoke, UK 01256 812812

AUSTRALIA
Queenstown, Australia 61-8-8240-2244

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010
USA

Cheektowaga, NY (716) 630-7030 
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ABS Plastic Hand Held (1593 Series)

NOTE: For original Grey and Black versions
see pages 26-29 of the 9C-05 catalog

KEY FEATURES

• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.
• Ergonomically designed for a comfortable fit to the user’s hand.
• Two piece lap joint construction provides protection against dust accumulation and splashing water.
• Molded in translucent blue ABS plastic (translucent to blue white and near white LEDs, readouts & displays).
• Unit is secured with self tapping screws.
• Recessed top for membrane display or pad.
• Four P.C. card standoffs molded in bottom.
• Removable front & rear panels for easy modification (or replace with optional IR panel) - sized to accept
  most popular connectors.

NOTE: 1593N is designed to house the smart card readers.



Part Number Color Removable
Panels

Battery 
Door

Dimensions 

Units A
Length

B
Width

C
Depth

1593STBU TransBlue 1 Yes inch
mm

3.6
92

2.6
66

0.83
21

1593PTBU TransBlue 1 Yes inch
mm

3.6
92

2.6
66

1.1
28

1593TTBU TransBlue 1 Yes inch
mm

4.4
112

2.6
66

0.83
21

1593QTBU TransBlue 1 Yes inch
mm

4.4
112

2.6
66

1.1
28

1593YTBU TransBlue 1 Yes inch
mm

5.5
140

2.6
66

1.1
28

5CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010
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ABS Plastic Hand Held (1593 Series)

KEY FEATURES

• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.
• Ergonomically designed for a comfortable fit to the user’s hand.
• Two piece lap joint construction provides protection against dust accumulation and splashing water.
• Molded in translucent blue ABS plastic (translucent to blue white and near white LEDs, readouts & displays).
• Unit is secured with self tapping screws.
• Recessed top for membrane display or pad.
• Four vertical P.C. card guides molded in.
• Long life battery door with our “three snap” location door.
• Four P.C. card standoffs molded in both halves.
• Removable front panel for easy modification (or replace with optional IR panel) - sized to accept
  most popular connectors.

NOTE: Due to their low profile design, the 1593S & 1593T models will not accept batteries
larger than AAA.

NOTE: For original Grey and Black versions
see pages 26-29 of the 9C-05 catalog



Part Number Color Removable
Panels

Battery 
Door

Dimensions 

Units A
Length

B
Width

C
Depth

1593DTBU TransBlue 2 No inch
mm

4.5
114

1.4
36

1.0
25

Part Number Color Removable
Panels

Battery 
Door

Dimensions 

Units A
Length

B
Width

C
Depth

1593JTBU TransBlue 0 No inch
mm

2.6
66

2.6
66

1.1
28

B

A

C

B

C

A

EUROPE
Basingstoke, UK 01256 812812

AUSTRALIA
Queenstown, Australia 61-8-8240-2244

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010
USA

Cheektowaga, NY (716) 630-7030 

6

©

www.hammondmfg.com

www.hammondmfg.com

KEY FEATURES

• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.
• Ergonomically designed for a comfortable fit to the user’s hand.
• Two piece lap joint construction provides protection against dust accumulation and splashing water.
• Molded in translucent blue ABS plastic (translucent to blue white and near white LEDs, readouts & displays).
• Unit is secured with self tapping screws.
• Recessed top for membrane display or pad.
• Four P.C. card standoffs molded in both halves.

KEY FEATURES

• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.
• Ergonomically designed for a comfortable fit to the user’s hand.
• Two piece lap joint construction provides protection against dust accumulation and splashing water.
• Molded in translucent blue ABS plastic (translucent to blue white and near white LEDs, readouts & displays).
• Unit is secured with self tapping screws.
• Recessed top for membrane display or pad.

ABS Plastic Hand Held (1593 Series)



Part Number Color Units
Dimensions

A
Length

B
Width

C
Depth

1594RFIABK Black inch
mm

2.2
56

2.2
56

1.1
28

1594RFIBBK Black inch
mm

3.2
81

2.2
56

1.1
28

1594RFICBK Black inch
mm

4.1
105

2.6
66

1.3
33

1594RFIDBK Black inch
mm

5.2
131

2.6
66

1.7
43

1594RFIEBK Black inch
mm

6.6
167

4.2
107

2.1
53

7CANADA
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Thick Wall RFI - (1594 RFI Series)

KEY FEATURES

• Designed for EMI/RFI shielding applications - using conductive plastic (a compound of plastic and
  stainless steel fibers).
• Electronic instrument enclosures, ideally suited for mounting printed circuit boards.
• Thick wall design with an average wall thickness of .13” (3.3 mm).
• Molded from a compound of stainless steel fibers and flame retardant ABS plastic (carries a UL
  flammability rating of 94V-0).
• Designed to meet IP54.
• Countersunk lid is secured with four M3 x 0.5 - 0.71” (18 mm) long, Philips machine screws threaded
  into integrated brass bushings. Perfect for applications where repetitive assembly and disassembly are
  required.
• Black with matte textured finish.
• Material is brittle - acts like phenolic - NOT FOR HIGH IMPACT USE.
• Add 0.47” (12 mm) to enclosure depth for lid.

SAFETY NOTES:

• Conductive plastic is NOT an insulator. 
These enclosures must be treated like a                     
metal enclosure.

• Conductive plastic will act as a heating 
element  - any significant current flow will 
cause the plastic to heat and produce smoke.



Part Number Battery
Door

Units A
Length

B
Width

Assembled
Height

1599RFIBBK No inch
mm

5.12
130

2.56
65

0.97
25

1599RFIBBKBAT Yes inch
mm

5.12
130

2.56
65

0.97
25

1599RFIEBK No inch
mm

6.70
170

3.35
85

1.33
34

1599RFIEBKBAT Yes inch
mm

6.70
170

3.35
85

1.33
34

1599RFIHBK No inch
mm

8.66
220

4.33
110

1.73
44

1599RFIHBKBAT Yes inch
mm

8.66
220

4.33
110

1.73
44

1599RFIKBK No inch
mm

8.66
220

5.50
140

1.60
40.5

1599RFIKBKBAT Yes inch
mm

8.66
220

5.50
140

1.60
40.5

EUROPE
Basingstoke, UK 01256 812812

AUSTRALIA
Queenstown, Australia 61-8-8240-2244

CANADA
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RFI - Hand Held - (1599 RFI Series)

KEY FEATURES

• Designed for EMI/RFI shielding applications - using conductive plastic (a compound of plastic and
  stainless steel fibers).
• Attractively styled and ergonomically designed for use as a “hand-held” instrument enclosure.
• Molded from a compound of stainless steel fibers and flame retardant ABS plastic (carries a UL
  flammability rating of 94V-0).
• Recessed top for membrane display or pad.
• Lap joint construction provides protection against dust accumulation and splashing water.
• Extra deep top and ultra shallow base are specifically designed to enhance the aesthetics of the
  enclosure and provide the user with flexibility and assembly efficiency.
• Designed to meet IP54.
• NOTE: Material is brittle - acts like phenolic - NOT FOR HIGH IMPACT USE.
• Lid is secured with Philips machine screws, threaded into tapped integral brass bushings. Perfect for
  applications where repetitive assembly and disassembly are required.
 

SAFETY NOTES:

• Conductive plastic is NOT an insulator. 
These enclosures must be treated like a                     
metal enclosure.

• Conductive plastic will act as a heating 
element  - any significant current flow will 
cause the plastic to heat and produce smoke.



Part Number Battery
Door Units Length Width Depth

Black Grey

001100 001111 No inch
mm

1.57
40

2.36
60

0.73
18.5

001102 001113 Yes inch
mm

3.35
85

2.36
60

0.87
22

001104 001115 Yes inch
mm

4.13
105

2.36
60

0.87
22

001106 001117 Yes inch
mm

4.92
125

2.76
70

0.87
22
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Hand Held - Plastic Enclosures (Clipper Series)

KEY FEATURES

• The Clipper series is a British designed hand held enclosure (originally sold under the West Hyde
  Enclosures Ltd. name).
• Ideally suited for mounting small printed circuit boards for use in hand held applications.
• Molded in a choice of black (RAL 9005) or grey (RAL 9018) - flame retardant ABS plastic.
• Satin texture finish.
• Complete with top & bottom, removable front panel, battery door (except on the smallest size) and three
  self tapping screws.
• The top panel has a flat display area, perfect for labels, silk screening, membrane keypads or easily
  machined.
• The base is molded with bosses for easy P.C. board mounting.
• The removable end panel is securely clamped by the two box halves and easily customized or replaced
  by an infrared panel.
• Battery compartment has an easily removable cover which also covers one of the three assembly
  screws.
• Battery compartment (except on the smallest size) suitable for a 9V (PP3) battery.
• Screws are color matched to enclosure (nickel plated screws with grey enclosures and black plated with
  black enclosures).
• P.C. board standoffs molded into interior.
• Lap joint construction provides protection against access of dust and splashing water.



Part Number
Units Length Width 

Black Grey

1210BK 1210GY inch
mm

5.20
132

2.96
75

Part Number
Units Length Width Height

Black Grey

1210BK 1210GY inch
mm

5.20
132

2.96
75

2.44
62

EUROPE
Basingstoke, UK 01256 812812

AUSTRALIA
Queenstown, Australia 61-8-8240-2244

CANADA
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St. Laurent, Quebec (514) 343-9010
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Plastic Bench Case Enclosures (1210 Series)

KEY FEATURES

• The Bench Case is a British designed plastic enclosure.
• Ideally suited for mounting printed circuit boards for use in bench top applications.
• Molded in a choice of black (RAL 9005) or grey (RAL 9018) - flame retardant ABS plastic.
• Satin texture finish.
• Complete with plastic top & bottom, removable aluminum front panel, four rubber self adhesive feet and
  four self tapping screws.
• The top panel & bottom halves include a flat display area, perfect for labels or silk screening.
• The base is molded with six bosses for easy P.C. board mounting.
• The removable 1.5 mm thick aluminum end pane is securely clamped by the two box halves and easily customized.
• Hole in rear of enclosure for easy cord access.



Part Number Color Units Length Width Height

1212 Black inch
mm

4.72
120

2.83
72

1.42
36

1214 Black inch
mm

2.95
75

3.78
96

1.89
48

1216 Black inch
mm

4.72
120

3.78
96

1.89
48
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KEY FEATURES

• Perfect for enclosing instruments or P.C. boards that need to be panel mounted.
• Molded in black (RAL 9005) flame retardant ABS plastic.
• Conforms with DIN 43700.
• Molded guides for two horizontally mounted P.C. boards (1.6 mm thick).
• Includes two front panels - choose between natural aluminum panel or grey tinted acrylic filter panel.
• Complete with plastic bezel and two metal panel mounting clamps with screws.

Panel Mounted DIN Enclosures (1212-1216 Series)



Part Number Ventilated 
Lid Units Outside Dimensions Internal Dimensions

Length Width Depth Length Width Depth

MB655030 No inch
mm

2.56
65

1.97
50

1.18
30

1.93
49

1.73
44

0.94
24

MB655045 No inch
mm

2.56
65

1.97
50

1.77
45

1.93
49

1.73
44

1.54
39

MB105025 No inch
mm

3.94
100

1.97
50

0.98
25

3.78
94

1.73
44

0.75
19

MB105040 No inch
mm

3.94
100

1.97
50

1.57
40

3.78
96

1.73
44

1.34
34

MB105040VL Yes inch
mm

3.94
100

1.97
50

1.57
40

3.78
96

1.73
44

1.34
34

MB126540 No inch
mm

4.72
120

2.56
65

1.57
40

4.49
114

2.32
59

1.34
34

MB126540VL Yes inch
mm

4.72
120

2.56
65

1.57
40

4.49
114

2.32
59

1.34
34

MB126565 No inch
mm

4.72
120

2.56
65

2.56
65

4.49
114

2.32
59

2.32
59

MB158055 No inch
mm

5.91
150

3.15
80

2.17
55

5.67
144

2.91
74

1.97
50

MB158055VL Yes inch
mm

5.91
150

3.15
80

2.17
55

5.67
144

2.91
74

1.97
50

MB158080 No inch
mm

5.91
150

3.15
80

3.15
80

5.67
144

2.91
74

2.91
74

MB181160 No inch
mm

7.40
188

4.33
110

2.36
60

7.17
182

4.09
104

2.13
54

MB181170 No inch
mm

7.40
188

4.33
110

2.76
70

7.17
182

4.09
104

2.52
64

MB181170VL Yes inch
mm

7.40
188

4.33
110

2.76
70

7.17
182

4.09
104

2.52
64

MB181110 No inch
mm

7.40
188

4.33
110

3.94
100

7.17
182

4.09
104

3.70
94

MB181112 No inch
mm

7.40
188

4.33
110

4.72
120

7.17
182

4.09
104

4.49
114

EUROPE
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Two Piece - Fixed Panel Plastic Enclosures (MB)

KEY FEATURES
• Rugged electronic instrument enclosures, ideally suited for mounting printed circuit boards for 
  hand-held, desktop or wall mount applications.
• Molded in polystyrene plastic.
• Designed to meet IP54.
• Assembled with four M3 x 0.5” (13 mm) Philips machine screws (included) threaded into integral brass
  bushings. Perfect for applications where repetitive assembly and disassembly are required. Screws are
  hidden in a recess in the base.
• Includes four self tapping screws for internal standoffs.
• Lid is a smooth light grey (RAL 7035) and the bottom is a smooth dark grey (RAL 7012).



Part Number Color Units
Dimensions

Length Width Depth
 (NoLid)

1591STBU
1591STRD
1591STCL

Ice Blue
Ir Red

Crystal Clear

inch
mm

4.3
110

3.2
82

1.6
40
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Translucent Polycarbonate (1591 Series)

KEY FEATURES

• Ideally suited for mounting printed circuit boards.
• Perfect for applications where parts, sensors or indicators need to be visible.
• Ice Blue version is almost totally transparent to blue, white and near white LEDs, readouts & displays.
• Crystal Clear version is almost totally transparent.
• IR Red version is almost totally transparent to infrared devices.
• Integral card guides accept 1.5 mm (0.062”) P.C. cards. 
• Lap joint construction provides protection against access of dust and splashing water.
• Designed to meet IP54.
• Molded from flame retardant, easy to machine, translucent polycarbonate (material carries a UL 
  flammability rating of 94V-0).
• Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings.

Molded in Flame
Retardant Polycarbonate

NOTE: For original 5 sizes and accessories,
see page 12 of the 9C-05 catalog.



Part Number Color Units
Dimensions

Length Width Depth
(No Lid)

1591MSGY Grey inch
mm

3.3
85

2.2
56

0.8
21

1591LSGY Grey inch
mm

3.3
85

2.2
56

1.4
35

1591ASGY Grey inch
mm

3.9
100

2.0
50

0.8
21

1591SSGY Grey inch
mm

4.3
110

3.2
82

1.6
40

1591BSGY Grey inch
mm

4.4
112

2.4
62

1.1
27

1591CSGY Grey inch
mm

4.7
120

2.6
65

1.4
36

1591TSGY Grey inch
mm

4.7
120

3.2
80

2.2
55

1591USGY Grey inch
mm

4.7
120

4.7
120

2.2
55

1591VSGY Grey inch
mm

4.7
120

4.7
120

3.5
90

1591GSGY Grey inch
mm

4.8
121

3.7
94

1.2
30

1591DSGY Grey inch
mm

5.9
150

3.2
80

1.8
46

1591HSGY Grey inch
mm

6.5
165

2.8
71

1.0
25

1591ESGY Grey inch
mm

7.5
191

4.3
110

2.2
57
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Multipurpose - Economical (1591 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards.
• Integral card guides accept 1.5 mm (0.062”) P.C. cards. 
• Lap joint construction provides protection against access of dust and splashing water.
• Designed to meet IP54.
• Molded in economical grey plastic.
• Lid is secured with black anodized self-tapping #4 x 0.5” Philips screws.

NOTE: For original black version,
 see page 16 of the 9C-05 catalog.



Part Number
Units Length Width Depth

Black Grey

1591XXLBK 1591XXLGY inch
mm

3.4
87

2.2
57

1.4
36

1591XXABK 1591XXAGY inch
mm

3.9
100

2.0
51

0.8
22

1591XXBBK 1591XXBGY inch
mm

4.4
113

2.5
63

1.1
28

1591XXCBK 1591XXCGY inch
mm

4.7
121

2.6
66

1.4
37

1591XXTBK 1591XXTGY inch
mm

4.8
123

3.2
83

2.2
56

1591XXDBK 1591XXDGY inch
mm

6.0
152

3.2
82

1.8
47

1591XXEBK 1591XXEGY inch
mm

7.6
193

4.4
113

2.2
58

1591XXFBK 1591XXFGY inch
mm

8.7
221

5.9
150

2.3
60

Molded in Flame
Retardant ABS
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Multipurpose Plastic Enclosures (1591 XX Series)

KEY FEATURES

• Ideally suited for mounting printed circuit boards horizontally. 
• Internal sides of enclosure are smooth for easy connector installation except for the largest enclosure
  (the 1591XXF size) which is a universal type (i.e... includes P.C. board standoffs in the lid
  and enclosure PLUS includes card guides).
• Strong tongue and groove lid to box construction provides protection against access of dust and
  splashing water.
• Designed to meet IP54.
• Lid and box both contain molded P.C. board standoffs.
• Molded from easy to machine, flame retardant ABS plastic (material carries a UL flammability rating of
  94V-0).
• Stocked in satin texture black or grey.
• Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings. Perfect
  for applications where repetitive assembly and disassembly are required.
• Black enclosures include black screws, grey enclosures include nickel finish screws.



Part Number Color Units Length Width Depth

1591XXLTBU TransBlue inch
mm

3.4
87

2.2
57

1.4
36

1591XXATBU TransBlue inch
mm

3.9
100

2.0
51

0.8
22

1591XXBTBU TransBlue inch
mm

4.4
113

2.5
63

1.1
28

1591XXCTBU TransBlue inch
mm

4.7
121

2.6
66

1.4
37

1591XXTTBU TransBlue inch
mm

4.8
123

3.2
83

2.2
56

1591XXDTBU TransBlue inch
mm

6.0
152

3.2
82

1.8
47

1591XXETBU TransBlue inch
mm

7.6
193

4.4
113

2.2
58

EUROPE
Basingstoke, UK 01256 812812

AUSTRALIA
Queenstown, Australia 61-8-8240-2244

CANADA
Guelph, Ontario (519) 822-2960

St. Laurent, Quebec (514) 343-9010
USA

Cheektowaga, NY (716) 630-7030 

16

©

www.hammondmfg.com

www.hammondmfg.com

Multipurpose Plastic Enclosures (1591 XX “TBU”Series)

KEY FEATURES

• Ideally suited for mounting printed circuit boards horizontally.
• Molded in translucent blue ABS plastic (translucent to blue, white and near white LEDs, readouts &
  displays).
• Internal sides of enclosure are smooth for easy connector installation.
• Strong tongue and groove lid to box construction provides protection against access of dust and
  splashing water.
• Designed to meet IP54.
• Lid and box both contain molded P.C. board standoffs.
• Molded from easy to machine, translucent blue ABS plastic, with a satin texture.
• Lid is secured with M3 x 10 mm black Philips machine screws, threaded into integral brass bushings. Perfect
  for applications where repetitive assembly and disassembly are required.



Part Number
Units Length Width Depth

Black Grey

1591XXLFLBK 1591XXLFLGY inch
mm

3.4
87

2.2
57

1.4
36

1591XXAFLBK 1591XXAFLGY inch
mm

3.9
100

2.0
51

0.8
22

1591XXBFLBK 1591XXBFLGY inch
mm

4.4
113

2.5
63

1.1
28

1591XXCFLBK 1591XXCFLGY inch
mm

4.7
121

2.6
66

1.4
37

1591XXTFLBK 1591XXTFLGY inch
mm

4.8
123

3.2
83

2.2
56

1591XXDFLBK 1591XXDFLGY inch
mm

6.0
152

3.2
82

1.8
47

1591XXEFLBK 1591XXEFLGY inch
mm

7.6
193

4.4
113

2.2
58

1591XXFFLBK 1591XXFFLGY inch
mm

8.7
221

5.9
150

2.3
60

Molded in Flame
Retardant ABS
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Multipurpose Plastic Enclosures (1591 XXFL Series)

KEY FEATURES

• Ideally suited for mounting printed circuit boards horizontally.
• Flanged lid is perfect for wall or shelf mounting and enclosure security.
• Internal sides of enclosure are smooth for easy connector installation - except for the
  largest enclosure (the 1591XXFFL size) which is a universal type (i.e..includes P.C. board standoffs in the
  lid and enclosure PLUS includes card guides).
• Strong tongue and groove lid to box construction provides protection against access of dust and
  splashing water.
• Designed to meet IP54.
• Lid and box both contain molded P.C. board standoffs.
• Molded from easy to machine, flame retardant ABS plastic (material carries a UL flammability rating of 94V-0).
• Stocked in satin texture black or grey.
• Lid is secured with M3 x 10 mm Philips machine screws, threaded into integral brass bushings. Perfect
  for applications where repetitive assembly and disassembly are required.
• Black enclosures include black screws, grey enclosures include nickel finish screws.



Part Number Color Units Length Width Depth

1591XXLSFLBK Black inch
mm

3.4
87

2.2
57

1.4
36

1591XXASFLBK Black inch
mm

3.9
100

2.0
51

0.8
22

1591XXBSFLBK Black inch
mm

4.4
113

2.5
63

1.1
28

1591XXCSFLBK Black inch
mm

4.7
121

2.6
66

1.4
37

1591XXTSFLBK Black inch
mm

4.8
123

3.2
83

2.2
56

1591XXDSFLBK Black inch
mm

6.0
152

3.2
82

1.8
47

1591XXESFLBK Black inch
mm

7.6
193

4.4
113

2.2
58

1591XXFSFLBK Black inch
mm

8.7
221

5.9
150

2.3
60
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Multipurpose Plastic Enclosures (1591 XX “S” Series)

KEY FEATURES

• Ideally suited for mounting printed circuit boards horizontally.
• Flanged lid is perfect for wall or shelf mounting and enclosure security.
• Internal sides of enclosure are smooth for easy connector installation except for the largest 
  enclosure (the 1591XXFSFL size) which is a universal type (i.e..includes P.C. board standoffs in the
  lid and enclosure PLUS includes card guides).
• Strong tongue and groove lid to box construction provides protection against access of dust and
  splashing water.
• Designed to meet IP54.
• Lid and box both contain molded P.C. board standoffs.
• Molded from easy to machine, economical black plastic, with a satin texture.
• Lid is secured with black self-tapping #4 x 0.5” Philips screws.



Part Number
Units Length Width Depth

(w/Lid)Black Grey

1551NBK 1551NGY inch
mm

1.38
35

1.38
35

0.59
15

1551MBK 1551MGY inch
mm

1.38
35

1.38
35

0.79
20

1551QBK 1551QGY inch
mm

1.58
40

1.58
40

0.59
15

1551PBK 1551PGY inch
mm

1.58
40

1.58
40

0.79
20

1551FBK 1551FGY inch
mm

1.97
50

1.38
35

0.59
15

1551SBK 1551SGY inch
mm

1.97
50

1.97
50

0.59
15

1551RBK 1551RGY inch
mm

1.97
50

1.97
50

0.79
20

1551JBK 1551JGY inch
mm

2.36
60

1.38
35

0.59
15

1551LBK 1551LGY inch
mm

3.15
80

1.58
40

0.59
15
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Miniature Hand Held Plastic Enclosures (1551 Series)

KEY FEATURES

• Ideally suited for mounting small printed circuit boards or used as potting boxes.
• Molded in a choice of black or grey general purpose ABS plastic.
• Satin texture finish.
• Complete with lid and two self tapping screws.
• Screws are color matched to enclosure (nickel plated screws with grey enclosures and black plated with
  black enclosures).
• 2 P.C. board standoffs molded into interior.
• Lap joint construction provides protection against access of dust and splashing water.
• Designed to meet IP54.

NOTE: For original 3 sizes and accessories,
see page 10 of the 9C-05 catalog.



Part Number Color Units Length Width Depth

1551NTBU TransBlue inch
mm

1.38
35

1.38
35

0.59
15

1551MTBU TransBlue inch
mm

1.38
35

1.38
35

0.79
20

1551QTBU TransBlue inch
mm

1.58
40

1.58
40

0.59
15

1551PTBU TransBlue inch
mm

1.58
40

1.58
40

0.79
20

1551FTBU TransBlue inch
mm

1.97
50

1.38
35

0.59
15

1551GTBU TransBlue inch
mm

1.97
50

1.38
35

0.79
20

1551STBU TransBlue inch
mm

1.97
50

1.97
50

0.59
15

1551RTBU TransBlue inch
mm

1.97
50

1.97
50

0.79
20

1551JTBU TransBlue inch
mm

2.36
60

1.38
35

0.59
15

1551HTBU TransBlue inch
mm

2.36
60

1.38
35

0.79
20

1551LTBU TransBlue inch
mm

3.15
80

1.58
40

0.59
15

1551KTBU TransBlue inch
mm

3.15
80

1.58
40

0.79
20
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Miniature Hand Held - Plastic Enclosures (1551 TBU)

KEY FEATURES

• Ideally suited for mounting small printed circuit boards or used as potting boxes.
• Molded in translucent blue ABS plastic (translucent to blue, white and near white LEDs, readouts
  & displays).
• Satin texture finish.
• Complete with lid and two self tapping black plated screws.
• 2 P.C. board standoffs molded into interior.
• Lap joint construction provides protection against access of dust and splashing water.
• Designed to meet IP54.



Part Number
Units Length Width Depth

Black Grey

1551NFLBK 1551NFLGY inch
mm

1.38
35

1.38
35

0.59
15

1551MFLBK 1551MFLGY inch
mm

1.38
35

1.38
35

0.79
20

1551QFLBK 1551QFLGY inch
mm

1.58
40

1.58
40

0.59
15

1551PFLBK 1551PFLGY inch
mm

1.58
40

1.58
40

0.79
20

1551FFLBK 1551FFLGY inch
mm

1.97
50

1.38
35

0.59
15

1551GFLBK 1551GFLGY inch
mm

1.97
50

1.38
35

0.79
20

1551SFLBK 1551SFLGY inch
mm

1.97
50

1.97
50

0.59
15

1551RFLBK 1551RFLGY inch
mm

1.97
50

1.97
50

0.79
20

1551JFLBK 1551JFLGY inch
mm

2.36
60

1.38
35

0.59
15

1551HFLBK 1551HFLGY inch
mm

2.36
60

1.38
35

0.79
20

1551LFLBK 1551LFLGY inch
mm

3.15
80

1.58
40

0.59
15

1551KFLBK 1551KFLGY inch
mm

3.15
80

1.58
40

0.79
20
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Miniature Flanged Lid Plastic Enclosures (1551 FL Series)

KEY FEATURES

• Ideally suited for mounting small printed circuit boards or used as potting boxes.
• Same enclosure sizes as our 1551 series except with a flanged lid.
• Flanged lid is perfect for wall or shelf mounting or suspending with a tie wrap.
• Molded in a choice of black or grey general purpose ABS plastic.
• Satin texture finish.
• Complete with lid and two self tapping screws.
• Screws are color matched to enclosure (nickel plated screws with grey enclosures and black plated with
  black enclosures).
• 2 P.C. board standoffs molded into interior.
• Lap joint construction provides protection against access of dust and splashing water.
• Designed to meet IP54.
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Watertight Smoked Lid - (1554 Series)

KEY FEATURES

• Electronic instrument enclosures, designed for mounting printed circuit boards or DIN rail mounted components.
• Smoked polycarbonate lid allows for visibility of protected internal components with a more modern look than
  our clear lid version.
• Molded in polycarbonate material which carries a UL flammability rating of UL94 5V and is suitable for outdoor use.
• Color is light gray (RAL 7035).
• Gasketed lid with two piece “tongue & groove” construction provides protection against access of oil, dust and water.
• Designed to meet IP66 & NEMA 4, 4X, 12 & 13 ratings.
• Gasket is factory poured using high temperature U.L. listed - silicone rubber gasket material.
• Lid is secured with self captivating M4 stainless steel machine screws (included), threaded into integral stainless steel
  bushings (for repetitive assembly & disassembly).
• All stainless steel hardware to avoid corrosion caused by dissimilar metals.
• Lid and mounting holes are located outside of the gasket seal.
• Heavy duty 16 gauge galvanized steel panels available (see chart).
• Internal features are maximized for mounting options:
 - Internal DIN rail mounting tabs molded in all except the 1554C2GYSL.
 - Threaded (M3) integral brass inserts & standoffs designed for M3.5 or #6 self tapping screws for P.C. board or
    inner panel mounting in all but the smallest size (1554B2GYSL).
 - Vertical P.C. card guides (for 1.5 mm thick P.C. boards) are molded in all but the smallest size (1554B2GYSL).

ACCESSORIES

Panels
Heavy duty panel for mounting
components. Galvanized 16 ga.
steel. Includes mounting hardware.
See table (facing page) for part
numbers.



Part Number Units
Dimensions Optional 

Inner Panel 
Part 

Number

Units
Dimensions

Length
(L)

Width
(W)

Overall Depth (D)
Length WidthAssembled Box Lid

1554B2GYSL inch
mm

2.6
65

2.6
65

1.6
40

.98
25

.59
15 1554BPL inch

mm
2.2
56

2.2
59

1554E2GYSL inch
mm

3.5
90

3.5
90

2.4
60

1.77
45

.59
15 1554EPL inch

mm
3.1
79

3.1
79

1554C2GYSL inch
mm

4.7
120

2.6
65

1.6
40

.98
25

.59
15 1554CPL inch

mm
4.4
112

2.1
53

1554D2GYSL inch
mm

4.7
120

2.6
65

2.4
60

1.77
45

.59
15 1554CPL inch

mm
4.4
112

2.1
53

1554F2GYSL inch
mm

4.7
120

3.5
90

2.4
60

1.77
45

.59
15 1554FPL inch

mm
4.3
109

3.1
79

1554G2GYSL inch
mm

4.7
120

3.5
90

3.2
80

2.56
65

.59
15 1554FPL inch

mm
4.3
109

3.1
79

1554N2GYSL inch
mm

4.7
120

4.7
120

2.4
60

1.77
45

.59
15 1554NPL inch

mm
4.25
108

4.2
107

1554P2GYSL inch
mm

4.7
120

4.7
120

3.15
80

2.56
65

.59
15 1554NPL inch

mm
4.25
108

4.2
107

1554J2GYSL inch
mm

6.3
160

3.5
90

2.4
60

1.77
45

.59
15 1554JPL inch

mm
5.8
147

3.0
76

1554K2GYSL inch
mm

6.3
160

3.5
90

3.5
90

2.95
75

.59
15 1554JPL inch

mm
5.8
147

3.0
76

1554R2GYSL inch
mm

6.3
160

6.3
160

2.4
60

1.77
45

.59
15 1554RPL inch

mm
5.94
151

5.8
147

1554S2GYSL inch
mm

6.3
160

6.3
160

3.5
90

2.95
75

.59
15 1554RPL inch

mm
5.94
151

5.8
147

1554H2GYSL inch
mm

7.1
180

4.7
120

2.4
60

1.77
45

.59
15 1554HPL inch

mm
6.6
168

4.2
107

1554T2GYSL inch
mm

7.1
180

4.7
120

3.5
90

2.95
75

.59
15 1554HPL inch

mm
6.6
168

4.2
107

1554U2GYSL inch
mm

7.9
200

4.7
120

3.5
90

2.95
75

.59
15 1554UPL inch

mm
7.6
193

4.2
107

1554V2GYSL inch
mm

9.5
240

6.3
160

3.5
90

2.95
75

.59
15 1554VPL inch

mm
9.1
231

5.7
145

L

WD
D
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Watertight Smoked Lid - (1554 Series)



Part Number Units Length Width Depth
(w/ Lid)

Box
Depth

Lid 
Depth

1590ZGRP131 inch
mm

7.48
190

2.94
75

2.17
55

1.58
40

0.59
15

1590ZGRP233 inch
mm

7.87
200

9.84
250

4.54
115

3.74
95

0.80
20

1590ZGRP234 inch
mm

10.04
255

9.87
250.8

4.73
120.25

3.74
95

0.99
25.25

1590ZGRP235 inch
mm

10.04
255

9.87
250.8

6.32
160.5

3.74
95

2.58
65.5

1590ZGRP243 inch
mm

15.75
400

9.84
250

4.73
120.25

3.74
95

0.99
25.25

1590ZGRP263 inch
mm

23.62
600

9.84
250

4.72
120

3.74
95

0.99
25
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Watertight, Heavy Duty (1590ZGRP Series)

KEY FEATURES

• Molded in grey, glass reinforced polyester. Smooth finish.
• Includes gasketed lid with two piece “tongue & groove” construction.
• Heavy duty, thick wall design.
• Designed to meet IP65.
• North American Mark of Safety -  CUL & UL listed. Industrial Control Panel Enclosure Certified to NEMA
  4, 4X standards (UL 508) - File #E 65324.
• Lid contains self captivated stainless steel screws.
• Gasket material is Mohogumi rubber (EDPM). Heat resistance 100-120 degree C, cold -40 degree C.
• Easy wall mounting via “through box - blind hole” construction, outside of the gasket protection.
• Internal mounting shelf & bonding/mounting nuts molded in.

NOTE: For original 7 sizes,
 see page 34 of the 9C-05 catalog.



Part Number
Units A

Length
B

Width
C

DepthClear Black

1455P1601 1455P1601BK inch
mm

6.30
160

4.74
120.5

1.20
30.5

1455Q1601 1455Q1601BK inch
mm

6.30
160

4.74
120.5

2.03
51.5

1455P2201 1455P2201BK inch
mm

8.66
220

4.74
120.5

1.20
30.5

1455Q2201 1455Q2201BK inch
mm

8.66
220

4.74
120.5

2.03
51.5

B

A

C
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Extruded With Metal End Plates (1455 Series)

KEY FEATURES

• Designed to house P.C. boards or for equipment interfacing.
• Sized for standard Eurocards.
• P.C. boards mount horizontally by sliding into internal slots extruded into the enclosure body.
• Rugged body constructed from extruded aluminum with a minimum thickness of .06” (1.5 mm).
• Extruded body includes a slide removable “belly” plate.
• Includes two aluminum end panels (matched to aluminum body finish) and two black plastic bezels. These 
  plastic bezels can be optionally installed to create a modern look.
• Hardware and self-adhesive rubber feet included.

NOTE: For original 16 sizes and accessories, see 
page 82 of the 9C-05 catalog.



Part Number
Units

A
Length

B
Width

C
DepthBlack Clear

1455A802BK 1455A802 inch
mm

3.15
80

2.76
70

0.47
12

1455B802BK 1455B802 inch
mm

3.15
80

2.82
71.7

0.75
19

1455A1002BK 1455A1002 inch
mm

3.94
100

2.76
70

0.47
12

1455B1002BK 1455B1002 inch
mm

3.94
100

2.82
71.7

0.75
19

1455A1202BK 1455A1202 inch
mm

4.72
120

2.76
70

0.47
12

1455B1202BK 1455B1202 inch
mm

4.72
120

2.82
71.7

0.75
19

1455P1602BK 1455P1602 inch
mm

6.30
160

4.74
120.5

1.20
30.5

1455Q1602BK 1455Q1602 inch
mm

6.30
160

4.74
120.5

2.03
51.5

1455P2202BK 1455P2202 inch
mm

8.66
220

4.74
120.5

1.20
30.5

1455Q2202BK 1455Q2202 inch
mm

8.66
220

4.74
120.5

2.03
51.5

B

A

C
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Extruded With Plastic End Panels (1455 Series)

KEY FEATURES

• Designed to house P.C. boards or for equipment interfacing.
• Sized for standard Eurocards.
• P.C. boards mount horizontally by sliding into internal slots extruded into the enclosure body.
• Rugged body constructed from extruded aluminum with a minimum thickness of .06” (1.5 mm).
• Extruded body includes a slide removable “belly” plate - except the smaller “A” & “B” sizes (i.e. 1455A & 1455B series).
• Smaller sizes (“A” & “B”) are rounded for better hand held ergonomics.
• Includes two easy to machine, black solid ABS plastic end panels. Panels are one piece with integral bezel.
• Extruded, anodized aluminum body.
• All hardware and rubber feet are included.

NOTE: For original 16 sizes and accessories, see 
page 84 of the 9C-05 catalog.



Part Number Designed
for

PC. Board 
Width of

Units Length Width Depth
Black Clear

431609 531609 85mm inch
mm

3.94
100

3.52
90

2.00
51

431612 531612 85mm inch
mm

5.91
150

3.52
90

2.00
51

431610 531610 85mm inch
mm

7.87
200

3.52
90

2.00
51

431611 531611 100mm inch
mm

4.92
125

4.13
105

2.36
60

431621 531621 100mm inch
mm

6.50
165

4.13
105

2.36
60

431622 531622 100mm inch
mm

8.86
225

4.13
105

2.36
60

431623 531623 100mm inch
mm

11.22
285

4.13
105

2.36
60
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Extruded “Sink” Instrument (431609-531623 Series)

KEY FEATURES

• The Sink Box series is a British designed extruded aluminum enclosure (originally sold under the West Hyde
   Enclosures Ltd. name).
• Ideally suited for mounting small printed circuit boards or chassis horizontally.
• The enclosure body is formed from a single, hollow aluminum extrusion. This gives the unit high strength as well as
  simplifying assembly.
• The aluminum extrusion has fins on one side (the top) which act as a heat sink. Aluminum end panels are attached to
  each end.
• Extrusions are anodized in a choice of either black or clear.
• The interior of the enclosure contains:
 * numerous slots on both of the shorter sides to accept a P.C. board or chassis.
 * three “T” slots (one in the top and two in the bottom which provide an alternative method of mounting chassis.
   or components that need to be cooled by conduction).
 * the single “T” slot in the top takes an M3 half-nut.
 * the two “T” slots in the bottom take M4 half-nuts.
• The exterior of the enclosure contains:
 * heat sink fins across the entire top.
 * two “T” slots on the bottom to allow mounting of wall brackets, belt attachment or 
   to connect to another enclosure.
 * the two bottom “T” slots take M4 half-nuts.
• Also includes molded black plastic bezels which can be used to protect the end panels.
• End panel assembly screws are included.
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 We have attempted to make this one of the easiest catalogs in the industry to use! By doing 
so, we decided not to print all - part by part  “detail” dimensions of each model. We are focusing on 
our website as THE central location for this type of information. Our goal, is that it will become one 
of your favorite tools when choosing enclosures, transformers & outlet strips! A summary of what is 
available on our site:

Individual part number dimension drawings in color, down-
loadable in Adobe Reader PDF format . Readable and print-
able in high resolution!

Individual part number dimension drawings in AutoCAD formats...

- Color photo tables with thumbnail previews for each part number...

- Distributor locations and links - we have teamed up with the best in the industry to bring you 
  our products fast. Many complete with “on-line” order entry...

- NEW products, technical data, engineering bulletins, etc. for fast downloading...

- FAST e-mail links to our marketing department to order our other product catalogs...

- Links to other Hammond Manufacturing divisions...

- and much, much more....even a link to the fascinating Hammond “Museum of Radio”

AND

Our Web Site
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Other Hammond Catalogs

Electronic Transformers
5C-00

Web Site: www.hammondmfg.com 
email: sales@hammondmfg.com

Electronic Enclosures
9C-05

Outlet Strips &
Line Transformers

PB-02

Electronic Racks
& Cabinets

9R-05

Industrial & Commercial
Electrical Enclosures

E5
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Picture your product in...
a factory modified Hammond enclosure!

Easy to quote and order!

- Mark up the drawings in this catalog & fax or mail, or....

- Mark up our PDF drawings downloadable from our website, or...

- Modify our AutoCAD files downloadable from our website...

- and e-mail us at: modifieds@hammondmfg.com

- Fast turnaround on prototypes...
- Start-up quantities through full “production” runs...
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(Quebec) Inc.

4240 Seré Street
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Tel: (514) 343-9010
Fax: (514) 343-9941

EUROPE
Hammond Electronics Limited

1 Onslow Close
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Hammond Electronics Pty. Ltd.

ABN 13 099 121 981
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Queenstown, SA 5014
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